SPAN
! < Z|E
=T i
\ = | E &3
| v Q€ T |s
\ A a)
Al =3
| 8
I
6|
I
| B
I
I
w
PLAN VIEW
L
REINFORCED EDGE
SLOPE ANV
1
w [
a
=
R l ‘ / W 1 TOE PLATE
o E EXTENSION
E |~—TOE PLATE
3 EXTENSION
Sz 12" (305 mm) Cto C
£
- (MAX. SPACING) TYPICAL CROSS SECTION
~ ELEVATION

CONNECTOR
‘ i SECTION

M
PIPE PAY
LENGTH

THREADED ROD \

RISE

PIPE-ARCH

DIMENSIONS
SPAN  RISE
18" 1"
457) (279
2" 13"
(559 (330)
25n 16"
(635)  (406)
29" 18"
(737)  (457)
36" 2o
(914) (559
43" 27"
(1092)  (686)
50" 31"
(1270)  (787)
58" 36"
(1473)  (914)
65" 40"
(1651)  (1016)
72" 44"
(1829 (1119)
79" 49"
(2007)  (1245)
85" 54"
(2159 (1372)
DIMPLED

BAND \

GAUGE

12

(")
2
o
(179)
o
(179)
g
(203)
o
(229)
10"
(254)
12"
(305)
13"
(330)
18"
(457)
18"
(457)
18"
(457)
18"
(457)

18"
(457)

DIMENSIONS
B HooL
MAX) (1) 5
3 8
o6 19"
29 (152 (@83
06 23
58 (15)  (84)
12 6 28
(305 (15 (711)
96 32
@57 (152 (@13
16" 6" 39"
(406 (152 (991)
18" 8 46"
@57 (o3 (1168)
2" 9 53"
(533) (29 (1349)
2% 12 63
(660)  (305)  (1600)
30" 120 70
(762 (os)  (1778)
33" 12 77
(838) (305 (196)
36" 12" 77"
©14) (05 (195)
390 12 7
091 (os)  (1956)

(2")
51
30"

(762)
36"
(914)
42"
(1067)
48"
(1219)
50"
(1524)
750
(1905)
85"
(2159)
90"
(2286)
102"
(2591)
114"
(2896)

126"
(3200)

138"
(3505)

APPROX.

SLOPE

2-1/2

2-1/2

2-1/2

2-1/2

2-1/2

2-1/2

2-1/2

2-1/2

2-1/4

2-1/4

2

2

HELICALLY
/ CORRUGATED
PIPE
4y

ROD HOLDER /
—

TYPE2

FOR 18"x11"(457 mm x 279 mm)
THRU 58" x 36"(1473 mm x 914 mm) ONLY

TYPE3

FOR 65"x40"(1651 mm x 1016 mm)
THRU 85" x 36"(2159 mm x 914 mm) ONLY

. THREE-PIECE BODIES TO HAVE 12-GA. SIDES & 10-GA. CENTER PANELS. WIDTH OF
CENTER PANELS TO BE GREATER THAN 20% OF THE PIPE PERIPHERY. MULTIPLE PANEL BODIES
TO HAVE LAP SEAMS WHICH ARE TO BE TIGHTLY JOINED BY 3/8"(10 mm) § GALVANIZED
RIVETS OR BOLTS.

2.FOR THE 79"x49"(2007 mm x 1245 mm) & 85"x54"(2159 mm x 1372 mm) SIZES,
REINFORCED EDGE TO BE SUPPLEMENTED BY 2" x 2"(51 mm x 51 mm x 6 mm)
1/4" (6 mm) GALVANIZED ANGLES. THE ANGLES TO BE ATTACHED BY 3/8"(10 mm) §
GALVANIZED NUTS AND BOLTS.

3. TOE PLATES SHALL BE INSTALLED ON END SECTIONS WHEN REQUIRED BY THE C.O.
TOE PLATES SHALL BE THE SAME AS END SECTION.

4.TYPE-3 CONNECTION INCLUDES ONE FOOT OF THE PIPE LENGTH 65"x40"
(1651 x 1016 mm) 84"x54"(2134 mm x 1372 mm) SIZE AS A CONNECTOR SECTION.
(1651 mm x 1016 mm) THROUGH 84" x 54"(2134 mm x 1372 mm) SIZE AS A
CONNECTOR SECTION. THE CONNECTOR SECTION SHALL BE ATTACHED
TO THE END SECTION BY GALVANIZED RIVETS OR BOLTS & SHALL BE THE SAME GAUGE
AS THE END SECTION.

5. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS FOLLOWING THE ENGLISH
UNITS.
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