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Monopole Meteorological Tower Design Diagrams 
 









97 
60(50)m_XHDfamily_v1.04.docx        9 September 2008 

50m XHD with 
Standard Footprint 

Tower Layout
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LEVEL 1
RED

LABEL TEXT 11.7m (38')

LEVEL 2
WHITE

LABEL TEXT 23m (76')

LEVEL 3
BLACK

LABEL TEXT 31m 101'

LEVEL 4
YELLOW

LABEL TEXT 38.7m (127')

LEVEL 5
BLUE

LABEL TEXT 46.5m (153')

TRANSITION

LOOP EACH GUY WIRE THROUGH
ANCHOR EYE AND SECURE
WITH 3 WIRE ROPE CLIPS.
U-BOLTS TO BE ON DEAD END 
OF WIRE ROPE.
TYPICAL 24 GUYS

ERECTED HEIGHT 46.57m (152'-9.25")

ERECTED HEIGHT 38.74m (127'-1.25")

ERECTED HEIGHT 30.92m (101'-5.25")

ERECTED HEIGHT 23.11m (75'-9.75")

ERECTED HEIGHT 11.75m (38'-6.75")

(GINPOLE LENGTH
SEE SITE LAYOUT MAP
FOR ANCHOR LOCATIONS)

13.91/ [45'-7 1/2"]

"50m" OVERALL ERECTED HEIGHT 50.48m (165'-7.25")

TUBE SPECS (in order of assembly):

Tower:
Base Tube (with pivot pin hole) 10" Ø x 87"L (1 tube)
Plain Tubes                   10" Ø x 87"L (14 tubes)
Plain Tube (short)             10" Ø x 73"L (1 tube)
10"-8" TRANSITION, 36"L
Plain Tubes                   8"Ø x 87"L (10 tubes)

Gin Pole:
Base Tube (with pivot pin hole)   8"Ø x 87"L
Plain Tubes                     8"Ø x 87"L                      





 




