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Dependent Rnsurvey of a Portion of the Subdivisional Lines,
T. 16 8., R. 2 W., ¥Willamette Maridian, Oregon

4.30
9.10

26.030

(Restoring the survey by Daniel and Matthew O.C. Murphy, in 1854,
the remonumantation by James E. Jelley, in 1965,
and the resurvey by Lester E. Fischer, in 1981-82)

—

Beginning at the cor. of secs. 19, 24, 25 and 30, on the E. bdy.
of the Tp., monumented with an iron post, 24 ins. diam., firmly
set, projecting 4 ins. above the ground (with an iron pipe, 2 ins.
diam., 4 foot long, lying alongside), with brass cip mkd.

T 16 8
R2W R1W
sz4|sm

szslsan
1965

from which the remains of an original bearing tree

A fir stump, 38 ins. diam., bears N. 30° W., 19 lks. dist.,
with scribe marks R2W T16S 825 visible on open bla:ze.

and a bearing tree reported by Jelley

A fir, 12 ins. diam., bears N. 73° E., 17 lks. dist., with
healed blaze.

and the remains of bearing trees mkd. by Jelley

A fir snag, 8 ins. diam., bears S§. 11° E., 11% lks. dist.,
with healed blaze.

A fir, 17 ins. diam., bears S§. 40° W., 25% lks. dist., with
healed blaze. (Record, S. 374° W.)

and a bearing tree mkd. by Fischer

A fir, 32 ins. diam., bears N. 12%° W., 794 lks. dist., with
healed blaze. (Record, 81 lks.)

and a new bearing tree

A fir, 24 ine. diam., bears S. 484° E., 50 lks. die-., mkd.
T16S R1W S30 BT.

N. 89° 48" 00" W., bet. secs. 24 and 25.

Descend over NW. s8slope, through medium timber and moderate
undergrowth.

Gravaled road, 20 lks. wide, bears N. 10° E. and S. 10° Ww.
Creek, 10 lks. wide, course N. 10° E.; asc. over NE. slope.

Point for the crossing c¢losing cor. of secs. 24 and 25, at
intersection with the E. bdy. of Donation Land Claim No. 38.

Sat a stainless steal post, 28 ins. long, 2% ins. diam., 24 irs.
in the ground, with brass cap mkd.

Field notes of a resurvey in Oregon (1992)
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Dapendent Resurvey of a Portion of the Subdivisional Lines,
T. 16 8., R. 2 WH., Willamatte Meridian, Oragon

- b i —

T16 S R 2 W
DLC 38 S 24

cCC 8 25
199

from which

A fir, 21 ins. diam., bears N. 38&° E., 244 lks. dist., mkd.
524 CCC BT.

A fir, 12 ins. diam., bears S. 434° E., 29 lks. dist., mkd.
§25 CCC BT.

Depcosit a white "DEEP-1" magnetic marker at base of the stainless
steel poat.

Leave timber, enter logged area; asc. over NE. slope.

Spur, slopes N. 25° E.; desc. over & NW. slopea.
Creek, 5 lks. wide, course N. 15° E.; asc. over NE. slops.

Point for the % sec. cor. of secs. 24 and 25, at proportionate
distance; there is no remaining evidence of the original corner.

Set a stainless steel post, 28 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T 16 S R 2 W
5 24

from which

A fir, 13 ine. diam., bears N. 1° E., 77 lks. dist., mkd.
X S24 BT.

No suitable tree available in sec. 25.

Depogit a white "DEEP-1" magnetic marker at base of the stainless
steal post.

From this point, the Bureau of Land Management Geodetic Control
Station No. EC~41173, @established in 1992 at latitude
44° 09° 19.533" N. and longitude 122° 52° 13.549" W. (NAD 1927,
bears S. 53° 43’ 44" E., 10.650 chs. dist. {mean bearing and sea
leval distance); monumented with an aluminum rod, 3/4 in. diam.,
firmly set flush with the surface of the ground, with aluminum cap
mke.. EC 41173 GPS 1992.

Tne corner is located on a spur, slopes N. 30° W. and is 75 lks.
S. of the N. edge of logged area, edge rears E. and W.

Descend over NW. slope.

l.eave logged area, enter medium timber and moderate undergrowth.

—r-ulslal L

Field notes of a resurvey in Oregon (1992
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Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 16 8., R. 2 W., Willamette Mer.dian, Oregon

CHAINS

68.10

77 .60

80.400

Leave timber; enier nearly level cultivated land, edge bears
N. 40° E. and 8. 40" W.

Leave nearly level cultivated land, enter medium timber and
modarate undergrowth, edge bears N. 70° W. and S§. 70° E.; asc.
over NE. slope.

The cor. of secs. 23, 24, 25 and 26, perpetuated by Kenneth Robert
Ezell, Registered Land Surveyor No., 952, in 19'.4, recorded in tae
County Survey Corner Restoration No. 9826; monumented with an i.ron
pipe, 1 in. diam., firmly set, projecting 12 ins. above the
grouwnd, and in a mound of stone, 4 foot base, to top, v.itn brase
cap mkd.

T16 8§ R 2 W

523‘524
B |

$ 26 | § 25
1984

fr m which the remains .t an orijinal bearing tree

A derayed iL.. stu.p, size indeterninate, Dears S. 454° E.., 33
lxs. Jdist., no narks visible,

and bearing trees mkd. by Ezell

A fir, 19 ins. diam., bears N. 77° E., 63 lks. dist., with
healed blaze.

A fir, 20 ins. diam., bears S. 484° F., 434 lka. diut., with
healed blaze.

A fir, 1€ ins. diam., beard 8§ 3° W., €9 lke. ulst., with
healed blaze.

No suitable treeg availabie .n sec. 23.

The corner .8 located in a fence line, bears N. and S

Dependent Resurvey of a Portion of Donation Land Claim No. 38,
T. 16 8., R. 2 W., Willamette "eridian, Oragon

(Restoring the survey by Jeremiah M. Dick in 1855

mp———. B

From the S-%E cor. of Donation Land Claim o. 38, perpetuated by
C.M. Collier, County Surveyor, in 1906, recorded in the County
Survey Corner Restoration No. 347; Jurther perpetuated by Nick
Juliano, Registered Professicial Engineer No. 3449, recorded in
the County Survey Fil. do. 533; further perpetuated by Tom Saul.r,
County Engineering Technician 1. in 1980, recorded in the County
Survey Cornor Reatoration “No. 8640; further perpetuated kv Kenneth
Robert Ezell, Registered .and Surveyor No. 952, in 1991, recorded
Ln the County Survey Corner Restoration No. 1191%; monumented with
a plastic pipe, 2 3/4 ins. diam., filled with councrete, firmly
set, projecting 10 _ns. above the ground, with hrass cap mkd.
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Field notes of a resurvey in Oregon (1992)
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