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What is currently 
tested for? 

Lab analysis 

ÅAlkalinity  
ÅCalcium 
ÅChloride 
ÅFluoride 
ÅMagnesium 
ÅPotassium 
ÅSodium 
ÅSulfate 

ÅConductivity  
ÅTotal Dissolved Solids (TDS) 
ÅGasoline Range Organics (GRO) 
ÅDiesel Range Organics (DRO) 

Field parameters 

ÅpH 
ÅTemperature 
ÅConductivity  

ÅTotal Dissolved Solids (TDS) 
ÅWater level when possible 

BTEX  SW 8021 B (as needed) 

ÅBenzene 
ÅEthylbenzene 
Åm+p -Xylenes 
Åo-Xlylene 
ÅToluene 

BTEX  SW 8260 B extended list (as needed) 

Same parameters as 
BTEX 8021B plus 72 other 

parameters 



Changes in Hydrocarbon (Organics) Testing 

2004 

ÅNon-Polar was used every time  / no detections 

2005 

ÅNon-Polar was used approximately every 10th sample  / no detections 

2006 & 2007 

ÅNon-Polar was used approximately every 10th  sample/ started getting detections  

- confirmation samples collected, with GRO and BTEX 8021B added to analysis 

2008 & 2009 

ÅNon-Polar was no longer used, instead GRO and DRO would be used, every time  

-confirmation samples collected, with BTEX 8021B being added to analysis 

2010 & 2011 

ÅGRO and DRO every time 

-confirmation samples collected, with BTEX 8021B and BTEX 8260B being added to analysis 





Status of Wells With 

Past Hydrocarbon 

Detections  and Their 

Locations 


