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Retracement of Portion of East and West Boundaries

37.98

Work executed jointly by Waiter D. Long, U. S. Surveyor,
and James C. Hooper, U. 3. Tramsitman.

The instruments uéed are deseribed, with record of appro-
val by the assistant supervisor of surveys, and field
tests, in Book A. Additional tests follow herein.

Polaris Observation.-- Walter D. long, observer.

Apr. 30, 1916.

long. 113°3%33%%., at 5h Olm, a.m., l.m.t., I observe Po-
laris at eastern elongation, in accordance with instruc
tions in the Manual, and merk a point in the line thus
determined by a tack driven in a stake firmly driven in
the ground 4% chs. N. of my station.

At Th OOm, a.m., I lay off the azimuth of Polaris 1°247:
to the west, and mark the meridian thus established by
a nail driven in a wooden stake firmly set in the groungd
W. of the point previously merked. ...

Test of transit No. 8540, by James C. Hooper.
Apr. 30, 1916.

At 7h°00m, a.m., l.m.t., I set off 35°20%'on the lat. aro|
14°48%'N, on the decl. arc, and determine a meridian with

on the lat. arc, 14°56%4'N. on the decl. arec, and deter-
mine a meridian with the solar. The positions defined
by these observations for the meridian, agree within

less than 01' of arc with that determined by the PolariI

observation, from which I conclude that the adjustments
are satisfactory. The level and collimation adjustment
were previously examined and found correct.

Test of transit No. 8299, by Walter D. Iong.

May 1, 1916. S

At 7h OOm, a.m., l.m.t., having corrected level and col-
limation errors, I set off 35°2D&'on the lat. arc, and
15°07'N. o¥ the decl. are, and determine a meridian with

on the lat arc, and 15°14%'F. on the decl. arc, and de-
termine a meridian with the solar. The positions for
the meridian defined by these observations agree within
less than Ol' of arc with that that determined by the
Polaris observation; from whieh I conclude that the

ad justments ase satisfactory.

Magnetic Declination.

The magnetic bearing of the true meridian, at 7h 30m, a.m.|,
is N.13°45'W. The angle thus determined gived for the

magnetic declination 13°45'E.
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Retracement of Portion of E. Bdy., T. 23 N., R. 12 W.

From the % sec. cor. of secs. 1 and 6, on RE. bdyl of Tp.,
set, and witnessed as described by the surveyor general,

North, on a random line, bet. N. halves of secs. 1 and 6.
Intersect old cor. of Tps. 23 and 24 N., Rs. 11 and 12 W.,
which is an iron post, 3 ins. diam., with brass cap,
marked, set, and witnessed as described by the surveyor

general.

At my cemp, neéar the NE. cor. of sec. 33, in Iat. 35°20%&'N.,

the solar; and at 5h OOm, p.m., l.m.t., T set off 35°2D%'N.

the solar; and at 5h OOm, p.m., l.m.t., I set off 35°20%'N.

which is an iron post, 1 in. diam., with brass cap, markled,
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|The old cor. of sees. 1, 6, 7 and 12, 'which is a stone,

The elosing of subdivisional lines on the W. bdy. of the
Tp. indicating that the line is materiaslly defective,
I retrace same for five miles, and compute the true
courses resulting from the fallings, as follows:

Prom the cor. of Tps. 23 N., Re.12 and 13 W., which is a
granite stone, 18x12x10 ins. above ground, marked and
witnessed as‘described by the surveyor general;

N.0°05'E., bet. secs. 31 and 36.

The old % sec. cor., which is a malpais stone, 20x18x12
ins. above ground, marked and witnessed as described
by the surveyor ‘general.

mhence §.0°23%3'E., bet. N . halves of secs. 31 and 36.
The old cor. of sees. 25, 30, 31 and 36, which is a granit
stone, 10x10x6 ins. above ground marked and witnessed
as described by the surveyor general.

H.O”};'E., bet. secs. 25 and 30,

The old =+ sec. cor., which is a granite stone, 24x14x12
ins. above ground, marked and witnessed as described by
the surveyor general. '

in place, 16x12x12 ins. above ground, marked and witness
as descrlbed by the surveyor general.
N 1°49'W., bet. secs. 19 and 24.
The old 4 sec. cor., which is a granlte stone, 8x5x5 ins.
above ground, marked and witne&sed as descrlbed by the
surveyor general.
Thence N.0°31'W,, bet., N. halves off secs. 16 and 24.
The o0ld cor. of secs.13, 18, ‘19 and 24, which is arlava
stone, 10x6x4 ins. above ground marked and witnessed
as described by the surveyor peneral.

N.0°15'E., bet. secs. 13 and 18.

The old 4 sec. cor., which is a granite stone, 12xPx6

ins. above ground, marked and witnessed as descrlbed

by the surveyor: general.

Thence N.0°431E., bet. ‘N, halves of secs. 13 and 18,

The old cor. of secs. -7, 12, 13 and 18, which is a sand-
‘stone, 18x10x8 ins. above ground marked and witnessed

- as descrlbed by the surveyor general. '

N, 0°5?'E., bet. sees. 7 and 12. ,

The old % sec. cor., which is a granite stone, 12x10x10
ins., above ground, marked and witnessed as described
by the surveyor general.
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N.0°19'E., bet. N. halves of secs. 7 and 12.

10xRx5 ins. above ground, marked and witnessed as des-
cribed by the surveyor general.

From the eor. of secs. 35 and 36, on the S. bdy. of Tp.,
described in Book E, ‘

N.0°01'W., bet. secs. 35 a&nd 36,

over mountainous land, through scattering timber and
dense undergrowth. Asc. 00 ft.

Spur glopes E. Desec. '

Desc. abrupt NW. slope.

The old cor. of secs. 19, ;24, 25 and 30, which is & bould¢r

ed
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|Wash, 220 ft. below ridge, 100 lks. wide, 5 ft. deep, coux

Covered well bears S.70°W., 2 chs. dist.
Small stream of water bears W., 3 chs. dist.

mast. Asc. '
Enter dense timber, bearing E. and W.

Set an iron post, 3 ft. long, 1 in. diam., in s mound of
stone, (impracticable to set post in the ground)for %
sec. cor., with brass capi'marked

4

S35 536

1916
from which
A cedar, 18 ins. diam., bears S.6°10'E., 289 1lks. dist.|
marked 4 S36 BT, and '
A cedar, 10 ins. diam., bears N.79°30'W., 478 lks. dist
marked % S35 BT. '
Wash, 80 ft. below ridge, 15 lks. wide, 2 ft. deep, course
Rast..
Ridge bears N.70°E. and S.70°W. Desc. 100 ft.
Wash, 10 lks. wide, 2 ft. deep, course S.TO°E.

ground, for cor. of sees. 25, 26, 35 and 36, with brass

cap, marked
T23N|R12W
52682

from which
A cedar, 7 ins. diam., bears N.10°10°E., 2RO 1lks. dist.|
marked T23N R12W S25 BT,

A cedar, 6 ins. diam., bears S.51°40'E., 98 1ks. dist.,
marked ngm R12W S36 BT,

A cedar, 3 ins. diam., bears S.7°45'W., 82 lks. dist.,
marked T23N R12W S35 BT, and

A cedar, 10 ins. diam., bears N.40°20'W., 342 lks. dist,
marked T23N R12W S26 BT.

Jand, mountainous.
Soil, rocky; 4th rate.
Timber, cedar.
Undergrowth, scrub oak.
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N.89°58'E., on a random line, bet. secs. 25 and 36.

Set temp. ¢ sec. cor. : ’

Interseet E. bdy. of Tp. 2 lks. N. of the cor. of seecs.
25, 30, 31 and 36, which is an iron post, 3 ins. diam.,
with brass cap, marked, set, and witnessed as described
by the surveyor genersal.

Thence §.89°591W., on a true line, bet. secs. 25 and 36,
over mountainous land, through scattering timber and
dense undergrowth. Desc. 130 ft.

Wash, 60 lks. wide, 4 ft. deep, course NW. Asc. 230 ft.

Ridge bears N. and S. Desec. '

Leave timber, bearing N. and S.

North. Asc.

Set an iron post, 3 ft. long, 1 in. diam., 12 ins. in the
‘ground, surrounded by & mound of stone, (impracticable
to set post farther in the ground), for % sec. cor.,
with brass cap, marked

S 36

Set an iron post, % £t. long, 2 ins. diam., 24 ins. in the

1916

Guleh, 200 ft. below spur, 30 lks. wide, 4 ft. deep, courpe
Galvanized tank, 10 ft. diam., bears 8.85°E., 170 1lks. digt.
Ridge, 235 ft. above wash, bears E. and W. Desc. gradually.

®y

ge

SaJ
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from which ’ , ‘
A cedar, 18 ins. diam., bears N.37°35'E., 244 lks. dist
marked 3 S25 BT, and '

15 1ks, dist., marked X BO 36.

Enter timber, bearing N. and S.

Ridge, 200 ft. above wash, bears FNE. and SW. Desc. grad-
- ually. -

The cor. of secs. 25, 26, 35 and 36.

Land, mountainous.

Soil, rocky; 4th rate.

Timber, cedar.

Undergrowth, chamizo and serub osak.
Grass, fair.

N.0°01'W., bet. secs. 25 and 26,

over mountainous land, through cedar timber and oak

undergrowth. Asc. over granite boulders.

Leave boulders, bearing E. and W.

Ridge, 55 ft. above sec. cor;, bears N.70°E. and S.70°W.,

Wash, 30 lks. wide, 4 ft. deep, course E. Asc.

Foot of rim rock bears E. and W. Asc.

Top of same, 50 ft. high. :

Ridge, 140 ft. above wash, bears N.60°E. and S.60°W.
Descend.

Set an iron post, 3 ft. long, 1 in. diam., 26 ins.in the
ground, for % sec. cor., with brass cap, marked

S26| s25

1916
from which '
A cedar, 8 ins. diam., bears N.38°55'E., 55 1lks. dist.,
marked 4 S25 BT, and |
A cedar, 5 ins. diam., bears S5.81°50'%., 82 lks. dist.,
marked % 526 BT. ‘ ‘
Ridge bears NE. and SW. 90 ft. above wash. Dese. 190 ft.
Set an iron post, 3 ft. long, 2 ins., diam., 24 ins. in the
ground, for cor. of secs. 23, 24, 25 and 26, with brass
cap, marked
T23N|R12W
S23| 524

| 526,325

1916
from which .
A cedar, 18 ins. diam., bears N.49°10'E., 170 lks. dist.
marked T23N R12W S24 BT,
A cedar, 10 ins. diam., bears S.58°35'E., 152 1lks. dist/
marked T23N R12W S25 BT,
A cedar, 12 ins. diam., bears S.48°45'W., 63 lks. dist.,
marked T23N R12W S26 BT, and
A cedar, 6 ins. diam., bears N.65°55'W., 145 lks. dist.,
marked T23N R12W S23% BT,

Land, mountainous.
So0il, rocky; 4th rate.
Timber, cedar.
Undergrowth, chamizo, cedar and scrub oak.
Grass, fair.
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.89°59'E., on a random line, bet. sees. 24 and 25.

et temp. 4 sec. cor.

Intersect E. bdy. of Tp. at the cor. of seecs. 19, 24, 25
and 30, which is an iron post, 3 ins. diam., with brass

A grenite bounder, 3x2x3 ft. above ground, bears S.65°3Q'E.,”

Wash, 10 1ks. wide, 2 ft. deep, course N.20°E. Asc. 35|ft.
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cap, marked, set, and witnessed as described by the
surveyor general., '

Thence S.89°59'W., on a true line, bet. secs. 24 and 25,
over rolling land, through timber and undergrowth.

Wire fence bears K.30°E. and S.60°W. .

Road bears NE. and SW.. )

Vash, 10 lks. wide, 3 ft. deep, course SW.

Same wash, 15 lks. wide, 3 ft. deep, course N.60°W.

Dim road bears N.60°W. and S.40°E.

- NE. cor. of corral bears S., 47 lks. dist.

NW. cor. of J. E. Carrow's house bears S5.37°E., 6.56 chs.
dist. ( Windmill at N. end of house ).

Enter Wright Creek bed, course NW., containing stream of
water, 5 lks. wide.

Leave creek bed.

Wire fence bears NW.and SE.

Set an iron post, 3 ft. long, 1 in. diam., 20 ins. in the
ground, surrounded by a mound of stone, (impractieable
to set post farther in the ground), for % sec. cor.,
with brass cap, marked

- - oy -

from which _
A cedar, 14 ins. diam., bears S.18°30'E., 91 lks. dist.
marked &+ S25 BT, and | o
& cedar, 10 ins. diam., bears N.T74°W., 132 lks. dist.,
marked &+ S24 BT.

Ridge bears N. and S. :

Wash, 15 lks, wide, 3 ft. deep, course K.

Leave timber, bearing N. and S.

Ridge bears N. and S.

Enter timber, bearing N. and S.

The cor. of seés. 23, 24, 25 and 26.

Land, rolling.

So0il, rocky; 4th rate.

Timber, cedar.-

Undergrowth, chamizo and scrub oak.
Grass, fair.

F.0°01'W., bet. secs. 23 and 24.
Desc. N. slope, 175 ft., through dense timber and scrub
oak undergrowth.

Wash, 12 lks. wide, 2 ft. deep, course N.60°E,

Wire fence bears N.70°W. and S.70°E.

Wash, 30 lks. wide, 3 ft. deep, course E.

Wire fence bears N.30°E. and S.30°V.

Set an iron post, 3 ft, long, 1 in. diam., 26 ins. in the
ground, for 4 sec. cor., gith brass cap, marked

pi

8231824

1916
from which
A cedar, 8 ins. diam., bears S.45°35'E., 130 lks. dist.,
marked %»824 BT, and
A cedar, 12 ins, diam., bears N.9°25'W., 70 lks. dist.,
marked < S23 BT. .
Wire fence bears NW. and SE.
Road bears N.60°W. and S.60°E.
South bank of Wright Creek, course NW.
Forth bank of same. Ase. 120 ft.
Set an iron post, 3 ft. long, 2 ins. diam., 24 ins. in th

ground, for cor. of secs. 13, 14, 23 and 24, with brass
cap, marked

\307

3092

14
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T23N|R12W

from which -
A cedar, 9 ins. dlam., bears M.61°40'E., 6.00 chs. dist., :
marked T23N R12W S13 BT,
A cedar, 7 ins. diam., bears S. 61°401'E B 6.05 chs. dist ,
marked T22N ‘R12W S24 BT,
A cedar, 10 ins. diam., bears 5.13%° 35'W., 400 1ks. dist|,
marked T22N R12W S23% BT, and
A cedar, 12 ins. diam., bears N.68°30'W., 490 lks.dist.)
marked m22N R12W S14 BT,

Tand, rolling and rolling mountsainous.
Soil gravelly and stony; 4th rate.
Tlmber cedar,

Undergrowth scrudb -oak,
Grass, fair.

N.8G°5G1E., on a random line, bet. sees. 13 and 24.

40.00 |[Set temp. % sec. cor.

80.24 |Intersect E. bdy. of Tp. 11 lks. B. of the cor. of seecs.
' | 13, 18, 19 and 24, which is an iron post, 3 ins. dism.,

with brass cap, marked, set, and witnessed as described

" by the surveyor general. ‘

Thence S.89°54'W., on a true line, bet. secs. 13 and 24,
over rolling mountainous land, through timber and under-
growth.
11.40 |Ridge bears N. and 3. Desc. 60 ft.
17.25 |Wash, 15 lks, wide, 2 ft. deep, course N.20°W. Asc. 75 ft;
24 .65 Spur slopes N. Desc. 100 ft.
%5.25 |Leave timber, bearing FE. and SW.
40.12 |Set an iron post 3 ft. long, I in. diam., 26 ins. in the
ground, for %;sec. cor., with brass cap, marked

S 13

from which . - ' "

A cedar 8 ins. diam., bears S5.33°30'E., 334 lks. dist.
marked 4+ S24 BT, and

& cedar, 12 ins. diam. , bears N.6°E., 226 1ks. dist.,
marked i 513 BT.

47.80 |Wash, 20 lks wide, 2 ft. deep, course N.A5°E,

2;.25 Enter timber, bearing K. and S.

O e Ridge bearlng N. and S.

80.24 |The cor. of secs. 13, 14, 23 and 24.

Land, rolling mountainous and rolling.
Soil, gravelly and st@ny, 4th rate.
Timber, cedar.

Undergrowth, scrub oak.

Grass, fair.
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N.0°01'W., bet. secs. 13 and 14,
over rolllng land, through very scant timber and under-
growth.
.00 |Ridge bears N.30°W. and S.30"E.

18.20 |Wash, 8 lks. wide, 2 ft. deep, course NW.

25.00 | Enter timber and undergrowth of denser growth, bearing

Z. and W.

27.50 ‘[Spur slopes N.20°W.

38.97 |[Draw. course NW. - '

40.00 |Set an iron post, % ft. long, 1 in. diam., 26 ins. in the
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ground, for % sec. cor., with brass cap, marked -
2
4

514|513

1916

from which
A cedar, 12 ins. diam., bears S.18°45'W., 276 lks. dist},
marked + S14 BT, and
A piﬁon 7 ins. diam., bears N.74°E., 235 lks, dist.,
marzed 4 S13 BT, :

Ridge bears N.30°W. and S. 30’E

Wash, 10 lks. wide,l ft. deep, course NW.

Set an iron post, 3 ft. 1long, 2 ins., diam., 24 ins. in the
ground, for cor. of secs. 11, 12 13 and 14, with brass
cap, marked

723N |R12W

from which
A cedar, B ins. diam., bears N.73°30'E., 424 1lks. dist.}
marked T23N R12W S12 BT,
A cedar, 14 ins.diam., bears 5.14°30'E., 250 1lks. dist.}|
marked T23N R12w S13 BT,
A cedar, 12 ins. diam., "bears S. 74°40'W., 512 1lks. dist},
marked TZSN R12w 514 BT, and
A cedar, 14 ins. diam., bears N. 52°45'W., 11.05 chs. dist.
marked T23N R12w S11 BT.

Land, rolling.-
8011 gravelly and stony, 3rd and 4th rate.
Tlmber cedar.
Undergrowth scrub osk.
Grass, fair.
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N.R9°54'E., on a random line, bet. seecs. 12 and 13.

°et temp. ¢ sec. cor.

Intersect E. bd&y. of Tp. 11 1ks. N. of the cor. of secs.
7, 12, 13 and 18, which is an iron post, 3 ins. diam.,
with hrass cap, marked set, and W1tnessed as described
by the surveyor general

Thence S.89°59'W., on a true line, bet. secs. 12 and 13,
over rolling land, through tlmber and undergrowth.

Wash, 20 lks. wide, 6 ft. -deep, course NW.

Wash, 10 lks. wide 2 ft. deep, course N.

Leave timber, bearing N. and S.

Ridge bears N 20°E. and S.20°W.

Set an iron post, 3 f£t. long, 1 in. diam., 26 ins. in the
ground, for l<sec. cor., with brass cap, marked

. S 12

from which , : ‘ ‘
A cedar 6 ins. diam., bears S.63%3°05'E., 419 lks, dist.,
marked 4 S13 BT, and .
A cedar 7 ins. diam., bears N 53°45'E., 111 1ks. dist.,
marked % S12 BT.

Head of wash, course K.

Spur slopes K.

Wash, 10 lks. wide, 2 ft. deep, course N.30°E.

Spur slopes N.20°E.

The cor. of sees. 11, 12, 13 and 14.

land, rolling. Soil, gravelly and rocky; 3rd and 4th rafte.

Timber, cedar. Undergrowth ‘scrub oak. Grass, fair.
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N.0°01'W., bet. secs. 11 and 12,
over Flat SW. &lope, through seant t imber and undergrow1h.

Set an iron nost 3 £t . long, 1 in. diam., 26 ins. in the
ground, for sec. cor., with brass cap, marked

4

511|812

1916

from which

A cedar, 8 ins. diam., bears S.68°35'E., 607 lks, dist.

marked % S12 BT, and

A cedar, 7 ins. diam., bears S5.89°30'W., 486 1lks. dist.,

marked %~Sll BT.

Road from Carrow's ranch to Nelson bears NE. and SW.

Enter denser growth of timber, bearing NW. and SE.

Spur slopes W.

Wash, 10 lks. wide, 2 ft. deep, course W.

Set an iron post, 3 ft. long, 2 ins. diam., 24 ins. in the
ground, for cor. of secs. 1, 2, 11 and 12, with brass
cap, marked

T23R|R12W
S 2/51
811}s12

1916
from which
A cedar, 8 ins. diam., bears N.76°40'E., 139 1lks. dist.,
marked TZSH R12¥% S1 BT,
A cedar, 10 ins. dlam., bears S 49°15'F., 226 1lks. dist|
marked ”2 R R1l2w S12 BT,
A cedar, & ins. diam., bears S. 23°20'W., 153 lks, dist.,
marked T23H R12W S11 BT, and
A cedar, 10 ins. diam., bears K. 79°05'W., 50 lks. dist.,
marked T23N R12W S2 BT.

Land, rolling.
Soil rocky and. gravelly 3rd and 4th rate.‘
Timber, cedar.
Undergrowth, scrub oak.
Grass, fair,
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89 59'E , on a random line, bet. secs. 1 and 12,

3ot temp. + sec., cor. ‘

Intersect E. bdy. of Tp. 5 lks., N. of the cor. of secs. 1,
6, 7 and 12, which is an iron post, 3 ins. diam., with
brass cap, marked set, and witnesued as described by
the surveyor general.‘

Thence N.89°59'W., on a true line, bet. secs. 1 and 12,
over rolling Jland, through scattering timber and under-
growth.
(fash, 10 lks. wide, 1 ft. deep, course N,
Rldge bears N. and S.
Wash, 20 lks. wide, 2 ft. deep, course N.
Ridge bears KE. and SW.
Wash, 10 lks. wide, 3 ft. deep, course HNE.
Set an iron post, 3 ft. long, 1 in. diam., 26 ins. in the
ground, for 4 sec. cor., with brass eap, marked
s 1 o .

-y -

from which , . :

A cedar, 8 ins. diam., bears s;7ozorw., 346 lks. dist.,
marked + S12 BT, and |

A cedar 6 ins. diam., bears N. 61°40'W , 383 1lks. dist.,
marked + S1 BT.

1Road from Carrow's ranch to Nelson bears ﬁu; and SW.



8.36
&

40.00
77.98

42.15
46.00
77.98

9.00
33,50
38,20
40.00

.
Frevong o
TIOE

Enter heavier growth of timber.
Ridge bears 3.30°E. and K.30°W.
The cor. of sees. 1, 2, 11 and 12.

Land, rolling.

Soil, gravelly; 3rd rate.
Timber, cedar.
Undergrowth, scrub osak.
Grass, fair.
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N.0°01'W., on a random line, bet. secs. 1l and 2.

Set temp. % sec. cor.

Intersect N. bdy. of Tp. 28 lks. W. of the cor. of secs.
1, 2, 35 and 36, which is an iron post, 3 ins. diam.,
with brass cap, marked, set, and witnessed as described
by the surveyor general

Thence 5.0°11'W., on a true line, bet. secs. 1 and 2,
over rolling mountainous land, through timber and un&er
growth. Asc.

Dim rosg hears NE. and SW.

Leave timber, bearing E. and W.

Enter timber.

Ridge, 325 ft. above sec. cor., bears NE. and SW. Desec.

Set an iron post, 3 ft. long, 1 in. diam., 14 ins. in the
ground, surrounded by a mound of stone, ( impracticable
to set post farther in the ground), for % sec. cor.,
with brass cap, marked

X
'

52|51

1916

from which

A pinon 7 ins. diam., bears S.71°35'E., 45 lks. dist.,

marked % S1 BT, and

A plnon 14 ing. diam., bears N. 65°7., 167 lks. dist.,

marked £ S2 BT.
Head of wash, 85 ft. below ridge, course S.40°W. Asc. 60 Ft.
Ridge bears NE. and S¥. Desc. 130 ft., gradually.
The cor. of sees. 1, 2, 11 and 12.

Land, mountainous.

S0il, rocky; 4th rate.
Tlmber cedar and pifon.
Undergrowth scrub oak.
Gress, falr.
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From the cor. of secs. 34 and 35, on S, hdy. of Tp.,
desceribed in Book B,

N.0°01'%., bet. secs. 34 and 35,
over mountainous land, through scattering timber and
dense undersrowth. isc. 30 ft. along SE. slope of high
ridge.

Ridge bears NE. and SW. Desc. 185 ft,

Wash, 15 lks. wide, § ft. deep, course NE.

Spur slopes HE.

Set an iron post, 3 ft. long, 1 in. diam., 12 ins. in the
ground, surrounded by a mound of stone, (impracticable
to set post farther in the ground), for %~ sec. cor.,
with brass cap, marked

534|835 °
1916

I/

3007
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|Land, rolling and mountainous.

from which ~ :
A cedar, R ins. diam., bears N,16°45'E., 104 lks, dist.
marked 3 53§ BT, and
A cedar, 6 ins. diam., bears S.82°30'W., 164 1lks. dist.|
marked ¢ S34 BT.
Wash, 20 lks. wide, 4 ft.deep, course E. Asc. 170 ft.
Ridge Dbears RE. and SW.
Set an iron post, 3 ft. long, 2 ins. diam., 20 ins. in the

ground, surrounded by a mound of stone, ( impracticable
to set post farther in the ground), for cor. of secs.
26, 27, 34 and 35, with brass cap, marked

- T23N |R12¥W -

827|526

534 535

; , 1916
from which
A cedar, 18 ins., diam., bears N.4R°15'E., 131 lks. dist.
marked T23N R12W S26 BT, : ;
A cedar, ins. diam., bears 5.32°05'E., 145 lks. dist.,
narked T23N R12W S35 BT, : '
A cedar, § ins. dlam., bears S.67°35'W., 225 lks. dist.,
marked T23N R12W S34 BT, and
A cedar, 8 ins. diam., bears N.4R°25'%., 67 1lks. dist.,
marked T23N R12W S27 BT. :

Soil, rocky; 3rd and 4th rate.
Undergrowth, cedar, chamizo and scrub oak.
Timber, cedar and pifion.

Grass, fair.
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N.80°5R1E., on a random line,bet. secs. 26 and 35.
Set temp. sec. cor.
Intersect N, and S. line 7 lks. N. of the cor. of secs.

25, 26, 35 and 36.

Thence n.89°g9vw., on & true line, bet. secs., 26 and 35.
Asc. 110 ft., through tigber and undergrowth.
Ridge bears NE. and SW. Desc. 75 ft.
Wash, 20 1lks. wide, 3 ft.déep, course NE. Ase.
Set an iron post, 3 ft. long, 1 in. diam., in a mound of
- stone, (impracticable to set post in the ground), for
%+ sec. cor,, with brass cap,6marked '

5 2

il

from which ‘ ; : o

A cedar, 6 ins. diam., bears S.37°50'E., 51 1ks. dist.,
marked <+ S35 BT, and

A cedar, 12 ins. diam., bears N.52°40'W., 65 lks. dist.,
marked 3 S26 BT.

Ridge bears N.T70°E. and 3.70°W. Continue ascent 40 ft.
lhe cor. of sees. 26, 27, 34 and 3H.

Land, mountainous.

Soil, roecky; 4th rate.

Timber, cedar.

Undergrowth, chamizo and scrub oak.
Grass, fair. ‘

§.0°01'W., bet. secs, 26 and 27.

Desc. through dense timber and undergrowth.

fieave dense timber, bearing NE. and SW.; thence through
scattering timber.

:Desc. abruptly,over large granite boulders.
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Set an iron post, 3 ft. long, 1 in. diam., 26 ins. in the
ground, for ;3 sec. cor., with brass cap, marked
. = .

S27| 326
1916
from which

A vpifion, 5 ins. diam., bears N.26°E., 272 lks. dist.,
marked %-826 BT, and

A pifion, 14 ins. diam., bears S.82°25'W., 341 lks. dist}

marxed } S27 BT.

Wash, 625 “£t. velow sec. cor., 8/ 1lks. wide, 1 ft. deep,
course N.70°W. Ase. ,

Low spur slopes W. Desc 85 ft.

Set an iron post, 3 ft. lon5, 2 ins. diam., 24 ins. in the

ground, for cor. of saecs. , 2%, 26 and 27, with brass
cap, marked
» | T23F|R12F

1916

from which

A cedar, 12 ins. diam., bears N.51°4%K'E., 101 lks. dist}

marked T23N R12W S23% BT,

A cedar, ins. diam., b ears S.71°E., 1498 1lks. dist.,
marked T23N R12W 526 BT,

A cedar, b0 ins.diam. bears 5.45°40'W., 132 1lks. dist.,
marked ”23? R12w 827 RT and

A cedar

marked T23N Rl12W 3522 BL.

Land, mountainous.
30il, rocky; 4th rate.

- Timber, cedar.
Undergrowth, palo verde and scrub oak.,
Grass, fair.
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S.89°59'E., on a random line, bet. sees. 23 and 25.

Set temp. = sec. cor., ~

Tntersect K. and S. line at the cor. of secs. 23, 24, 25
and 26.

Thence N.R80°59'%., on a true line, bet. seecs. 23 and 26.
Desc. 90 ft., along HN. slope, thrcugh dense timber znd
undergrowth.

Wash, 15 lks. wide, 3 ft. deep, course HN. Asc,

Progpect hole, 30 1ks. 8. of line.

Ridge, 75 ft. "above wash, bears N. and S desc. 20 ft.

Head of wash, course N.; asc. 50 ft. :

Ridge bears H. and S. Desc. 50 ft.

Wash, 20 lks. wide, 5 ft. deep, course R.

Thence desc. steep, rocky, NE. slope.
Set an iron post, 3 ft. long, 1 in. diam., 20 ins. in the

ground, surrounded by a mound of stone, ( impracticable
to set post farther in the ground), for % gsec. cor.,
with brass cap, marked
S 23
e
8 26
1916

from which
A& cedar, 5 ins. diam., bears N. 31°40'E., 115 lks. dist.
marked % 523 BT, and
A mountaln ash, 5 ins. diam., bears S.T4°E., 332 1lks.
diat., marked 1-326 BT. : n

Tunnel of mining prospect bears N.23°E. - 136 lks. .disf

ins. diam., bears N.37°20'W., 133 lks. dist.]|

]

-
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Ridge, 230 ft. above wash, bears N. and S. Desc. 250 ft.,
over steep N. to IW. blope.

Wash, 12 lks. wide, 3 ft. deep, course N.30°W.
Ridge bears N. and S. Desc. 25 ft.

The cor. of sees. 22, 23, 26 and 27.

Asc,

Land, mountainous.

Soil, rocky; 4th rate.

Timber, cedar. .

Undergrowth, chamizo and scrub oak.
Grass, fair.

N.0°01'W., bet. secs. 22 and 23.

Desc. KW. slope, through cedar timber end dense osk
undergrowth.

Enter wash, 30 lks., wide,
Leave same,coursc N.45°B.
Spur slopes HE. Desc. -
Set an iron post, 3 ft. long, 1 in. diam., 26 ins.
grouhd, for % sec. cor., with brass cap, marked

4 £t. deep, course N. from SV.

in the

8225323

1916
from which
A cedar 12 ins. dlam., bears N.13°45'E., 118 1lks. dist|
marked 4 523 BT, and
A cedar, 12 1ns. diam., bears N.21°W.
marked ¢ S22 BT.
#ire fence bears N.70°%. and S.70°E.
Wesh, 190 ft. below spur, 15 lks. wide,
RE.
Enter wash, 30 lks,. wide, 3 ft. deep, course N.from SV.
Point for cor. falls in wash, Therefore at

, 67 1ks. dist.,

2 ft. deep, course

On left side of wash,

Set an iron post, 3 ft long, 2 ins. diam., 24 ins. in thq.
ground, for W1tness cor. to cor. of sees. 14, 15, 23 and
22, with brass canp, marked

T23N|R12W

from which

An oak, 5 ins. diam., bears H. 73 301E.,
marked T23N R12W S14 BT,

A cedar, 10 ins. dianm., "bears s. 60°50'E., 246 1lks.
merked T23N R12W S23 BT,

A cedar, 12 ins. diam., bears $.30°50'W., 211 lks. dist,
marked 23N R12W S22 BT, and
A ceder, 5 ins. diam., bears N.81°20'W., 136 1lks. dist.,
marked TE}N Rl2% SlS_BT.

119 1ks. dist.,
dist.

Land, rolling

3011 gravelly and rocky. 3rd and 4th rate.
Timber, cedar. ,
Undergrowth, scrub oak.
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From the true point for cor. of sees. 14, 15, 22 and 23,

S. R9°59'E., on & random line, bet. secs. 14 and 23,

Bet temp. 4 sec. cor.

Intersect N. and 8, line 2 1lks. u, of the cor. of secs.
13, 14, 23 and 24.

Thence on a& true line,

West, bet. secs. 14 and 23,
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over rolling land, throuzh timber and undergrowth.
Desc. 125 ft. Lo

Left bank of same.
%ire fence bvears N.60°W. and S£.60°F.
Road bears NW. and SE. .
Set an iron post, 3 ft. long, 1 in. diam., 26 ins. in the
ground, for % sec. cor., Wigh brass cap, marked
S 14 ‘

- o

S 2

191 v .
from which _
A cedar, 36 ins. diam., bears S5.32°35'E., 218 lks. dist}
marked 2 S23 BT, and
A cedar, 18 ins. diam., bears K.18°50'E., 210 lks. dist}
marked 4 S14 BT.
wash, 75 lks. wide, 10 ft. deep, course N.
Wood road bears K. and S.
Wash, 15 lks. wide, 2 ft. deep, course N.20°H,
Enter wash, course N.30°E. .
The true point for cor. of sees. 14, 15, 22 and 23,which
1s 701ks. 9.0°1TE.of W.C. ‘
Land, rolling.
Soil, gravelly; 3rd and 4th rate.
Timber, cedar. :
Undergrowth, dense scrub. oak.
Grass, fair.
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N.0°01'W., bet. sees. 14 and 15,
from true point for cor. of secs. 14, 15, 22 and 2%;
over rolling N. Blope, through dense timber and under-
‘growth. Across wash.

Leave wash, course N.30°R. ,

Witness cor. to cor. of sees. 14, 15, 22 and 2%, herein-
before described. , ‘

Leave dense timber and enter scattering timber.

Wash, 12 lks. wide, 2 ft. deep, course N.30°E,

Wash, 25 lks. wide, 3 ft. deep, course N.30°E.

Set an iron post, 3 ft. long, 1 in. diam., 26 ins. in the
ground, for % sec. cor., gith brass cap, marked

4

S15|s14

1916
from which
A cedar, 28 ins. diam., bears S.34°40'E., 40 lks. dist.,
marked 4 S14 BT, and _
A cedar, 30 ins. diam., bears N.2°35'%., 524 1lks. dist.,
marked 2 §15 BT. S
Rogd bears KW. and SE.

eft bank of Wright Creek, 6 ft. high, course N.25°W.; con
taining stream, 10 lks. wide, 2 ins. deep.

ain channel.of wreek, wash, 2% chs. wide.

ire fence bears N.20°W. and S.20°E.

Leave wash, N. bank of creek; and asc. SW. slope over
granite boulders. ’ ’

bet an iron post, 3 f£t., long, 2 ins.diam., 24 ins. in the

ground, for cor. of secs. 10, 11, 14 and 15, with brass

cap, marked : o
: : w23W|R12%W
- 810]811
' 515/ 814

Fire fence bears N.30°W. and 5.30°E.

1916
from whiech

Right bank of Wright Creak, cburse ¥.30°%., banlk 4 ft. high.

]

A cedar, R ins. diam., bears N.13°20'E., 149 lks. dist.,
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marked T23N R1l2W S11 BT,

A cedar, 14 ins. diam., bears $5.52°15'E., 148 1lks, dist,
marked T23N R12W S14 BT,

A cedar, 12 ins., diam., bears S. 12°15'W., 103 lks, dist|
marked T23N Rl12% 515 BT, and

A cedar, ? ins. diam., bears N.75°05'W., 196 1lks. dist.,
marked T23N R12w S10 BT.

Land, rolling.

Soil, gravelly; 3rd rate.

Timber, cedar.

Undergrowth, scrub oak.

Grass, fair.

Houge of J.¥,Carrow brs,S: 3)°10'W.,1O 71 ehs.dist.

Bast, on a random line, bet. se¢s. 11 and 14.

Set temp. < sec. cor. . ‘

Intersect N. and 8. line 5 lks. 8. of the cor. of secs.
11, 12, 13 and 14. ,

Thence S.89°581W., on & true line, bet. secs. 11 and 14,
over rolling land through oak undergrowth.

Wash, 5 lks. wide, ing. deep, course N.20°W.

Wash, 12 lks. wide, 3 ft. deep, course N. 20°E.

Enter timber, Dearlng K. and S.

Leave same.

Top of rise bears N.20°E. and S5.20°W.

Set an iron post, 3 ft. long,l in. diam., 26 ins. in the
ground, for % sec. cor., with brass eap, marked

S 11

EE L A X X7

81

191

from which :
A cadar R ins. diam., bears S.87°25'W., 222 lks. dist.
marked % S14 BT, and '
A cedar 6 ins. diam., bears N.R0°30'W., 361 lks. dist.)
marked 4+ S11 BT.

Cor. is on top of rise bearing N.30°FW. and S 30°E.

Wash, 20 lks. wide, 3 ft. deep, course KW.

Ridge bears N. and S.

Wwash, 10 lks. wide, 2 ft. deep, course EW.

Ridge bears NW. and SE.

Wire fence bears Ni and S.

The cor. of sees, 10, 11, 14 and 15.

-
.

Land, rolling.
S50il, gravelly and rocky; 3rd and 4th rate.
mimber, scattering cedar.
. Undergrowth, scrub oak.
Grass, fair.
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N.0°01'W., over broken SW. slope, through seattering cedar
timber and oak undergrowth, .
bet. secs. 10 and 11l.

Wire fence bears N.30°W. and S,3D°E.

8pur slopes NW.

Wash, 10 lks. wide, 2 ft. deep, course NW.

Ridge bears NW. and SE.

Wash, 75 lks. wide, 3 ft. deep, course NW.

Road to Carrow's ranch bears N.70°W. and S.70°E. Rosd

goes to Nelson.

Set an iron post, 3 ft. long, 1 in. diam., 14 ins. in the
round, surrounded by a mound of stone, for % sec. cor.,
imnractlcable to set post farther in the ground), with

brass cap, marked
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1916
from which -
A cedar, 14 ins. dlam., bears S 52°10',., 91 lks. dist.|
marked ¢~Sll BT, and
A cedar 18 ins, diam., bears K.39°15'W,, 100 lks. dist}
marked 4+ S10 BT.

Ridge bears N.50°W. and S.50°E.

Wash, 20 lks. wide, 2 ft. deep, course SW.

Set an iron post, 3 ft.long, 2 ins. diam., 12 ins.in the
ground, surrounded by a mound of stone, (impracticable
to set post farther in the ground}, for cor. of secs.
2, 3, 10 and 11, with brass cap, marked

T23N | R12W . ,

‘from which ;
A cedar, 10 ins. diam., bears N.66°40'®., 133 1lks. dist}
marked T23N R12W S2 BT, -

A cedar, 10 ins. diem., bears S5.59°50'E., 137 lks. dist
marked T23N R12W S11 BT,

A cedar, 10 ins. diam., bears S.80°W., 148 lks. dist.,
marked T23N R12W S10 BT and

A cedar, 12 ins. diam.,‘bears N.G9°1l5'W., 115 lks. dist.,
marked T23%N R12W 53 BT. '

Tend, rolling.
Soil, rocky and gravelly; 4th rate.
Timber, cedar.
Undergrowth, chamizo and scrub osak,
Grass, fair.
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Set temp. % sec. cor.
Intersect N. and S, line at the cor. of secs. 1, 2, 11
and 12. ‘ ‘

Thence S.89°58 'W., on & true line, bet. secs. 2 and 11,
over broken 3. to SW. slope tbrough cedar timber and
oak undergrowth. ‘

Wash, 20 1ks. wide, 4 ft. deep, course N.30°VW,.

01d road bears N. 30°ﬁ. and S.30°E.

Set an iron post, 3 ft. long, 1 in. diam., 26 ins. in the
ground, for 4 sec. cor., with brass cap, marked

S 2 ’

from which ‘ ‘
A cedar 8 ins. diam., bears S5.9°50'E., 107 lks. dist.,
marked % S11 8T, and
A cedar 10 ins. dism., bears N.10°20'E., 79 1lks. dist.,
marked 4 S2 BT.

Spur slopeb N. : ‘

Wash, 10 lks. wide, 2 ft. deep, course N.

‘Spur 8lopes N. , '

Wash, 20 lks. wide, 2 ft. deep, course K.

The cor. of sees. 2, 3, 10 and 11.

Tand, rolling.

Soil gravelly and rocky; 3rd and 4th rate.
Timber, cedar and pifion.

Undergrowth, scrub oak.

Grass, fair. )
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N.0°01'W., on a random line, bet. secs. 2 and 3.
40.00 [Set temp. 4 sec. cor.

77-.79 'Intersect N. bdy. of Tp. 30 lks. W. of the cor. of secs. -
2, 3, 34 and 35, which is an iron post, 3 ins. diam.,
with brass cap, marked, set and witnessed as deseribed
by the surveyor general. o

Thence S5.,0°12'W., on a true 1ine; bet. secs. 2 and 3,
over rolling mountainous land, through cedar timber and
oak undergrowth.

7.20 |Ridge, in saddle, bears K¥. and SE. Desc. 150 ft.
27.85 |Same ridge, bearing Ni. and SW¥. Desc.
37.79 (Set an iron post, 3 ft. long, 1 in. diam., 18 ins. in the

ground, surrounded by a mound of stone, (impracticable
to set post farther in the ground), for 4 sec. cor.,
with brass cap, marked

s3|s2

1916 v
from which : ,
A cedar, 6 ins. diam., bears N.81°45'E., 50 lks. dist.,
marked %:SZ BT, and ' . '
‘A cedar, 8 ins. diam., bears S.64°25'W., 64 1lks. dist.,
marked 4 S3 BT. * : . | ‘
51.10 |Same ridge, 260 ft. below 27.85 ch. pt., bears S.30°W. and
N.30°E. Desc. 1R0 ft.
"77.79 |The cor. of secs. 2, 3, 10 and 11

Land, rolling and rolling mountainous.
Soil, rocky; 4th rate.

Timber, cedar.

Undergrowth, scrub oak.

Grass, fsair. '
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From . the.gor. of secs. 33 and 34, on S. bdy. of Tp.,
described in Book E,

-W.0°02'W., bet. secs. 33 and 34.
Desc. gradually, over rolling land, through cedar timber

. and dense oak undergrowth. o '

40.00 Pet an iron post, 3 ft. long, 1 in, diam., 26 ins. in the

~ground, for % sec. cor., with brass cap, marked

S33LS34

‘ 1916

from which
A cedar, R ins. diam., bears S.37°45'E., 53 lks. dist.,
marked 4 S34 BT, and
A cedar, 10 ins. diam., bears S.50°30'W., 164 1lks. dist.|)
marked 4 S33 BT. o
41.00 VWash, 470 ft. below sec. cor., 10 lks. wide, course W.
Asc. 30 ft. : \
44.00 $Ppur slopes W. Desc. 45 ft.
47.8% Wash, 10 lks. wide, 2 ff. deep, course N.85°W. Ase. 105 ft. -

7.20 Bpur slopes HN.85°%. Desc. 280 ft. , -

0.00 Pet an irom post, 3 ft. long, 2 ins. diam., 24 ins. in the
ground, for cor. of secs. 27, 28, 33 and 34, with brass
cap, marked ' ' ’

T23N|R12W
328|527

from which
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A cedar, 8 ins. diam., Dbears N.63°E., 259 1lks. dist.,
marked T23N R12W S27 BT,

4 cedar, O ins. diam., bears S.62°50'R., 194 lks. distj,
marked T23N R12W S34 BT, .

A cedar, 9 ins. diam., Dbears S.82°10'W., 93 lks. dist.
marked T23N R12W S3%3 BT, and :

A cedar, 9 ins. diam., Ybears N.59°20'W., 372 lks. dist{,
marked T23N R12W S28 BT.

Iand, rolling hills.
Soil, rocky; 4th rate.
Timber, scattering cedar.
Undergrowth, dense oak brush.

W N R NS et A N S S N S e D SR VR W ey S NN A N My D M D AU TR WP M M s VM Gy WD A WD A A U U A e W W G e W W e

N.89°581E., on & random line, bet. secs. 27 and 34.
40.0Q0 |Set temp. % sec. cor.
79.96 |Intersect N. and S. line 2" lks. S. of thé cor. of secs.

26, 27, 34, and 35.

Thence S,RQ°K7'W,, on & true line, bet. secs. 27 and 34.
Asc. 100 ft., on general E. slope, through dense timber
and undergrowth.

N

7.35 |Divide bears K. and S. Desc. .

1.90 |Leave dense timber, bearing N. and S. Thence through
gcattering timber.

38.95 |Wash, 485 ft. below divide, 10 1lks. wide, 2 ft. deep,
course NW. v

39.98 |Set an iron post, 3 ft. long, 1 in. diem., 20 ins. in the

ground, surrounded by a mound of stone, (impracticable
to set post farther in the ground), for % sec. cor.,
with brass cap, marked '

from which

A cedar, 5 ins. diam., bears N.11°25'W., 778 lks. dist,
marked #+ S27 BT, and ,

A& pifion, 8 ins. dism., bears S.58°0%'E., 611 lks. dist.
marked % S34 BT.

60.20 |Spur slopes N. Desc. 150 ft.

72.60 |Wash, 10 1lks. wide, 2 ft. deep, course N.40°¥W.

79.96 [The cor. of sees. 27, 28, 33 and 34.

Land, mountainous.

Soil, rocky; 4th rate.

Timber, cedar and scattering pihon.
Undergrowth, scrub oak.

Grass, fair.

N.0°02'W., bet. secs. 27 and 28,
over rolling land, through scattering timber and dense
undergrowth.

8,32 |wash, 10 lks. wide, 3 ft. deep, course N.40°E.
28.47 |Wash, 20 lks. wide, 1 ft. deep, course W.
40.00 |Set an iron post, 3 ft. long, 1 in. diam., 12 ins. in the

ground, surrounded by a mound of stone, ( impracticable
to set post farther in the ground), for % sec. cor.,
with brass cap, marked

r
S28|s27
. 1916
from which

A cedar, ? ins. diam., bears S.59°10'E., 105 lks. dist.
marked + S27 BT, and 4
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A cedar, 6 ins. diam., bears N. 51°55'§., 20 lks. dist.,
marked % S28 BT,

41.30. |¥ash, 10 lks. wide, course W. . ‘

80.00 |Set an iron post, 3 ft. long, 2 ins. diam., 24 ins. in the
ground, for cor. of sees. 21, 22, 27 and 28, with brass
cap, marked

TZBN R12W
521|522
S28 | 827
1916
from which
A cedar, 6 ins. diam., bears N.66°15'E., 36 lks. dist.,
marked T23N R12W S22 BT,
A cedar, ins. diam., bears S. 10°15'E., 115 lks. dist.
marked T23N R12W S27 BT,
A cedar, 8 ins. diam., bears S. 83°30 ., 148 1lks. dist.|
marked TZ K R12W S28 BT, and
A cedar, ins. diam., bears §.21°35'wW., 113 1lks, dist.,
marked T23N R12wW s21 BT.
Land, rolling.
. S0il, rocky; 4th rate.
Timber, scattering cedar.
Undergrowth, serub osk.
N.89°57'E., on a random line, bet. seecs. 22 and 27.
40.00 |Set temp. % sec. cor.
79.82 |Intersect N. and S. line 5 lks. §. of the cor. of secs.
o 22, 2%, 26 and 27.
Thence S.89°55'W., on a true line, bet. secs. 22 and 27,
through dense undergrowth and scattering cedar timber.
Desc. 60 ft. '

4.60 [Wash, 15 lks., wide, 3 ft. deep, course NE. Asc. 70 ft.

19.00 [Spur slopes KE.

20.90 Wash, 10 1ks. wide, 3 ft, deep, course NE. Enter very
scattering timber, bearing N. and S. Asc.l1l70 ft.

-31.10 |Divide bears S. and “W. Desc. along top:

39.94 |Set an iron post, 3 ft. long, 1 in. diam.,6 ins. in the
ground, surrounded by a mound of stone, (impracticable
to set post farther in the ground), for % sec. cor.,
with brass cap, marked -

S 22

% emm—— -

B 2

191
from which
A cedar, 6 ins. diam.,, bears N. 52°15'E., 167 1ks, dist.,
marked ﬂ»SZP BT, and
A cedar. § ins. diam., bears S5.64°RE., 16 lks. dist.,
marked %~827 BT.

40.00 |Leave divide, which bears E. and N. Desc. W. slope.

6.25 |Enter dense timber; bearing N. and S. " ‘
0.80 [Wash, 340 ft. below 31.10 ch. pt., 8 1lks. wide, 1 ft. deeg
course NW.

68.60 [Ridge bears NW. and SE. :

79.88 [The cor. of sees. 21, 22, 27 and 28.

Land, mountainous.

Soil, rocky; Ath rate.

Timber, cedar.

Undergrowth, chamizo and scrub oak.
Grass, fair.
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- 6.00
19.13

40.00

44.25
515
2.50

70.57

7555

80.00

40.00

79.88

- .13
1.60

11.20
14.53
37.90
39.94

31.50

N.0°02'W., bet. secs. 21 and 22,
over broken land, through timber and undergrowth.
Ridge bears L. and W.-
Wash, 50 lks. wide, 3 ft. deep, course NW.
Ridge bears KNiW. and SE.
Set aniron post, 3 ft. long, 1 in. diam., 26 ins. in the
ground, for 2 sec. cor., Yith brass cap, marked

4

521|822

- - 1916
from which ' '
A cedar, 6 ins. diam., bears S.31°25'E., 72 lks. dist.,
marked % S22 BT, and '
A cedar, A ins. diam., bears N.42°W., 222 lks. dist.,
marked % S21 BT.
Road from Carrow's ranch to Hackberry bears Z. and W.
Wash, 2% lks. wide, 3 ft. deep, course V.
Ridge bears S5.50°W. snd N.50°E.
Wash, 6 lks. wide, 1 ft. deep, course W.

dist. - -

Set an iron post, 3 ft. long, 2 ins. dism., 16 ins. in
the ground, surrounded by & mound of stone, (impractic-
able to set post farther in the ground) for cor. of sec
15, 16, 21 and 22, with brass cap, marked

T23N|R12W
S16/81

from which

A cedar, 6 ins. diam., bears N.51°55'E., 250 lks. dist.
marked T23N R12W S1% BT, :

A cedar, 7 ins. dism., bears S.5%3°25'8., 157 lks. dist.
marked T23N R12W S22 BT,

A cedar, 6 ins. dism., bears S.78°35'W., 158 1lks. dist.
marked T23N R12W S21 BT, and

A cedar, 8 ins. diam., bears N.40°10'W., 268 lks. dist.
marked T23N R12¥ S16 BT.

Tand, broken and rolling mountainousil
Soil, rocky: Ath rate.
Timber, cedar.
Undergrowth, chamizo and scrub oak.
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K.89°551E,, on a random line, bet. secs. 15 and 22.

Set temp. < sec. cor. :

Intersect N. and S. line § lks. N. of the true point for

Wéor. of sees. 14, 1%, 22 and 23,which is 70 1ks. S.0°1'E.of

Thence S.8Q°57'W., on a true line, bet. secs. 15 and 22,
over rolling land, through timber and undergrowth;
across wash.

.Leave wash, course N.30°E.

Leave timber and undergrowth, bearing N. snd S.

Wash, 20 lks. wide, 3 ft. deep, course N. Asc.

Wire fence bears I. and S.

Road bears NE. and SW.

Enter timber bearing N. and S.

Ridge, 225 ft. above wash, bears N.30°W. and S. Desc.

Set an iron post, 3 ft. long, 1 in. diam., 26 ins. in the
ground, for < sec. cor., with brass cap, marked

S 15

from which

Divide bears N.30°W. and SE. TIow saddle bears SE., 5 ¢hs

S .

»

—




20 Subdivision of T. 2% K. . 12 W. :
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4 cedar, 10 ins. diam., bears S.12915'E., 154 lks. dist},
marked <+ S22 BT, and
A cedar, 14 ins. diam., bears N.24°301V., 255 lks., dist,, -
marked % S15 BT. _
46.45 |Wash, 120 f£t. below ridge, 10 lks.wide, 2 ft. deep, course
, N.70°%. Asc. gradually, 30 ft.

62.65 |Ridge nears N.20°W. and S.20°E. Desc. 120 ft.
71.30 |%Wire fence bears N. and S.

72.90 |Wash, 20 lks. wide, 3 ft. deep, course N.15°E. Asc., 90 f1
79.88 |The cor. of secs. 15, 16, 21 and 22.

T
-

Land, rolling and mountainous.

S0il, rocky and gravelly; 3rd end 4th rate.
Timber, cedar.

Undergrowth, chamizo and scrub oak.

Grass, fair.
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N.0°02'W., bet. secs. 15 and 16,

ascending gradually on SE. slope, through cedar timber
and oak undergrowth.

7.90 |Summit. Desc. gradually, on N. slope, along top of spur.
40.00 |Set an iron post, 3 ft. long, 1 in. diam., 26 ins.in the
ground, for 4 sec. cor., zith brass cap, marked

<
S16(sls

1016

from which
A cedar, 6 ins. diam., bears S.66°55'%., 135 1lks. dist.| =
marked < S51% BT, and
A cedar, 12 ins, diam., bears N.32°107W., 15Qnlks. dist},
marked £ S16 BT, t . ‘
54.40 |Wash, 2R0 ft. below summit, 35 lks. wide, 4 ft. deeR,course
West.
9.42 |Same wash, course NE.
2.90 |[Bpur slopes E. , .
,;5.95 Same wash, 40 lks. wide, 6 ft. deep, course NV.

0.00 |Set an iron post, 3 ft. long, 2 ins., diam., 24 ins. in the
ground, for cor. of secs. 9, 10, 15 and 16, with brass
cap, marked

723N |R12W

1916
from which
A cedar, 14 ins. diam., bears N,13°15'E., 92 lks. dist.
marked T23N R12W S10 BT, :
A cedar, 3 ins. diam., bears S.22°30'E., 190 1lks. dist.,
marked T23N R12W S15 BT,
A cedar, 12 ins. diam., bears $.68°50'W., 399 lks. dist/,
marked T23N R12W S16 BT, and =~
A cedar, 14 ins. diam., bears N.51°10'W., 158 lks. dist,
marked T23N R12W S9 BT. .

Land, rolling and broken.
30il, rocky; 4th rate.
Timber, cedar.
Undergrowth, scrub oak and chamizo.
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N.RQ°57'E., on a random line, bet. sees. 10 and 15.
40.00 [Set temp. + sec. cor.

79.90 [Intersect N. and S. line 2 1ks. S. of the cor. of secs.
10, 11, 14 and 15.
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Thence 8.89°55'W., on a true line, bet. secs. 10-'and 15,
over rolling land ‘through tlmber and undergrowth.

Road from Carrow's ranch to Paokberry bears N. and SW.

Right bank of Wright Creek, © ft. high; Creek bed con-
tains stream of water 5 lks., wide, 2 ins. deep, course
NW.

Left bank of same. Asc. 155 ft.

Ridge bears N. and S. Desc.

Set an iron post, 3 ft. long, 1 in. diam., 18 ins. in the
ground, surrounded by a mound of stone, (impracticable
to set post farther in the ground), for < sec. cor.,
with brass cap, marked

from which
A cedar 14 ins. diam., bears N.66°E., 128 1lks. dist.,
marked 4 S10 BT, and
A cedar 8 ins., diam., bears S.14° 40'W., 137 lks. dist.
marked 4 S15 BY.
Wire fence bears NW. and SE.
Wash, 170 ft. below ridge, 10 lks. n1de 2 ft. deep, cour
NW. Asc. 80 ft.
Ridge bedrs N.30°W, and S.30°E. Desc. 100 ft.
The cor. of sees. 9, 10, 15 and 16.

Iand, rolling and rolling mountainous.
Soil, gravelly and rocky; 4th rate.
Timber, cedar.

Undergrowth, oak.

Grass, fair.
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N.0°02'W., bet. secs, 9 and 10.
Asc. T0 ft., on gradual KW. slope, through cedar timber
and oak undergrowth.

Ridge bears N.60°W. and S.60°E.

Wash, 20 lks. wide, 2 ft. deep, course N.60°W.

On ridge, bearing m. and W.,

Set an iron post, 3 ft. long, 1 in. diam., 26 ins. in th
ground, for % sec. cor., with brass cap, marked

S 91810

1916

from which
A cedar, 10 ins. diam.,bears S. 47°10'“ , 123 1ks, dist.
marked 4 S10 sT, and
A cedar, 18 ins. diam., bears N. 16°50'W., G2 lks. dist.
marked % S9 BT.

Left bank o* Wright Creek, 10 ft. hlgh, course of creek,

, S.70°W.; no water.

Right bank of same. . 4sc. 155 ft.

Ridge, bears E. and W. .

Set an iron post, ¥ ft. long, 2 ins. diam., 24 ins. in th
gro;ng, for cor. of seos. %, 4, 9 and 10, with brass ca
marke: ,

T23N|R12W

- from which
4 cedar, 10 ing. diam., bears N.23°20'R., 481 lks. dist
marked T23N R12W 53 BT,
A cedar, 10 ins. diam., bears S.32°357'5., 112 lks. dist
marked T23N R12W S10 BT

e

s

A cedar, B ins. diam., bears S.47°20'W., 650 lks.dist.,| -

$23%

3092
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40.00
79.90
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40.00
77.91

28.23
37.91

|Thence South, on a true line, bet. secs. 3 and 4,

marked T23N R12W SO BT, and o
A cedar, ins. diam., bears N.S5R8°4%5'W., 302 lks. dist.
marked T23N R12W S4 BT.

Land, rolling and rolling mountainous.
So0il, gravelly and rocky; 3rd and 4th rate.
Timber, cedar. :
Undergrowth, catclaw and scrub oak.
Grass, fair.
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N.RQ°551%., on a random line, bet. secs. 3 and 10.

Set temp. Z sec. cor.

Intersect N. and S. line at the cor. of sees. 2, 3, 10
and 11. :

Sre

Thence S.89°56'W., on a true line, bet. sees. 3 and 10,
over rolling land, through timber and undergrowth.

Jash, 20 lks. wide, 2 ft. deep, course N.

Spur slopes N. ‘

Leave timber, bearing N, and S.; thence among occasional
cedar trees. :

Wash, 15 lks. wide, 2 ft. deep, course N.30°W.

Set an iron post, 3 ft. 1long, 1 in. diam., 26 ins.in the
ground,for 4 sec. cor.,with brass cap, marked

S
. 53
4
S 10
1916

from which
A cedar, 6 ins. diam., bears S.65°35'W., 271 lks. dist.)|
marked 4 S10 »T, and.
A cedar, 12 ins. diam., bears N.13°55'%., 199 lks. dist,
marked %-S} BT. :

Ridge bears NW. and SE.

Road6from Carrow's ranch to Hackberry bears N.60°F. and
S.60°E8.

Head of wash, course NW.

Road bears HW. and .SE. (o0ld).

The cor. of sees. 3, 4, § and 10.

Land, rolling.

S0il, rocky; 4th rate.
Timber, cedar.
Undergrowth, scrub oak.
Grasgss, fair.
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N.0°02'W., on a random line, bet. secs. 3 and 4.

Set temp. % sec, cor.

Intersect N. bdy. of Tp. 5 lks. W. of the cor. of secs.
3, 4, 33 and 34, which is an iron post, 3 ins. diam.,
with brass cap, marked, set, and witnessed as described
by the surveyor general.

over rolling mountainous land, through timber and unier-
growth. Desc. 20 ft.

Wash, 20 lks. wide, 2 ft. deep, course NW. Asc. 115 f¢t.

Ridge bears NW. and SE.

Road from Carrow's ranch to Hackberry bears NW. and SE.
Desc. 45 ft.

Wash, 40 lks. wide, 3 ft. deep, course NW. Asc.

Set an iron post, 3 ft. long, 1.in. diam., R ins. in the
ground, surrounded by a mound of stone, (impracticable
to set post farther in the ground) for % sec. cor.,
with brass cap, marked - ‘
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i
8483
1916

- from which
4 cedar, 8 ins. diam., bears N.16°45'E., 770 lks. dist.}

marked 4 S3 8T, and ‘

4 cedar, R ins. diam., bears S.14°45'W., 630 lks. dist.|

marked % S4 BT. v

52.50 | Ridge, 150 ft. above wash, bears N.70°%. and S.T0°E.

Desc. A0 ft. .

65.44 | Wash, 12 1lks. wide, 2 ft. deep, course NW. Asc. 50 ft.

72.31 | 014 road bears SE. and NW.

77.91 | The cor. of secs. 3, 4, 9 and 10.

Iand, rolling and rolling mountainous.
S50il, gravelly and rocky; 3rd and 4th rate.
Timber, cedar. .
Undergrowth, scrub osk.

Grass, fair.
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Prom the cor. of secs. 32 and 33, on S. bdy. of Tp.,
descrubed in Book E,

N.0°03'W., bet. secs. 32 and 33,
over mountainous land, through scattering timber and

= undergrowth. Asc. 100 ft.

9.55 | Spur slopes N.70°W. Desc. 300 ft.

- 40.00 | Set an iron post, 3 ft. long, 1 in, diam., 22 ins. in the
ground, surrounded by a mound of stone, (impracticable
to set post farther in the ground), for 4 sec. cor.,
with brass cap, marked ) :

.%.
332,333
1916
from which
4 pine, 8 ins. diam., bears S.23%3°40'E., 37 lks. dist.,
marked 4+ $33%3 BT, and
A cedar, 16 ins. diam., bears S5.83°45'W., 31 lks., dist.}
marked £ S32 BT.
51.00 | Desec. 300 ft. '
Z5.57 Gulch, course K.60°W. Asc. 65 ft.
R0.00 | Set an iron post, 3 ft. long, 2 ins.diam., 24 ins. in the

ground, for cor. of secs. 2R, 29, 32 and 33, with brass
cap, marked '
T23N|R12W

829|528

532|533

‘ 1916

from which ’ '
A cedar, 6 ins.diam., bears N.87°E., 121 lks. dist.,
marked T23N R12%W S28 BT,
- A cedar, 10 ins. diam., bears S.77°45'E., 77 lks. dist.)}
- marked T23N R12W 533 BT,

A cedar, 6 ins. diam., bears S.66°25'W., 57 lks. dist.,
marked T23N R12W S3%2 BT, and
A cedar, 4 ins. diam., bears N.7G°20'W., 7% lks.dist.,
merked T23N R12W S2G bT.

Iand, mountainous.
So0il, rocky; 4th rate.
Timber, scattering cedar.
Undergrowth, oak brush.
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N.89°581E., on a random line, bet. secs. 28 and 33.

40.00 [sSet temp. % sec. cor.

80.18 |Intersect N. and S. line at the cor. of secs. 27, 28, 33
and 34.

Thence S.8G°58'¥., on & true line, bet. sees. 28 and 33,
over rolling, hilly land, through scattering timber and
undergrowth. N

9.67 |Spur slopes S.30°W. DesSc., ,

21.05 |Corral fence bears N.30°W.3% chs. and S.30°E.3%% chs.

22.30 |Gulch, course N.10°W. 110 ft. below spur.

Spring, known as Little Cottonwood Spring, with two woodeh
water troughs, bears S., 1 ch.dist. Asc.

23.68 |West fence of corral hereinbefore described, bears N.30°W\
and S.30°E.

32.40 |Spur, 155 ft.above guleh, slopes N. Desc. 120 ft.

40.09 |Set an iron post, 3 ft. long,l in. diam., 16 ins. in the

round, surrounded by a mound of $tons, for 4+ sec.cor.,
%impracticable to set post farther in the ground),
with brass cap, marked » :
. 528
‘2‘ ------
S 3
1916
from which
A cedar, 10 ins. diam., bears S$.63°35'W., 78 1lks. dist.
marked 4 S33 BT, and
A cedar, 6 ins. diam., bears N.37°50'W., 130 lks. dist.
marked 4+ S28 m7T.

22.44 Corral, 80 lks. in diam., bears S., 4 chs. dist.

2.45 |Spur slopes N.60°W. Desc. 240 ft. :

80.18 |The cor. of secs. 28, 29, 32 and 33.

Iand, roliing and hilly.
So0il, rocky; 4th rate.
Timber, scattering cedar.
Undergrowth, oak brush.

N.0°03'W., bet., sees. 28 and 29,
over hilly land, through scattering timber and undergrowth.
Ase. 70 ft. '

8.00 |Ridge bears NW. and SE. Desc. gradually. v
40.00 |Set an iron post, 3 ft. long, 1 in. diam., 26 ins. in the
ground, for % sec. cor., g}th brass cap, marked

4

3291528

1916
from which
A cedar, 6 ins. diam., bears S.72°40'E., 136 1lks. dist.
marked % S28 BT, and
A cedar, 7 ins. diam., bears N.17°25W., 132 lks. distJ,
marked 4 S29 BT. :

55.87 [fash, 100 ft. below ridge, 20 1lks. wide, 1 ft. deep, courde

| E.300°¥.

R0.00 |Set an iron post, 3 ft. long, 2 ins. diam., 20 ins. in the
ground, surrounded by a mound of stone, fimpracticable
to set post farther in the ground), for cor. of secs.
20, 21, 28 and 29, with brass cap, marked

T23N'R12W

520,821

S29i828

1916
from which ' -
A cedar, 12 ins. diam., bears N.61°551R,, 195 1lks. dist.|,
marked T23N R12% S21 BT »
A cedar, 8 ins. diam., Dears S.70°40'E., 53 1ks. dist.,
marked T23N R12W S28 KT,
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A cedar, 12 ins. diam., bears S.72°40'W., 123 1lks. dist
merked T23N R12W S29 BT, and

A cedar, ins. diam., bears N.39°05'W., 104 lks. dist.
marked T23N R12W 520 BT.

Land, rolling.
Soil, rocky; 4th rate.
Timber, cedar.
Undergrowth, oak.

N.89°581E., on & random line, bet. secs. 21 and 28.

Set temp. %+ sec. cor.

Intersect N. and S. line at the cor. of secs. 21, 22, 27
and 28. .

Thence S.R9°58'¥., on a true line, bet. secs. 21 and 28,
over rolling land, through timber and undergrowth.
Wash, 15 lks. wide, 2 ft. deep, course KNW.
Ridge bears N.30°W. and S.30°E. Desc. R0 f¢.
Wasgh, 20 lks. wide, 4 ft. deep, course N.30°V.
Set an iron post, 3 f£t. long, 1 in. diam., 26 ins. in the
ground, for % sec. cor., with brass cap, marked
S 21

—— -y - o

from which
A cedar, 12 ins. diam., bears $.41°50'W., 59 lks. dist.
marked %-828 oT, and .
A cedar, 10 ins. diam., bears N.22°10'W., 66 lks. dist.
marked < S21 KT. A

Ridge bears K.30°W. and S.30°E.

Wash, 25 lks. wide, 5 ft. deep, course X.

The cor. of sees., 20, 21, 2R and 29.

Land, rolling and rolling mountainous.
50il, gravelly and rocky; 4th rate.
Timber, cedar. _

Undergrowth, chamizo and scrub oak.
Grass, fair.
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N.0°03'W.,bet. sees. 20 and 21.

Desc, gradually, on NE. slope, through timber and undert

growth.

Set an iron post, 3 ft. long, 1 in., diam., 1R ins. in the
ground, surrounded by a mound of stone, ( impracticable
to set post farther in the ground) for % sec. cor.,
with brass cap, marked

Pl

5201521

1916
from which
A cedar, 16 ins. diam., bears S.68°35'E., 150 1ks. dist
marked % S21 BT, and
A cedar, 8 ins. diam., bears N.R4°20'W., 128 1lks. dist.
marked  S20 BT.

Road from Carrow's ranch to Hackberry bears E. and W.

Wash, 20 lks. wide, 3 f£t. deep, course W. Thence along
SW. and W. slope.

Ridge bears N.20°W. and S.20°E.

Set an iron post, 3 ft, long, 2 ins. diam., 8 ins. in the
ground, surrounded by a mound of stone, ( impracticable
to set, post farther in.the ground) . for cor. of secs.
16, 17, 20 and 21, with brass cap, maerked

&l

N,
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Subdivision of 7', 23 N,

T23N|R12W
5i7!816

-3201821

1916 .
from which
A cedar, 6 ins. diam., bears N.43°25'E., 85 lks. dist.,
marked T23N R12W S16 BT, :
A cedar, 12 ins. diam., bears S. 30°O5'm., 96 1ks. dist.
marked T23N R12W S21 &7
A cedar, R ins. diam., bears S. 62°45'W., 40 lks. dist.,
marked TZ N R12W 3820 BT and
A cedar, R ins. diam., bears . 46°35'7%., 62 1ks. dist.,
marked Tzsm R12W §17 BT.

Tand, rolling and rolling mountainous.

So0il, gravelly and rocky; 3rd and 4th rate.
m1mber, cedar.

Undergrowth, chamizo and oak.

Grass, fair. :

N.8G9°58'E., on a random line, bet. sSecs. 16 and 21. -

Set temp. % sec. cor. .

Tntersect N. and S. line at the cor. of secs. 15, 16, 21
and 22.

Thence S$.89°58'W., on a true line, bet. secs. 16 and 21,
over rolling mountainouﬁ land, through timber and under-
growth.

Ridge bears NW. and S.SO°M. :

Same ridge bears NE. and SW. Desc. 75 ft.

Head of wash, course N. Asc. 70 ft.

Spur slopes N.15°E. Desc.

Set an irom post, 3 ft. long, 1 in,., diam., 14 ins. in the
ground, surrounded by a mound of stone, (impracticmble
to set post farther in the ground) for % sec. cor.,
with brass cap, marked

from which
A cedar 10 ins, diam., bears S.27°55'W., 258 lks. dist|
marked 4+ S21 BT, and
A cedar ® ins. diam., bears N. 36°50'W., 330 1lks. dist.),
marked %+ S16 BT.
Head of Wash 120 ft. below spur, course NY. Asc.
Same ridge bears NW. and SE. Desc. 95 ft.
Wash, 25 lks. wide, 5 ft. deep, course NW. Asc. 20 ft.
Spur slopes KW. Desé. 10 ft.
Wash, 10 lks. wide, 2 ft. deep, course N. 30°W. Asc. 50 ff
The cor. of secs. 16 17, 20 and 21. '

Land, rolling mountainous.

Soil, gravelly and rocky; 4th rate.
Timber, cedar.

Undergrowth, chamizo and oak.
Grass, fair.
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N.0°03'W., bet. sees. 16 and 17,

over hilly country, through timber and undergrowth.

Desc. gradually, 85 ft.

Wash, 30 lks. wide, 2 ft. deep, course N. 30°W. Asc. 105 f

Ridge bears E. and W. Desc.

Set an iron post, 3 ft. long, 1 in. diem., 26 ins. in the
ground, for ﬁ'sec. cor., with brass cep, marked
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% .
817’816

1916

a from whiech
A cedar R ins.diam., bears N.75°15'E., 149 lks. dist.,
marked 4 S16 BT, and
A cedar 8 ins. diam., bears S. 56°55'W., 61 lks. dist.,
marked l-817 BT.
A7.00 | Wash,.44 Ft. below ridge, 10 lks, wide, 1 ft. deep, courge
N.%5°W. Asc. 15 ft. |

3 90 Snur slopes N.30°W. Desc.ll0 ft.

z Wash, 20 lks. wide, 1 ft.deep, course N.20°E.

0.0 Set an iron post, 3 ft. 1ong, 2 ins, diam., 24 ins. in the
ground, for cor. of secs. 8, 9, 16 and 17, with brass
cap, marked

T23N|R12W
S8{s9 .

from which ,
A cedar, 14 ins. diam., bears N.44°15'E., 49 lks. 'dist.|,
marked TZ N R12W S9 BT,
" A cedar, b ins. diam., bears S. 15°551E., 185 lks. dist.|
marked T23N R12W S16 BT,
A cedar, 20 ins. diam., bears S.71°05'%., 118 1lks. dist|,
merked T23N R12W S17 BT, and
. A cedar, 20 ins. diam., "bears N.31°30'W., 133 lks. distl,
marked TZSH R12W 58 BT.

- | Land, rolling hills.

: Soil, rocky; 4th rate.
Timber, scattering cedar.
Undergrowth, oak brush.
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N.RG°5R8'E,, on a random line, bet. secs. 9 and 16.

0.00 | Set” temp. + sec. cor..

0.04 | Intersect N. and S. line 6 1lks. S. of the cor. of secs.
9, 10, 15 and 16.

Thence §.89°55'W,, on a true line, bet. secs. 9 and 16,
over rolling 1and through timber and undergrowth.

Desc. 35 ft.
5.75 | Wash, 20 1ks. wide, 2 ft. deep, course N.30°W. Asc. 85
ft.

17.15 | Spur slopes KEW. Desc. 110 ft,

40.02 | Point for 4 sec. cor. falls in wash, 10 1lks., wide 1 ft.
deep, course N.50°W. Therefore at

40.54 | Set an iron post, 3 ft. long, 1 in. diam., 26 ins. in the
ground, for w1tness cor. to Z sec. cor., with brass capl,

marked
29
------ we
S 16
- 1916
from which

A cedar, 6 ins. diam., bears N.67° BO'E., 111 1ks. dist.|
markedW01~SQ BT, and
A cedar, 16 ins. diam. bears 5.5°30'E., 105 lks. dist.),
markedW01816 BT.
- 42.00 | Spur slopeu N. _
48. 2 Wash, 20 lks. wide, 1 ft. deep, course N.10°W. Asc. 35 ff.
g Spur slopes N. Desc. 30 ft.
g Wesh, 10 lks. wide, 1 ft. deep, course N.10°W. AsSc. 45 ft.
Spur slopes N. Desa. 50 ft.

Z Wash, 20 1lks. wide 2 ft. deep, course NW.
0. 04 | The cor. of secs. » 9, 16 and 17.
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Land, rolling. -

Soil, rocky; 4th rate.
Timber, cedar.
Undergrowth, oak brush.

-
N.0°03'%., bet., sees. 8 and 9, o
over rolling land, through scattering timber and under-
growth. .
1.40 |Wash, 20 lks. wide, 3 ft. deep, course NW. Asc. 25 ft,
10.00 |Ridge bears N.30°W. and S.30°E. Desc. 80 ft.
16.60 |Wright Creek,, course W. Asc. gradually.
40.00 |Set an iron post, 3 ft. long, 1 in. diam., 18 ins. in the
ground, surrounded by a mound of stone, (impracticable
to set post farther in the ground), for % sec. cor.,
with brass cap, marked '
| 3
S8|s9
|
1916
from which ‘
A cedar, 6 ins.diem., bears N.28°50'E., 60 lks. dist.,
marked %-59 BT, and ' '
A cedar, 10 ins. diam., bears S.56°30'W., 46 1lks. dist.
marked 3 S8 BT. ' ‘
44 .88 |Ridge, 90 ft. above creek, bears E. and W. Desc. 37 ft.
5%.15 |Wash, 15 lks. wide, 2 ft. deep, course S5.40°W. -
Asc. 25 ft. on gradual slope.
R0.00 |Set an iron post, 3 ft. long, 2 ins. dism., 26 ins. in the -

ground, for cor. of secs. 4, 5, 8 and 9, with brass cap
marked ‘ . o
| T23N|R12W -
85|54

T 88(S9

1916

from which - ,

A cedar, 36 ins. diam., bears N.49°05'E., 81 lks. dist.

marked T23N R12W 84 BT, .

A cedar,14 ins. diam., bears §.34°25'E., X42 lks. dist.,

marked T23%N R12W S9 BT,

A cedar, ins. diam.,bears S5.30°05'W., 380 lks. dist.,

marked T23N Rl2w S8 BT, and '

A cedar, 12 ins. diam., bears N.30°10'W., 250 lks. distd,
. marked T23N R12W S5 BT. '

Land, rolling. ,
Soil, rocky; Ath rate.
Timber, cedar.
Undergrowth, scrub oak.

N.89°551E., on & random line, bet. secs. 4 and 9. :
40.00 |Set temp. % sec. cor. -
80.08 |Intersect N. and S. line 7 lks. N. of the cor. of secs.

3,4, 9 and 10. : |

Thence S.89°58'W., on & true line, bet. sees. 4 and 9,
over rolling land, through scattering. timber.
40.04 |3et an iron post, 3 ft.  long, 1 in. diam., 26 ins. in thg
' ground, for % sec. cor., with brass cap, marked '
S 4 | |

-

from which ]
A cedar, 10 ins. diasm., bears S5.23°55'W., 251 lks. dist,
marked % S9 BT, and ,

-
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A cedar, 10 ins. diam., bears N.32°30'¥W., 299 1ks. dist
marked + S4 BT.

Spur slopes S.

The cor. of secs. 4, 5, 8 and 9.

land, rolling.
So0il, gravelly loam; 2nd and 3rd rate.
Timber, scattering cedar.
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N.0°03'W., on a random line, bet., secs. 4 and §.

Set temp. 3 sec. cor. ,

Intersect N. bdy. of Tp. 6 lks. W. of the cor. of secs,
4, 5, 32 and %3, which is an iron post, 3 ins. diam.,
with brass cap, marked, set, and witnessed as described
by the surveyor general.

Thence Seuth, on a true line, bet. secs. 4 and &,
over rolling land, through scattering timber. Asc.
gradually.

Set an iron post, 3 ft. long, 1 in. diam., 12 ins. in the
ground, surrounded by a mound of stone, ( impracticable
to set cor. farther in the ground), for % sec. cor.,
with bress cap, marked

5|4

1916
from which
A cedar, 8 ins. diam., bears S.6G°E., 104 1lks. dist.,
marked %-84 BT, and
A cedar, 12 ins. diam., bears N.f2°W., 134 1lks. dist.,
marked 4 35 BT.
Ridge, 160 fi. above wash, bears E. and W. Desc. gradual
The cor. of secs. 4, 5, 8 and 9.

Land, rolling.
Soil, rocky; 3rd and 4th rate.
Timber, scattering cedar.

D A D S N . S WS S WD W P WP VI D We e GO W G N S WD M N WS WO N Nu S e A G W W W WD s A NG D S M W A -

From the cor. of secs. 31 and 32, on S. bdy. of Tp.,
described in Book E, :

§.0°03'W., bet. secs. 31 and 32,
over rolling land, through scattering timber and dense
undergrowth. Desc. 160 ft.

Wash, 40 lks. wide, 2 ft. deep, course N.40°E.

Wood road bears N.10°E. and S.10°W.

Same wood road bears N.1l0O°W. and S.10°E.

Set an iron post, 3 ft. long, 1 in. diam., 26 ins. in the
ground, for % sec. cor., z}th brass cap, marked

4
531832

1916
from which
A cedar, 10 ins. diam., bears N.30°05'Z., 124 lks. dist
marked % S£32 BT, and
4 cedar, 8 ins. diam., bears N.74°10'W., 109 lks. dist.
marked % S31 BT.
inter same wood roalt, from S.40°W.
Leave same, bearing N.20°W.
Same road bears N.20°E. and S.20°V. R P S
Same road bears NW. and SE.
Set an iron post, 3 ft. long, 2 ins. diam., 16 ins. in t

[* o

L1y.

he
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ground, surrounded by a mound of stone, (impracticable
to set post farther in the ground), for cor. of secs.
29, 30, 31 and %2, with brass cap, marked
T230|R12W
330|529

$31[832

1916
from which
A pifion, 6 ins. diam., bears N.H67°40'E., 1%2 lks. dist.
marked T23N R12W S29 BT,
A pifion, 6 ins. diam., bears S.14°E., 126 1lks. dist.,
marked T23N R12W S3%2 BT,
A pifion, 8 ins. diam., bears S.35°W., 160 1lks. dist.,
marked T23N R12W 531 BT, and
A pifion, ins. diam., bears N.29°W., 159 lks. dist.,
marked T23N R12W S30 BT. -

Land, rolling.

8011 rocky; 4th rate.

Timber scattering cedar, and piﬁon.
Undergrowth dense oak brush.

From this cor.,

Derrick on Walkover mine bears N.62°04'W. Group of 10
cabine around derrick.

Two water tanks bear N.65°53'W.
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N.RG°58'E., on a random line, bet. secs. 29 and 32.

Set temp. 4 sec. cor.

Intersect N. and S. line 3 lks. S. of the cor. of seecs.
28, 29, 32 and 33.

Thence 5.f9°57'W., on a true line, bet.secs. 25 and 32,

over hilly land, through timber "and undergrowth,

Desc. 100 ft.

Wash, 30 lks. wide, 4 ft. deep, course N.20°W.

Wash, 20 lks. wide, 3 ft. deep, course N.10°W%. Asc. 140 f{

Spur slopes N. Desc.

Set an iron post, 3 ft. long, 1 in. diam., 14 ins. in the
round, surrounded by a mound of stone, for 4 sec. cor.,
impracticable to set post farther in "the ground),

with brass cap, marked

S 29
532
1916
from which
A pifion, 6 ins. diam., bears S. 26°AO'M., 134 1ks. dist.,

marked + 532 BT, &nd

A plnon 6”ins. diam., bears N.79°35'W., R0 1lks, dist.,

marked. + S29 BT : : .

ffash, 225 £t. below spur, course N, °"30 lks. wide, 3 ft.
deep Asc. 170 ft.

Spur slopes N. Desc. 20 ft.

The cor. of secs. 29, 30, 31 and 32.

Land, hilly.

So0il, rocky; 4th rate.
Timber, cedar and pifion.
Undergrowth, oak brush.
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3:89°58'W., on a random line, bet. secs. 30 and 31.
Set temp. f‘SeC. cor,
Intersect W. bdy. of Tp. 50 lks. N.0°35'E. of the cor. of

Pt.
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secs. 25, 30, 31 snd 36, hereinbefore described. This
cor. and the old % ®ec. cors. bet. secs. 31 and 306 and
gecs. 25 and 30 will henceforth relate solely to the
areas W. of line. I obliterate marks on bearing trees
B. of range line. ’ ' '

- I return to the cor. of secs. 29, 30, 31 and 32. Thence

West on a true line, bet. secs.: 30 and 31,

- over mountainous land "through beatterlng tlmber and
undergrowth. Desc. 170 ft.

14.44 |Wash, 20 lks. wide, 1 ft. deep, course N.20°E.

15.52 |Wood rosd brs. N. and S.

21.42 |Cor. No. 4, Alabama Lode, mineral survey No. 3011 Music

. - Mountain District, bears S., 4 1lks. dist. T

123,36 |Wash, 50 lks. wide, 2 ft. deep. course K. 30°E. Asc. 270

. ft‘ : ’

40.00 |Set an iron post, 3 ft. long, 1 in. diam., 12 ins. in the
o ‘ground, surrounded by a mound of stone, (impracticsable
to set nost farther in the ground), for %4 sec. cor., with
brass cap, marked -

- 530
4
1916
from which

A pinion, 10 ins. diam., bears S. 52°10'W., 233 1ks. dist.,
marked lS 1 37, and
A cedar, © ins. diam., bears N.38°35'W., 188 1lks. dist.|,

, marked #830 BT

8.08 |Spur, slopes N.10°%. - Desc. 125 ft. :

0.79 |[Road, brs. N.70°E. and S.70°%W. to Coprer Giant Mine.

-170.00 Group of ten shacks and tent houses, 00pner Giant Mine,

brs. 3. 10.00 chs. dist.

79.95 |Intersect W. bdy. of Tp., 55 1lks. N.0°35'E. of the cor. of

- secs. 25 and 36, hereinbefore described.

At the point of 1ntersectlon set an iron post, 3 ft. long,
2 ins. diam., 24 ins. in “the ground, for closing cor. off

secs. 30 and 31, with brass cap, marked

T23N;"23N

330 -
SE5T§%I-CC
R13W|R12
1916 -
from which
A cedar, 8 ins. dwam., bears 8. 42°40'E., 13 1lks. dist.,
marked T23N R12W S31 BT, and
- R cedar, 10 ins. dlam., bears [I.2°30'E., 133 1lks. dist.|,
marked ”23N R12W S30 B :
Land, mountsinous.
Soil, rocky, 4th rate. :
Tlmber scattering cedar and plnlon.‘
Undergrowth oak brush. .

r3

N.0°03'W., bet. secs. 29 and 30,

over hilly leand, through timber and undergrowth.

14.24 [Water pipe line, 3% ins. diam., from Walkover pumping
plant to mine bears E. and W. '

A corrugated iron building, 15x30 ft., inclosing pumping
plant, bears E., 19.90 chs. dist. Desc. 200 ft.

e | 20.206 Wash, 40 1ks. wide, 2 ft. deep, course N.l0°W.

29.25 [Road, from Walkover mine to pumplng nlant bears E. and V.
e 32.00 Ascend. -
40.00 Set an iron post, 3 ft. long, 1 in. diam., 8 ins. in the
ground, surrounded by & mound of stone,(impracticable
to set post farther in the ground) for 4 sec. cor.,

with brass cap, marked
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Set an iron post, 3 ft. long, 2 ins. dism., 24 ins. in the

330T329
1916

from whlch )
A cedar, 6 ins. diam., bears S, 55°20'E., 122 1ks. dist|
marked 4S29 BT, and
‘A cedar, 4 ins. diam., bears N.80°55'W., 21 lks. dist.}
marked %830 BT. | '

Walkover mine derrick, herelnbefore described, brs. §,62°

Water tanks, hereinbefore described, bear S. 57052 1%,

> -

.

Ridge, 150 ft. above 32.00 ch. pt., bears NW. and SE. Depc.

Road fo Carrow's ranch bears N.70°E, and S.70°W.
Wash, 95 ft. below ridge, 30 lks. wide, 3 ft. deep, course
5.80°W. Asc. gradualiy

ground, for cor. of sees. 19, 20, 29 and 30, with brass
cap, marked
T23N R12w
819|520

1916
from which
A cedar, 8 ins. diam., bears N. 46°55'E., 218 1lks. disty
marked T23N R12W S20 BT

b

A cedar, 10 ins. diam., ‘besrs S. 53°55'E., 168 lks. dist.,

marked ”2 N R12W S29 BT.
A cedar, 8 ins. diam., bears 8. 22°30 H., 138 lks. dist}
marked P23N ‘R12W $30-37, and
A cedar, b ins. dian., bears N, 20°25'W., 148. lks dist}
marked “23N R12wW S19 B7. .

Land, hilly.
8011 rocky; 4tu rate.
;1mber cedar.
Undergrowth oak brush.

|Thence

|Road to Carrow's ranch bears N.60°E* and S.60°W.
4 -|The. cor. of secs. 19 20, 2S¢ and 30( ‘
_,Land rolling. '

N.89°57'E., on & random line, bet. secs. 20 and29.

Set teup. - sec. cor.

Intersect N. and S. line, 4 lks. S. of the cor. of secs.
20, 21, 28 and 29. |

$.89°55'W., on a true line, bet. sees. 20 and 29,
over rolling land, through timber and undergrosth.
wash, 10 lks. wide, 2 ft. deep, course NN.30°W.
Ridge, bears NW. and SE.
Wash, 20 lks. wide, 1 ft. deep, oourse . 40°
Set an iron post, 3 ft. long, 1 in. diam., 20 ins. in the
ground, surrounded by a mound of stone, (impracticsble
to set post farther in thp gromnd) for 2 gec. cor.,
with brass cap, marked-
520

2 .
1912_
from whlch

A cedar, 8 ins. diam , bears 35.25°05'E., 17 lks. dist. |
marked »829 BT, and ’
A cedar, 8 ins. dlam. bears 1.61°45'W., 111 1lks. dist.
marked *SZO BT.. . '
\Ridge, brs. H. 50°W. and S. 50 m.

Soil, rocky; 4th rate
Tlmber cedar.
Undergrowth, oak brush.

*
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,.?e&t ‘.on a randomildine.bet. secs. 19 and 30.

Set temp. % Sec. cor. .

Intersect W. bdy. of Tp.: g% lks. N. of the old cor. of
secs. 19, 24, 25 and 30, hercinbefore described.

Thence N.R9°51'E., on a .true line, bet. secs. 19 and 30,
over mountainous land, through tlmber -and - undergrowth.
Desec. 22 ft.

Ridge bears N.10°W. and S.10°E. Desc.

W. edge of canyon, course N.20°f. Desc. abrupt slope.

Bottom of canyon, course N. 200 ft. below .spur.

Ase. 135 ft. : .

Spur slopes N. Desc. 145 ft. :

Point for % sec. cor. falls in bottom of gulch, course
N.60°W. Therefore at

On E. side of gulceh,

Set an iron post, 3 ft. long, 1 in. diam., 6 ins. in the
ground , surrounded by a mound of stone, (impracticable
to set post farther in the ground) for witness cor.
to % sec. cor., with brass cap, marked

S 19

from which _
A cedar, 10 ins. diam., bears S.40°20'E., 53 lks. dist.|,
marked WC %.830 BT, and
A cedar, 6 ins. dlam., bears K. 45°W., 211 1ks. dist.
marked WC % S19 BT.

Asc. 170 f¢t.

Bast edge of canyon, course N.50°W. Thence over rolling
land.

Wash, 20 1lks. W1de 2 ft. desp, course S.30°W.

The cor. of secs. 19, 20, 29 and 30.

Land, rolling and mountainous.
So0il, ‘rocky; Ath rate.

Timber, cedar.

Undergrowth, oak.
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N.0°03'¥., bet. gsecs. 19 and 20,
over rolling timbered country.
Wash, 10 lks. wide, 1 ft. deep, course N. RO°W.
0ld road bears N. 70°W. and S.70°RE.
Ridge bears E. and W.
Set an iron Dost 3 ft. long, 1 in. diam., 1R ins. in the
ground, surrounded by a mound of stone, (impracticable

brass cap, marked

e

319820

: 1916
from which

A cedar, 10 ins. diam., bears S.69°25!E.,108 lks. dist.,
marked “-%20 BT, and

marked A«Sl9 BT.
Ridge bears E. and W.
Set -an iron vost, 3 ft. long, 2 ins. diam., 24 ins. in the

ground, for cor. of Becs. 17, 18, 19 and 20, with brass
cap, marked

- T23N| R12W
518| 817

S19| s20
1916

from which

to set post farther in the ground) for % sec. cor., with

A cedar, 6 ins. diam.; bears 5.30°40'W., 155 lks. dist., -
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A cedar, 10 ins. diam., bears N.31°1l0'E., 169°1ks. dist},
marked TZ;N R12wW S17 BT, :

A cedar, & ins. diam.§ bears S.15°10'E., 275 lks. dist. ~
marked T23N R12W S20 BT, ,
A cedar, 10 ins. diam.,bears S.11°20'W., 196 1lks.dist., -

nmarked T23N R12W S19 BT, and
A cedar, 8 ins. diam., bears N.77°25'W., 10 1lks. dist.,
marked T23N R12W S18 BT.

Jand, rolling hills.
Soil, rocky; 4th rate.
Timber, cedar;--scattering.
Undergrowth, oak brush.

§.8G°551E,, on a random line, bet. secs. 17 and 20.
40.00 |Set temp. + sec. cor.

79.86 |Intersect N. and S. line at the cor. of sees. 16, 17,
20 and 21.

Thence $.89°55'W., on a true line, bet. secs. 17 and 20,
over rolling land, through timber and undergrowth.
4.70 |3pur slopes N.10°W. Desc. 45 ft. :
12,05 |Wash, 20 lks.wide, 1 ft. deep, course NW. Asc. 65 ft,
26.90 |Ridge bears NW. and SE. Desc. 50 ft.

36.45 |Wash, 20 lks. wide, 5 ft. deep, course N. Asc.
39.9% Set an iron post, 3 ft. long, 1 £n. diam., 26 ins. in the _
ground, for 7 sec. cor., with brass cap, marked
o S 17
% """" -
S 20
1916

from which
A cedar, 4 ins. diam., bears S.67°40'E., 108 1lks. dist.|
marked % S20 BT, and :
A cedar, 6 ins. diam., bears N.73°35!E., 238 lks. dist.,
marked % S17 BT. :

52.gg Spur slopes N. 125 ft. above wash.
79. The cor. of secs. 17, 18, 19 and 20.

Land, rolling and hilly.
- S0il, rocky; 4th rate.
Timber, cedar.
Undergrowth, oak brush.

West, on a true line, bet. seecs. 1R and 19,

over hilly land, through timber and undergrowth.

Asc. 130 ft.

21.25 [Spur slopes NW. Desc. gradually.

36.10 [Wash, 10 lks.wide, 1 ft. deep, course S.70°F.

40.00 |[Set an iron post, 3 ft. long, 1 in. diam., 6 ins. in the
ground, surrounded by.a mound of stone, (impracticable
to set post farther in the ground) for 4 sec. cor.,
with brass cap, marked ~

from which . .

A cedar, 8 ins dism., bears N.4°10'E., 107 lks. dist.,

marked + S18 BT, and

A cedar, 3 ins. diam., bears S.49°8., 97 1lks. dist.,

marked <3 S19 BT.

Spur slopes S.R0°W.

hash, 10 lks. wide, 1 ft. deep, course N.

Intersect W, bdy, of Tp. 254 1lks. N.0°15'E. of the old cox.
of secs. 13’ X8, fg and 24, hereinbefore described.

20 O
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40.00

6.96
4 .62
80.00

337

00K 8092

This cor., and the .4 sec. cor. bet. sees. 19 and 24,
with the 5 sec. cor. bet. secs. 13 and 18, will hence-
forth relate solely to the area W. of range line.

At point of intersection
Set an iron post, 3 ft. long, 2 ins. diam.,12 ins. in the
ground, surrounded by & mound of stone, for closing
cor. of secs. 18 and 19, (impracticable to set post far
ther in the ground) with brass cap, marked :
T23N|T23K
S18 .
S13|---=CC
S 19
R13W|R12W

1916
from which
A cedar, 8 ins. dism., bears N.68°35'E,, 400 lks. dist.})

marked T23N R12¥ S18 BT, and
A cedar, ins. disam., bears 5.53°E., 170 lks. dist.,

marked T23N R12W 519 BT.

Land, hilly.
Soil, rocky; 3rd and 4th rate.
Timber, cedar. :
Undergrowth, oak brush.
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N.0°0%'W., bet. seecs. 17 and 18,
over hilly country, through scattering timber and under:
growth.
Set an iron post, 3 ft. long, 1 in. diam., 6 ins. in the
ground, surrounded by a mound of stone, (impracticable
-to set post farther in the ground) for % sec. cor.,

with brass cap, marked

-+
4

518|817

1916
from which
A cedar, 4 ins. diam., bears S5.81°05'E., 47 lks. dist.,
marked & S17 BT, and
A cedar, 12 ins. diam., bears H.31°20'W., 130 lks. dist
marked <+ S1R BT.

Wash, 10 Tks. wide, 2 ft. deep, course N.R0°W.

W. end of ridge bearlng N.85°9. and S.R§5°E.

Set an iron post, 3 ft. long, 2 ins. diam., 12 ins. in the
ground, surrounded by a mound of stone, ( impracticable
to set post . farther in the ground), for cor. of secs.
7, 8, 17 and 18, with brass cap, merked

T23N|R12W
S7(88

1916
from which
A cedar, 6 ins. diam., bears N.73%°35'E., 52 lks. dist.,
marked T23N R12W 88 BT,
A cedar, 8 ins. diam., bears S.66°40'E., 56 lks. dist.,
marked T23N R12W S17 sT,
A cedar, 6 ins. diam., bears S.60°50'W., 102 lks. dist.,
marked T23N R12W S18 BT, and ‘
A cedar, b ins. diam., bears N.46°35'W., 48 lks, dist.,
marked T23N R12W S7 BT. '

Iand, hilly.
So0il, rocky.
Timber, cedar.
Undergrowth, oak brush.
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40.00
79.84

25.11
36.10
35.92

1.00
2N
2688
74.10

75.80
79.84

70.00
79.92

N.89°551E., on a random line, bet. sees. R and 17.

Set temp. % sec. .cor.

Intersecy N. and 3. line 2 1lks. 8. of the cor. of sees.
R, 9, 16 and 17.

Thence $5.89°54'W., on a true line, bet. secs. 8 and 17,
over broken land, through scattering cedar timber and os
undergrowth. Asc. 140 ft. :

idge bears N. and S. Desc. 140 ft.

Gulch, course N. Asc.
Set .an iron post, 3 ft. long, 1 in., diam., in & mound of
stone, (impracticable to set post in the ground), for
% sec. cor., with brass cap,8marked
S

from which
A malpais boulder, 15x10x10 ft. above ground, bears
N.46°E., 176 lks. dist., marked X BO 8.
No other bearing objects available. Reise a mound of
stone, 3 ft. base, 2 ft. high, N. of cor.
Ridge bears N. and S. Desc. gradually.
£. edge of ravine bears H.10°W. and S.10°E.
Bottom of ravine, 70 ft. deep, course N.20°W. Asc. 105 ff
¥. edge of ravine bears N.1lO0°W. and S.10°E.
Ridge bears N.20°W. and 3.20°E. Desc. 30 ft.
The cor. of secs. 7, 8, 17 and 18.

Land, broken.
S0il, rocky; 4th rate.
Timber, cedar.
Undergrowth, scrub oak.
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West, on a true line, bet. secs. 7 and 1R,
over broken land, through scattering timber and under-
growth. Desc. 30 ft.- : ‘
Wash, 10 lks. wide, 1 ft. deep, course SW. Asc. 45 ft.

wash, 30 lks. wide, 2 ft. deep, course IV. Asc. gradually

N. end of rocky point from S.

Top of knoill. v

Set an iromn post, 3 ft. long, 1 in. diam., 26 ins. in the
ground, for } sec. cor., with brass cap, marked

~— v o -

from which
A cedar, 4 ins. diam., bears N.57°20'E., 104 lks. dist.,
marked 4 S7 BT, and :
A cedar, 14 ins. diam., bears S.83°10%E., 17 1lks. dist.
marked <+ S1R BT. _

Rocky point.

Intersect W. bdy. of Tp. 222 1lks. K.0°521'E. of the 0ld con
of sees. 7, 12, 1% and 18, hereinbefore described.
This cor. and the } sec. cor. bet, secs. 7 and 12 will
hereafter relate solely to the area W. of range line.
I destroy marks on bearing trees E. of line.

At point of intersection

Set an iron post, 3 ft. long, 2 ins. diam., 14 ins. in the
ground, surrounded by a mound of stone, (impracticable
to set post farther in the ground), for closing cor. of
secs. 7 and 18, with brass cap, marked

Lk

i
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023N |T23K
S

7
§12|-~==CG
S18
R13W|R12W

: 1916
from which '
A cedar, 10 ins, diam., bears N.40°40'E., 272 lks. dist},
marked T23N R12W S7 BT, and
A cedar, 10 ins. diam., bears S.56°15'E., 176 lks. dist},
marked T2%N R12W S18 uT.

Iand, broken.
So0il, rocky; 4th rate for most part; small amount 2nd
and 3rd rate.
Timber, cedar and pifion,-- scattering.
Undergrowth, oak brush.
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N.0°03'W., bet. secs. 7 and 8,
over broken land, through scattering timber and under-
growth, Asc. gradually. '

Top of rise bears NW. and SE. Desc. gradually.

0ld barbed wire drift fence bears N.5°E. and S.5°W.

Set an iron post, 3 ft. long, 1 in. diem., 26 ins. in the
ground for 4 sec. cor., with brass cep, marked
(and mound of stone) *

S7/ S8

1916

from which ,
A cedar, 10 ins. diam., bears N.5°30'E., 244 1lke. dist.}
marked % S8 BT, and
A cedar, 12 ins. diam., bears N.41°15'W., 257 lks. dist},
marked % S7 BT. :
Impracticable to set post farther in the ground.

Wash, 175 ft. below 11.00 ch. pt., 30 lks. wide, 3 ft.
deep, course RA. A

game wash, course N.20°W.

014 rail fence bvears N.70°W. and 8.70°E.

Same wash, 40 lks. wide, 5 ft. deep, course N.T70°E.

Set an iron post, % ft. long, 2 ins. dism., 26 ins. in th
ground, for cor. of sees. 5, 6, 7 and 8, with brass cap)
marked

[+]

T23g R12W

1916
from which ’
A serub osk, 4 ins. diam., bears N.30°10'E., 42 1lks.
dist., marked T23N R12W S5 BT, '
A scrub osk, 5 ins. diam., bears S.17°30%E., 79 lks.
dist., marked T23N§ R12W S8 8T,
A cedar, 8 ins. diam., bears S5.10°25'W., 274 lks. dist.)
marked T23N R12W 857 BT, and
A pifion, & ins. diam., bears N.67°35'W., 273 lks. dist.|
marked T23N R12W S6 BT.

Land, broken.
Soil, rocky; 4th rate.
Timber, scattering cedar, and pihon.
ndergrowth, oak brush.
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N.89°54'E., on & random line, bet., secs. 5 and 8.

40.00 |Set temp. % sec. cor.

79.84 |Intersect N. and S. line 6 lks. S. of the cor. of secs.

4’ 59 8 and 9‘

Thence S.89°51'W., on a true line, bet, secs. 5 and 8,
over rolling land, through scattering timber and under-
growth,

39.92 |Set an iron vost, 3 ft. long, 1°%n. diam., 14 ins. in the
greund, surrounded by a mound of stone, for % sec. cor.)|
(impracticable to set pest farther in the ground), with
brass cap, marked ,

5 5

T -

S 8
_ 1916
from which ‘
A cedar, 8 ins. diam., bears S.41°50'W., 133 1ks; dist.,
marked 4 S8 BT, and :
A cedar, 6 ins. diam., bears N.31°40'W., 25 lks. dist.,
marked 4 S5 BT.

62.70 [Spur slopes 5.10°E. Desec. 205 ft., on SW. slope.

73;25 wright Creek, 50 lks. wide, 2 ft. deep, course N.70°W.

79.7°4 |The cor. of sees. 5, 6, 7 and R,

Tand, rolling and mountainous.
Soil, rocky; 4th rate.

Timber, cedar.

Undergrowth, oak.

WWest, on a true line, bet. secs. 6 and 7, -
over mountainous land, through scattering timber and
undergrowth. Ase. rocky B. slope, 15 ft.

2.20. Desc. 30 ft.
4.05 |(Guleh, 30 lks. wide, 2 ft. deep, course N.1l0°W. Asc.

40.00 |Set an iron post, 3 ft. long, 1 in., diam., in a mound of
stone, (impracticable to set post in the ground) for %
sec. cor., with brass gap, marked -

. S 6 . «
L mmm——- "
.S
191
from which : =
A pifion, 8 ins. diam., bears N.63°15'E., 41 lks. dist.,
marked % S6 BT, and
A pifion, 8 ins. diam., bears S.43°W., 56 lks. dist.,
marked % S7 B7T.

43.20 |Spur, 375 ft. above gulech, slopes S.30°W. Desc. 190 ft.

53.90 [3. side of saddle. Asc. 190 ft.

75.00 [Spur slopes 3.20°E.

79.04 |Intersect W. bdy. of Tp. 194 lks. N. of the cor. of secs.
1, 6, 7 and 12, hereinbefore described, which I change
to a por. of two secs. relating solely to secs. 1 and 12
by obliterating the marks on bearing trees E. of range
line.

Lt point of intersection - .

‘Pet an iron nost, 3 ft. long, 2 ins. diam., in a mound of
stone, for closing cor. of secs. 6 and 7, (impracticable
to set post in the ground) with brass cap, marked

T23N|T23N
S6
51| ----CC.
137
Rl}W‘RIZW
1916
from whieh
A cedar, 6 ins. diam., bears N.73°30'E., 389 lks. dist.,
marked T23N R12W S6 BT, and

Y
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A cedar, 4 ins. diam., bears S. 45°m., 279 1ks. diut.,
marked T23N R12W S7 BT.

Land mountainous,. '
8011 rocky; 4th rate.
Timber scattering crdar.
Undergrowth, oak brush.

- s A e -y w4 W s W i S S S W S W S M S AR % W WD P Gy Wy VS TS G W N TR G Wy A TP ML NP G WP NS AP W WS W S W D W AR ap W e

N.0°0%3'W., on a random line, bet. sees. 5 and 6.

Set temp. % sec. cor.

Intersect N. bdy. of Tp. 29 lks. E. of the cor. of sees,
5, 6, 31 and 32, which is an iron post, 3 ft. long, 3
ins. diam., with brass cap, marked, set,and witnessed
as described by the surveyor vennral.

Thence S.0°15'E., on & true line, bet. secs. 5 and 5,
over broken and mountainous land, through scattering
timber and undergrowth. From cor., on ridge bhearing
E. and W., desc. 250 ft.

Guleh, course S5.85°W. Asc. 50 ft.

Guleh, course NW. Asc.

|1 Set an iron post, % ft. long, 1 in. diam., 12 ins. in the

ground, surrounded by a mound of stone (impracticable
to set post farther in the ground), for % 868C. GOTr.,
with brass cap, marked

.
<

s6/85

1916
from which
A cedar 12 ins. diam., bears S.59°40'E., 86 1lks. dist.
marked 4 S5 BT, and
A cedar 10 ins. diam., bears 5.12°15 W., 119 lks. dist
marked + S6 BT.
Ridge, 160 ft. above gulch, bears NW. and SE. Desc. 125 ft
Asc. 150 ft,
gpur slopes S.70°W. Desc. 160 ft.
Wright Creek, 50 -lks. wide, 2 ft. deep, containing stream
4 1ks. W1de, 2 ins. deep, course W.
The cor. of secs. 5, 6 7 and 8.

Land, broken and mountainous.

So0il, rocky; 4th rate.

Timber scattering cedar and palo verde.
Undergrowth oak brush. '
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latitudes, Departures, and Closing Errors.
Iine d4signated|True Courses | Dist. %atitudés Diparturés
. S. . .
chs. chs., chs. chs. chs.
South Boundary |S.89°58'W. |480.47 .15 480.47
West Bundary |N.0°05'E. 39.54 | 39.54 .05
- N.0°23'E. 33.99 39.99 .27
N.0°351R, 80.43 | R0.2 .82
F.1°46'W. 37.48 37.4 1.19
N.0°31'y., 40.00 40.00 .36
N.0°15'E. | 30.94 | 39.94 .18
N.0°43%'E. 40.40 40.40 .80
’ ,H.O°§2'E. 40.08 40.08 .61
N.0°19'E. . 40.18 40.18 22
Korth 80.00 R0.00
North Boundary |East 147850 478.50
East,B$undary | South A477.98 477.98
Converéency " ‘ .51
Totals 478.02 {478.131481.66[482.02
- | 78.02 451.0b
Error in latitude, ".11 .
REfTor 1u departure, .36

GENZRAL DESCRIPTION.

The S. half and parts of the W. portion of the township
are very rough and mountainous. The balance is rolling
and rolling mountainous. . '

The soil is rocky and gravelly; 3rd and 4th rate. Fair
grass exists throughout. Cedar and pifion timber is
found all over the township, the cedar being quite dense
in some parts, especially the SW. Undergrowth of scrub
oak varies from scattering to dense, over practidally
the entire ares.

Water is found throughout the greater part of Wright Creek!
at Little Cottonwood Spring, in the NE. corner of sec. .
33; and at a tank in the SW. part of sec. 36.

A mining claim, patented as mineral survey No. 3011, to

“ichael Mc. Bride, is situated in sections 30 and 31;
the Walkover mine is situated in sec. 30; and various
prospects are scattered over other parts of the town-

ship. Gold and copper constitute the mineral values
found.

J. E. Carrow has & good house and outbuildings in the AHE.
part of sec. 15, and a house in the NE. part of sec. 25,

Good roads lead from thése houses to Hackberry and Nelson.
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Lines dated in red were surveyed by ‘Jalter D.Long,U.S.
Surveyor.

Lines dated in blue were gurveyed by Janes C.looper,U.
S.2ransitman.
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44 CERTIFICATE OF UNITED STATEL %
P 02 '
. % Transitman
- ¢ 1, James C.Hoopexr, . . » U. S. Swsmywr, hereby certify upon honor that, in pursuance

of special instructions received from the U. S. Surveyor General for _for Group 51, Arizons,
bearing date of the ____23xrd. ________ day of _February, . . , 1915 , T have well, faithfully, and truly

in my own proper person, and in strict conformity with said instructions, the Manual of Surveying Instruc-

retraced
tions, and the laws of the United States, gm‘-veyed all those parts or portions of __the Test boundary
parts
_______ and surveyed all those,or. v,o,,z‘_c,;,qng_,_g_f__f@}_l_e,,,»u,9@1;?;&,,;9;_1_;1;219,5,,,-9&___.,_,,_A_
________________________________________ TOJWSHIP 23 North, Renge 12 West, -
______________________________________________________________ oo of the Gila_and Salt River
-Base.gnd .. Meridian, in the State of _____ Arizona, .. , which are represented 4=

by the diagram on page 41 hereof,and in
A the foregoing field notes as having been executed by me, and under my direction; and that all the corners of

said survey have been established and perpetuated in strict accordance with the Manual of Surveying Instruc-

tions, and the special written instructions of the U. S. Surveyor General for _Group. 51, Arizona

and in the specific manner described in the field notes, and that the foregoing are the original field notes of

such survey.

APPROVAL.

OFFicE oF THE UNITED STATES SURVEYOR GENERAL,

The foregoing notes of the surveyof ... A -
executed by _ N
under his special instructions dated N .. , 191, having been

critically examined, and the necesgdry corrections and explanatioﬁs made, the said field notes, and the surveys

they describe, are hereby ap

. Surveyor General.

the foregoing transcript of the field notes of the above-described surveys in

____________________________________________ , has been correctly copied from the original notes on file in this Ofce.

U. 8. Surveyor General.
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46 CERTIFICATE OF UNITED STATES SURVEYOR.

I, Walter D.Long, .. ... , U. S. Surveyor, hereby certify upon honor that, in pursuance
of special instructions received from the U. S. Surveyor General for ﬂ-!@ﬁ:p:Si,.__ﬁr_iaQna, _______________
bearing date of the __ 23xrd day of __.__February, .. 191 5 I have well, faithfully, and truly

in my own proper person, and in strict conformity with said instructions,wiﬁsﬁe Manual of Surveying Instruc-

retraced : .
tions, and the laws of the United States, sa#weyed all those parts or portions of ._the fiast boundsry,

,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,

Base and Meridian, in the State of ___Arizona, . __________ , which are represented in-
by the diagram on page 41 hereof,and in :
A the foregoing field notes as having been executed by me, and under my direction; and that all the corners of
said survey have been established and perpetuated in strict accordance with the Manual of Surveying Instruc-
tions, and the special written instructions of the U. S. Surveyor General for o®o8p—bd, Arizona, ___

’

and in the specific manner described in the field notes, and that the foregoing are the original field notes of

such sur\?ey. M %_' / 2 F

U. 8. Supwdyer.

APPROVAL.

OrrICE OF THE UNITED STATES SURVEYOR GENERAL,

Phooniz,__;.rizana,__l_,_ﬁ_' _____ AL ,191 8

The foregoing field notes of the survey of _-i:he-_SD.bd,iViSi‘on.ﬁéﬂés,_..__land,,the__, I

______ Retracement of a portion of the 3Zast and West boundaries . of. .
_.Townghip 23 4orth, Range ,12,,,,;.;',9,5_1:,,___,__Qf--_the__.‘(‘},i_l,a_ and Salt kiver

~ Base and Meridian, in the State of Arizona, .

exccuted by -Walter D.Long,U.3.3urveyor, and James .Hooper,U.s.Transitnan,

under his special instructions dated Ji‘ﬁb;?..ﬁﬁ,-lQl5,fQI--GrAO~uQ,_5l,Arigona(,)I ', having been
critically examined, and the necessary corrections and explanations made, the said field notes, and the Surveys —

they describe, are hereby approved.




