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T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS
The following field notes describe the dependent resurvey of the

south, east and west boundaries, the subdivisional lines and
Tract 37, and the metes-and-bounds survey of the Hopl and Navajo

Partition Line, Township 31 North, Range 11 East, Gila and Salt
River Meridian, Arizona.

Charles Von Erxleben performed unapproved surveys of certain
Indian Allotments in 1899. Philip Contzen surveyed the north
boundary, portions of the east and west boundaries, and a portion
of the subdivisional lines in 1905. Sidney E. Blout resurveyed
and retraced the north boundary, resurveyed a portion of the
subdivisional lines and certain tract boundaries of Indian
Allotments, and surveyed the south boundary and portions of the
east and west boundaries and completed the subdivisional lines,
in 1907-1908. William F. Olver and Daniel N. Patterson
dependently resurveyed a portion of the north boundary in 1988-
90. Daniel N. Patterson dependently resurveyed a portion of the
west boundary in 1988.

The survey was executed in accordance with the specifications as
set forth in the Manual of Surveying Instructions, 1973, and the
Special Instructions dated July 8, 1996, and Supplemental Special
Instructions dated July 8, 1997, for Group Number 804, and
Special Instructions dated May 27, 1998, for Group Number 828,
Arizona.

Preliminary to the resurvey, the lines of the original survey
were retraced and search was made for all corners and other calls
of the record. Identified corners were remonumented in their
original positions; lost corners were restored and monumented at
proportionate positions based on the original record. The
retracement data were thoroughly verified and only the true line
field notes are given herein.

The directions of all lines were determined by direct hour angle
observations on the sun, and refer to the true meridian.
Distances and angles were measured with a Sokkia Set 2 BII total
station instrument or a Trimble 4400 Real Time Kinematic global
positioning surveying system.

The geographic position of the southeast corner of the township,
as determined from a traverse made to U.S. Coast and Geodetic
Survey Triangulation station "TUBA CITY 1951", is as follows:

Latitude: 36°01’01.15" N. Longitude: 111°09730.49" W.
NAD 83 (1992)

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS

The mean magnetic declination of 12 3/4° E., was derived from the
United States Geological Survey computer program "MAGPOINT",
utilizing the Regional Magnetic Field Model for Epoch 1995 for
the dates of survey.

Dependent Resurvey of the South Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

Restoring the survey executed
by Sidney E. Blout in 1907

Beginning at the cor. of Tps. 30 and 31 N., Rs. 11 and 12 E.,
monumented with a limestone, 18 x 7 x 5 ins., firmly set,
projecting 3 ins. above ground, with a well embedded mound of
stone, 2 ft. base, 6 ins. high, S. of cor., mkd. with 6 notches
on the N., S., E., and W. edges, T31N on NE face, R12E on SE
face, and T30ON on SW face. ’

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N
R11E R12E
S36 | S31

S1 |86
T30N
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

S. 89°54’ W., bet. secs. 1 and 36, on the S. bdy. of the Tp.,
over rolling terrain.

40.01 The 1/4 sec. cor. of secs. 1 and 36, monumented with a limestone,
16 x 11 x 7 ins., firmly set, projecting 2 ins. above ground,
mkd. 1/4 on N. face.

At the cor. point

Form 9600-10a (November 1987) USDI-BLM , FIELD NOTE PAPER
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Dependent Resurvey of the South Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,

22 ins. in the ground, with brass cap mkd.
T31N R11E
S36
1/4 —
S1
T30ON
1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 89744’ W., beginning new measurement.

39.90 The cor. of secs. 1, 2, 35 and 36, monumented with a limestone,
19 x 8 x5 ins., firmly set, projecting 6 ins. above ground, with
1 notch on the E. edge, and 5 notches on the W. edge.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.
T31N R11E
S35 | S36
S2 |81
T30N
1997
Deposit a magnet ina 1l x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
West, bet. secs. 2 and 35.

40.07 The 1/4 sec. cor. of secs. 2 and 35, monumented with a limestone,
16 x 5 x 4 ins., firmly set, projecting 6 ins. above ground, mkd.
1/4 on N. face.

At the cor. point

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the South Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

5561

CHAINS

40.02

40.02

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N R11E
S35
1/4 —
S 2
T30N
1997

Deposit a magnet ina 1 x1x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

S. 89°57’ W., beginning new measurement.

Point for the cor. of secs. 2, 3, 34 and 35, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N R11E
534 | S35

S3 |82
T30N
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post.

S. 89°57’ W., bet. secs. 3 and 34.

1/4 on N. face.
At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N R11E
534
1/4 —
S 3
T30N
1997

The 1/4 sec. cor. of secs. 3 and 34, monumented with a limestone,
15 x 7 x5 ins., firmly set, projecting 1 in. above ground, mkd.

Form 9600-10a (November 1987) USDI-BLM

FIELD NOTE PAPER
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Dependent Resurvey of the South Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 89°42’ W., beginning new measurement.

40.02 The cor. of secs. 3, 4, 33 and 34, monumented with a limestone,
13 x 10 x 4 ins., firmly set, projecting 6 ins. above ground,
mkd. with 3 notches on the E. edge, and 3 notches on the W. edge.
At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,

22 ins. in the ground, with brass cap mkd.
T31N R11E
S33 | S34
S418s3
T30N
1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 89°58" W., bet. secs. 4 and 33.

40.02 The 1/4 sec. cor. of secs. 4 and 33, monumented with a limestone,
14 x 6 x 5 ins., firmly set, projecting 1 in. above ground, mkd.
1/4 on N. face.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
19 ins. in the ground, with brass cap mkd.
T31N R11E
S33
1/4 —
S 4
T30N
1997

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the South Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

N. 89°59’ W., beginning new measurement.

40.01 The cor. of secs. 4, 5, 32 and 33, monumented with a limestone,
14 x 8 ¥ 4 ins., firmly set, projecting 6 ins. above ground, mkd.
with 4 notches on the E. edge, and 2 notches on the W. edge.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
19 ins. in the ground, with brass cap mkd.

T31N R11E
532 | 833

S5 |84
T30N
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

S. 89°58’ W., bet. secs. 5 and 32.

40.02 The 1/4 sec. cor. of secs. 5 and 32, monumented with a limestone,
12 x 9 x 4 ins., firmly set, 4 ins. below surface of ground, mkd.
1/4 on N. face.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
20 ins. in the ground, with brass cap mkd.

T31N R11E
532
1/4 —
S5
T30N
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the South Boundary,

T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

5561

CHAINS

39.86

39.86

34.77

N. 89°59’ W., beginning new measurement.

Point for the cor. of secs. 5, 6, 31 and 32, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
20 ins. in the ground, with brass cap mkd.

T31N R11E
S31 | 832

S6 | S5
T30N
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post.

N. 89°59" W., bet. secs. 6 and 31.

The 1/4 sec. cor. of secs. 6 and 31, monumented with a limestone,

13 x 11 ¥ 4 ins., firmly set, projecting 2 ins. above ground,
mkd. 1/4 on N. face

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
18 ins. in the ground, with brass cap mkd.

T31N R11E
S31
1/4 —
S 6
T30N
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

N. 89°25" W., beginning new measurement.

Point for AP 65, identical with AP 1, T. 30 N., R. 11 E., on the

Hopi and Navajo Partition Line, hereinafter described.

Form 9600-10a (November 1987) USDI-BLM

FIELD NOTE PAPER
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Dependent Resurvey of the South Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

5561

CHAINS

39.84

40.00

True point for the cor. of Tps. 30 and 31 N., Rs. 10 and 11 E.,
at proportionate dist.; there is no remaining evidence of the
original witness cor., true point falls on rough and unstable
terrain, subject to destruction by erosion, where it is
impracticable to establish a permanent monument.

From this point, the point selected for a new witness cor. to the

cor. of Tps. 30 and 31 N., Rs. 10 and 11 E., bears
N. 67°30' W., 2.51 chs. dist.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,

8 ins. in the ground, to bedrock, in a supporting mound of stone,

3 ft. base, 2 ft. high, with brass cap mkd.

WwC
T31N
RI1OE R11E
536 | 831

s1|s6 N\

T30N
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post.

Dependent Resurvey of the East Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

Restoring the survey executed
by Sidney E. Blout in 1907

From the cor. of Tps. 30 and 31 N., Rs. 11 and 12 E.,
hereinbefore described.

N. 0°05’ W., bet. secs. 31 and 36, on the E. bdy. of the Tp.,
over rolling terrain.

The 1/4 sec. cor. of secs. 31 and 36, monumented with a
limestone, 18 x 11 x 5 ins., loosely set, projecting 12 ins.
above ground, mkd. 1/4 on N. face.

At the cor. point

Form 9600-10a (November 1987) USDI-BLM

FIELD NOTE PAPER
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Dependent Resurvey of the East Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,

22 ins. in the ground, with brass cap mkd.

T31N

R11E RI12E
1/4
S36 ] 531

1997
Deposit a magnet in a 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 0°04’ W., beginning new measurement.

25.45 Center line of Arizona State Highway 264, asphalt pavement,
40 lks. wide, bears SE and NW.

40.03 The cor. of secs. 25, 30, 31 and 36, monumented with a limestone,
18 x 6 x 6 ins., firmly set, projecting 5 ins. above ground, mkd.
with 5 notches on N. edge, and 1 notch on the S. edge.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
23 ins. in the ground, with brass cap mkd.
T31N
R11E RI12E
525 | S30
S36 831
1997
Deposit a magnet ina 1l x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 0°04" W., bet. secs. 25 and 30.

40.01 The 1/4 sec. cor. of secs. 25 and 30, monumented with a
limestone, 19 x 8 x 4 ins., firmly set, projecting 4 ins. above
ground, mkd. 1/4 on W. face.

At the cor. point

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the East Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
23 ins. in the ground, with brass cap mkd.

T31N

R11E RI2E
1/4
S25 | S30

1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 0°04’ W., beginning new measurement.

40.02 The cor. of secs. 19, 24, 25 and 30, monumented with a limestone,
20 x 8 x 5 ins., firmly set, projecting 12 ins. above ground,
mkd. with 4 notches on the N. edge, and 2 notches on the S. edge.
At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,

23 ins. in the ground, with brass cap mkd.
T31N
R11E RI12E
S24 | S19
S25 | S30
1997
Deposit a magnet in a1l x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stalnless steel post.
Set a steel fence post near the stainless steel post.
N. 0°02' W., bet. secs. 19 and 24.

39.94 The 1/4 sec. cor. of secs. 19 and 24, monumented with a
limestone, 14 x 6 X 4 ins., firmly set, projecting 8 ins. above
ground, with a mound of stone, 2 ft. base, 1 ft. high, to the W.,
mkd. 1/4 on W. face.

At the cor. point

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the East Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

5561

CHAINS

39.93

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
19 ins. in the ground, encircled with a collar of stone, with

brass cap mkd.

T31N
R11E RI2E
1/4
S24 | S19
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

N. 0°03'" W., beginning new measurement.

The cor. of secs. 13, 18, 19 and 24, monumented with a sandstone,

19 x 11 x 3 ins., firmly set, 4 ins. below surface of ground,
mkd. T31N on NE face, R11E on NW face, R12E on SE face, with 3
notches on N. edge, and 3 notches on S. edge.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with brass cap mkd.

T31N
R11E RI12E
S13 | S18

S24 | S19
1997

Deposit a magnet in a 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

Restoring the survey executed
by Phillip Contzen in 1905

N. 0°02" W., bet. secs. 13 and 18.

Form 9600-10a (November 1987) USDI-BLM

FIELD NOTE PAPER
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Dependent Resurvey of the East Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS

40.01 The 1/4 sec. cor. of secs. 13 and 18, monumented with a
limestone, 14 x 9 x 5 ins., firmly set, projecting 4 ins. above
ground, mkd. 1/4 13 on W. face, and S18 on E. face.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with brass cap mkd.

T31N

R11E RI12E
1/4
513 | s18

1997
Deposit a magnet ina 1l x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 0°05" W., beginning new measurement.

39.99 The cor. of secs. 7, 12, 13 and 18, monumented with a sandstone,
15 x 8 x 6 ins., loosely set, projecting 12 ins. above ground,
with no visible marks.

At the cor. point
Set an aluminum rod, 36 ins. long, 3/4 in. diam., 30 ins. in the
ground, encircled with a collar of stone, with aluminum cap mkd.
T31N
R11E RI12E
S12 | 8 7
S13 | S18
1997
Bury the original stone alongside the aluminum rod.
Set a steel fence post near the aluminum rod.
N. 0°01’ W., bet. secs. 7 and 12.

39.99 The 1/4 sec. cor. of secs. 7 and 12, monumented with a granite
stone, 15 x 6 x 6 ins., firmly set, 6 ins. below surface of
ground, mkd. 1/4 12 on W. face, and S7 on E. face.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the East Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS
At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with brass cap mkd.
T31N
R11E RI12E
1/4
S12 | §7
1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 0°05’ W., beginning new measurement.
39.99 The cor. of secs. 1, 6, 7 and 12, monumented with a limestone,

18 x 6 X 5 ins., lying loosely on the surface of the ground, mkd.
with 1 notch on an edge, and 3 faint grooves on another side.
This is accepted as the best available evidence of the original
cor. position.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N
R11E R12E
S1]|S6

S12 | § 7
1996

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

N. 0°01" E., bet. secs. 1 and 6.

Form 9600-10a (November 1987) USDI-BLM . FIELD NOTE PAPER
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Dependent Resurvey of the East Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS

39.99 True point for the 1/4 sec. cor. of secs. 1 and 6, at
proportionate dist.; there is no remaining evidence of the
original cor. falls in a deep and steep ravine, subject to
destruction by erosion, where it is impracticable to establish a
permanent monument.

From this point, the point selected for a witness cor. to the 1/4
sec. cor. of secs. 1 and 6, bears S. 9°01’ E., 2.81 chs. dist.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 ins. in the ground, with brass cap mkd.

wC
T31N
1/4
R11E | R12E
51 | S6
1997

Deposit a magnet ina 1l x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post.

79.98 The cor. of Tps. 31 and 32 N., Rs. 11 and 12 E., monumented with
a stainless steel post, 2 1/2 ins. diam., firmly set, projecting
13 ins. above ground, in a mound of stone, 3 ft. base, to top,
with brass cap mkd. T32N R11E R12E S36 S31 S1 S6 T31N 1996, and
witnessed as described in the dependent resurvey of a portion of
the south boundary, T. 32 N., R. 11 E., executed concurrently
under this same assignment.

Dependent Resurvey of the West Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

Restoring the survey executed
by Sidney E. Blout in 1907

From the true point for the cor. of Tps. 30 and 31 N., Rs. 10 and
11 E., hereinbefore described.

N. 0°36’ W., bet. secs. 31 and 36, on the W. bdy. of the Tp.
37.68 Point for AP 41, T. 31 N., R. 11 E., identical with

AP 96, T. 31 N., R. 10 E., on the Hopi and Navajo Partition
Line, hereinafter described.

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the West Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS

39.50 The witness cor. for the 1/4 sec. cor. of secs. 31 and 36,
monumented with a sandstone, 14 x 7 x 2 ins., loosely set,
projecting 8 ins. above ground, with a mound of stone, 2 1/2 ft.
base, 1 ft. high, W. of cor., with illegible marks on a face.

At the cor. point
Dismantle the original mound of stone to the W., and set a
stainless steel post, 28 ins. long, 2 1/2 ins. diam., 20 ins. in
the ground, in a mound of stone, 3 ft. base, to top, with brass
cap mkd.

wC

T31N

RI1IOE RI11E
1/4
S36 | S31

1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and deposit the original stone
in the mound of stone.
N. 0°06' E., beginning new measurement.

0.50 Point for the 1/4 sec. cor. of secs. 31 and 36, at proportionate
dist.; falls on an unstable slope subject to destruction by
erosion, where it is impracticable to establish a permanent
monument .

40.55 The cor. of secs. 25, 30, 31 and 36, monumented with a limestone,
22 x 7 x 6 ins., firmly set, projecting 12 ins. above ground,
with a mound of stone, 4 ft. base, 1 ft. high, W. of cor., with
5 notches on the N. edge, and 1 notch on the S. edge
At the cor. point
Dismantle the original mound of stone to the W., and set a
stainless steel post, 28 ins. long, 2 1/2 ins. diam., 19 ins. in
the ground, in a mound of stone, 4 1/2 ft. base, to top, with
brass cap mkd.

T31N
RICE R11E
S25 | S30
836 | S31
1997

Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER
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Dependent Resurvey of the West Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and deposit the original stone
in the mound of stone.
N. 0°02’ W., bet. secs. 25 and 30.

40.02 The 1/4 sec. cor. of secs. 25 and 30, monumented with a
limestone, 14 x 12 x 4 ins., firmly set, projecting 4 ins. above
ground, with a mound of stone, 2 ft. base, 1 ft. high, W. of
cor., with no discernable marks.

At the cor. point
Dismantle the mound of stone to the W., and set a stainless steel
post, 28 ins. long, 2 1/2 ins. diam., 10 ins. in the ground, to
bedrock, in a supporting mound of stone, 4 ft. base, to top, with
brass cap mkd.

T31N

R1IOE RI11E
1/4
525 | S30

1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and deposit the original stone
in the mound of stone.
North, beginning new measurement.

40.02 The cor. of secs. 19, 24, 25 and 30, monumented with a limestone,
24 x 13 x 3 ins., firmly set, projecting 6 ins. above ground,
with 4 notches on the N. edge, and 2 notches on the S. edge.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.
T31N
RIOCE RI11E
S24 | S19
S25 | S30
1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
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Dependent Resurvey of the West Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS
Set a steel fence post near the stainless steel post.

North, bet. secs. 19 and 24.

40.01 The 1/4 sec. cor. of secs. 19 and 24, monumented with a
limestone, 15 x 12 x 3 ins., firmly set, 4 ins. below the surface
of ground, mkd. 1/4 on W. face.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N

RI1IOE RI11E
1/4
S24 | s19

1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 0°02' E., beginning new measurement.

39.98 The cor. of secs. 13, 18, 19 and 24, monumented with a limestone,

20 x 15 x 4 ins., firmly set, projecting 4 ins. above ground,
with 3 notches on the N. edge, and 3 notches on the S. edge.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N
RICE RI11E
S13 | S18

S24 S19
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.
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Dependent Resurvey of the West Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS

40.05

39.99

N. 0°03" W., bet. secs. 13 and 18.

The 1/4 sec. cor. of secs. 13 and 18, monumented with a
limestone, 18 x 15 x 4 ins., firmly set, projecting 9 ins. above
ground, mkd. 1/4 on W. face.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
21 ins. in the ground, with brass cap mkd.

T31N
RI1IOE R11E
1/4
513 | s18
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

North, beginning new measurement.

The cor. of secs. 7, 12, 13 and 18, monumented with a limestone,
20 x 7 x 7 ins., firmly set, projecting 4 ins. above ground, with
2 notches on N. edge, and 4 notches on S. edge.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N
RICE RI11E
S12 | 8§ 7

S13 | S18
1997

Deposit a magnet in a 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

North, bet. secs. 7 and 12.
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‘Dependent Resurvey of the West Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona
CHAINS

40.02 The 1/4 sec. cor. of secs. 7 and 12, monumented with a limestone,
18 x 13 ¥ 4 ins., firmly set, projecting 2 ins. above ground,
mkd. 1/4 on W. face, with a scattered mound of stone, 2 ft. base,
1 £t. high, W. of cor.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N

RIOE RI1E
1/4
812 | 87

1997
Deposit a magnet ina 1l x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
North, beginning new measurement.

39.98 The cor. of secs. 1, 6, 7 and 12, monumented with a stainless
steel post, 2 1/2 ins. diam., firmly set, projecting 5 ins. above
ground, in a mound of stone, 3 ft. base, to top, with brass cap
mkd. T31IN RICE R11E S1 S6 S12 S7 1988. Add the marks 1997 on the
brass cap.

Restoring the resurvey executed
by Daniel N. Patterson, in 1988
N. 0°24’ E., bet. secs. 1 and 6.

39.97 The 1/4 sec. cor. of secs. 1 and 6, monumented with a stainless
steel post, 2 1/2 ins. diam., firmly set, projecting 2 ins. above
ground, with brass cap mkd. T31N R1OE R11E 1/4 S1 S6 1988. Add
the marks 1997 on the brass cap.

N. 0°24' E., beginning new measurement.

13.92 Point for AP 1, T. 31 N., R. 10 E., identical with AP 40,

T. 31 N., R. 11 E., on the Hopi and Navajo Partition Line,
hereinafter described.
Form 9600-10a (November 1987) USDI-BLM FIELD NOTE PAPER

61



22 BOOK

Dependent Resurvey of the West Boundary,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

5561

CHAINS

39.97

40.02

The cor. of Tps. 31 and 32 N., Rs. 10 and 11 E., monumented with
a stainless steel post, 2 1/2 ins. diam., firmly set, projecting
4 ins. above ground, with a steel fence post set near the
stainless steel post, with brass cap mkd. T32N R1OE R11E S36 S31
S1 S6 T31N 1988. Add the marks 1997 on the brass cap. Cor. is
located in a cultivated field.

Dependent Resurvey of the Subdivisional Lines,,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

Restoring the resurvey executed
by Sidney E. Blout in 1907-08

From the point for the cor. of secs. 3, 4, 9 and 10, at
proportionate dist.; there is no remaining evidence of the
original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N R11E
5S4 83

S 9 | S10
1997

Deposit a magnet ina 1l x 1 x 2 5/8 in. white colored plastic
case beneath the stainless steel post.

Set a steel fence post near the stainless steel post.
N. 0°03" E., bet. secs. 3 and 4.

The 1/4 sec. cor. of secs. 3 and 4, monumented with a limestone,

15 x 7 x 4 ins., firmly set, projecting 6 ins. above ground, mkd.

1/4, 4 on W. face and 3 on E. face, with a chiseled "X" on the
top.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with a mound of stone, 3 ft. base, 2 ft.
high, to the W., with brass cap mkd.

T31N R11E
1/4
s4 | s3
1997
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Dependent Resurvey of the Subdivisional Lines,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

N. 0°09’ E., beginning new measurement.

36.28 Intersect line 4-1, Tract 51, T. 32 N., R. 11 E., point for the
closing cor. of secs. 3 and 4; there is no remaining evidence of
the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with brass cap mkd.

T32N R11E
TR 51

54 l S3

T31N
ccC
1997

Deposit a magnet ina 1l x 1 x 2 5/8 in. white plastic case
beneath the stainless steel post.

Set a steel fence post near the stainless steel post.

From this cor. point, cor. 1, Tract 51, identical with cor. 4,
Tract 52, T. 32 N., R. 11 E., bears N. 89°37’ E., 1.07 chs.
dist., monumented with a stainless steel post, 2 1/2 ins. diam.,
firmly set, projecting 7 ins. above ground, with brass cap mkd.
T32N R11E TR51 TR52 1 4 S3 T31N 1998 as described in the
dependent resurvey of Tracts 43 through 52, T. 32 N., R. 11 E.,
executed concurrently under this same assignment.

From this same cor. point, cor. 1, Tract 50, identical with cor.
4, Tract 51, T. 32 N., R. 11 E., bears S. 89°37" W., 8.93 chs.
dist., monumented with a stainless steel post, 2 1/2 ins. diam.,
firmly set, projecting 8 ins. above ground, encircled with a
collar of stone, with brass cap mkd. T32N R11E TR50 TR51 1 4 S4
T31N 1997 as described in the dependent resurvey of Tracts 43
through 52, T. 32 N., R. 12 E., executed concurrently under this
same assignment.
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Dependent Resurvey of the Subdivisional Lines,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

5561

CHAINS

39.915

40.25

39.58

From this same cor. point, the angle point replacing the cor. of
secs. 3, 4, 33 and 34, on the N. bdy. of the Tp., bears

N. 0°09’ E., 3.87 chs. dist., as described and referenced in the
dependent resurvey of a portion of the south boundary, T. 32 N.,
R. 12 E., executed concurrently under this same assignment.

From the cor. of secs. 3, 4, 9 and 10.
N. 89°55’ W., on the S. bdy. of sec. 4, over rolling grasslands.

Point for the 1/4 sec. cor. of sec. 9 only, hereinafter
described.

The 1/4 sec. cor. of sec. 4 only, monumented with a limestone,

17 x 8 x 5 ins., firmly set, projecting 4 ins. above ground, mkd.

1/4 4 on N. face and S 9 on S. face.
At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N R11E
1/4 S4

1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

N. 89°49' W., beginning new measurement.

Point for the closing cor. of secs. 8 and 9, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N R11E
S 4

S8 |89
cCc
1997
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Dependent Resurvey of the Subdivisional Lines,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post.

Set a steel fence post near the stainless steel post.

40.36 Point for the cor. of secs. 4 and 5 only, at proportionate dist.,
by the method of irregular boundary adjustment; there is no
remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with brass cap mkd.
T31N R11E
S5 I S 4
S 8
1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 0°07' E., bet. secs. 4 and 5, over rolling grasslands.
40.04 The 1/4 sec. cor. of secs. 4 and 5, monumented with a limestone,

16 x 10 x 6 ins., firmly set, projecting 3 ins. above ground,
mkd. 1/4 on W. face.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
20 ins. in the ground, encircled with a collar of stone, with
brass cap mkd.

T31N R11E
1/4
S5 ]S4
1997

Deposit a magnet in a1l x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

N. 0°16’ E., beginning new measurement.
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Dependent Resurvey of the Subdivisional Lines,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS

35.24 Intersect line 1-4, Tract 61, T. 32 N., R. 11 E., point for the
closing cor. of secs. 4 and 5; there is no remaining evidence of
the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T32N R11E
TR61

S5 ‘ S 4
T31N
cc
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post.

Set a steel fence post near the stainless steel post.

From this cor. point, cor. 1, Tract 68, identical with cor. 4,
Tract 69, T. 32 N., R. 11 E., bears S. 89°50’" E., 6.345 chs.
dist., monumented with a limestone, 20 x 10 ¥ 3 ins., loosely
set, projecting 15 ins. above ground, mkd. 4 69 on E. face, and 1
68 on SW face.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with brass cap mkd.

T32N R11E
TR68 | TR69
14

sS4
T31N R11E
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.
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T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

5561

CHAINS

39.21

40.00

39.20

From this same cor. point, cor. 1, Tract 43, identical with cor.
4, Tract 60, T. 32 N., R. 11 E., bears N. 89°50" W., 8.91 chs.
dist., monumented with a stainless steel post, 2 1/2 ins. diam.,
firmly set, projecting 4 ins. above ground, with brass cap mkd.
T32N R11E TR43 TR60O 1 4 S5 T31N R11E 1989 1997, as described in
the dependent resurvey of Tracts 43 through 52, T. 32 N.,

R. 12 E., executed concurrently under this same assignment.

From this same cor. point, the angle point replacing the cor. of
secs. 4, 5, 32 and 33, on the N. bdy. of the Tp., bears

N. 0°16' E., 4.88 chs. dist., as described and referenced in the
dependent resurvey of a portion of the south boundary, T. 32 N.,
R. 12 E., executed concurrently under this same assignment.

From the cor. of secs. 4 and 5 only.
N. 89°46' W., on the S. bdy. of sec. 5, over rolling grasslands.

Point for the 1/4 sec. cor. of sec. 8 only, hereinafter
described.

Point for the 1/4 sec. cor. of sec 5 only, at proportionate
dist., by the method of irregular boundary adjustment; there is
no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
23 ins. in the ground, with brass cap mkd.

T31N R11E
1/4 S5

1997

Deposit a magnet in a 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post.

Set a steel fence post near the stainless steel post.

N. 89°49' W., beginning new measurement.

The closing cor. of secs. 7 and 8, monumented with a limestone,
16 x 12 x 3 ins., firmly set, projecting 6 ins. above ground,
mkd. CC on S. face.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.
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Dependent Resurvey of the Subdivisional Lines,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS
T31N R11E
S5
S7|8s8
cc
1997
Deposit a magnet in a 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.

40.03 The cor. of secs. 5 and 6 only, monumented with a limestone,
17 x 12 x 6 ins., firmly set, projecting 4 ins. above ground,
with no visible marks.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
23 ins. in the ground, with brass cap mkd.
T31N R11E
S 6 l S5
S7
1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 89°48’ W., on the S. bdy. of sec. 6, over rolling grasslands.

39.26 Point for the 1/4 sec. cor. of sec 7 only, hereinafter described.

39.97 Point for the 1/4 sec. cor. of sec 6 only, at proportionate dist.
by the method of irregular boundary adjustment; there is no
remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
24 ins. in the ground, with brass cap mkd.
T31N R11E
1/4 S6
1997
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T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

5561

CHAINS

38.61

40.02

80.08

Deposit a magnet ina 1l x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post.

Set a steel fence post near the stainless steel post.

N. 89°41’ W., beginning new measurement.

The cor. of secs. 1, 6, 7 and 12, on the W. bdy. of the Tp.,
hereinbefore described.

From the cor. of secs. 5 and 6 only.
N. 0°17’ E., bet. secs. 5 and 6.

Point for the 1/4 sec. cor. of secs. 5 and 6, at proportionate
dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N R11E
1/4

S 6 l S5
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post.

Set a steel fence post near the stainless steel post.

The cor. of secs. 5, 6, 31 and 32, on the N. bdy. of the Tp.,
monumented with a stainless steel post, 2 1/2 ins. diam., firmly
set, projecting 2 ins. above ground, with brass cap mkd. T32N
R11E S31 S32 S6 S5 T31N 1988 1997, as described in the dependent
resurvey of a portion of the south boundary, T. 32 N., R. 11 E.,
executed concurrently under this same assignment.

Restoring the survey executed
by Sidney E. Blout in 1907

From the cor. of secs. 1, 2, 35 and 36, on the S. bdy. of the
Tp., hereinbefore described.

North, bet. secs. 35 and 36, over rolling grasslands.
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Dependent Resurvey of the Subdivisional Lines,
T. 31 N., R. 11 E., Gila and Salt River Meridian, Arizona

CHAINS

40.01 The 1/4 sec. cor. of secs. 35 and 36, monumented with a
limestone, 18 x 10 x 4 ins., firmly set, projecting 4 ins. above

ground, mkd. 1/4 on W. face.
At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N R11E
1/4
S35 | S36
1997

Deposit a magnet ina 1l x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

N. 0°14' W., beginning new measurement.

39.99 The cor. of secs. 25, 26, 35 and 36, monumented with a limestone,
16 X 8 ¥ 4 ins., loosely set, projecting 14 ins. above ground,
with 1 notch on the E. edge, and 1 notch on the S. edge. An iron
pipe, 2 1/2 ins. diam., 60 ins. long, was found lying loosely
alongside the stone.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N R11E
S26 | S25

S35 | 836
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set the iron pipe near the stainless steel post.

From the cor. of secs. 25, 30, 31 and 36, on the E. bdy. of the
Tp., hereinbefore described.

N. 89°57’ W., bet. secs. 25 and 36.
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CHAINS

39.97

41.10

79.94

40.02

Point for the 1/4 sec. cor. of secs. 25 and 36, at proportionate

dist.; there is no remaining evidence of the original cor.

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
27 ins. in the ground, with brass cap mkd.

T31N R11E
525
1/4 —
536
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post.

Set a steel fence post near the stainless steel post.

Cor. is located 30 lks. N. of the edge of pavement of Arizona
State Highway 264, bears ESE and WNW.

Center line of Arizona State Highway 264, asphalt pavement,
40 1ks. wide, bears ESE and WNW.

The cor. of secs. 25, 26, 35 and 36.

N. 0°02' W., bet. secs. 25 and 26.

The 1/4 sec. cor. of secs. 25 and 26, monumented with a
limestone, 16 x 8 x 4 ins., lying loosely on the surface of
ground, mkd. 1/4 on a face. This is accepted as the best
avalilable evidence of the original cor. position.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N R11E
1/4
526 | S25
1997

Deposit a magnet in a 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stainless steel post.

N. 0°06’ W., beginning new measurement.
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CHAINS

39.94

39.91

The cor. of secs. 23, 24, 25 and 26, monumented with a quartzite
stone, 18 x 8 x 5 ins., loosely set, projecting 13 ins. above
ground, with 1 notch on the E. edge, and 2 notches on the S.
edge.

At the cor. point

Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
23 ins. in the ground, with a mound of stone, 2 1/2 ft. base,
1 ft. high, N. of cor., with brass cap mkd.

T31N R11E
S23 | S24

526 | S25
1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Set a steel fence post near the stalnless steel post.

From the cor. of secs. 19, 24, 25 and 30, on the E. bdy. of the
Tp., hereinbefore described.

S. 89°59’ W., bet. secs. 24 and 25.

The 1/4 sec. cor. of secs. 24 and 25, monumented with a
sandstone, 16 x 12 x 6 ins., firmly set, projecting 9 ins. above
ground, with a scattered mound of stone, to the N., mkd. 1/4 on
N. face

At the cor. point

Set a stalnless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. In the ground, with brass cap mkd.

T31N R11E
s24
1/4 —
S25
1997

Deposit a magnet ina 1l x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.

Rebuild the mound of stone, 3 ft. base, 1 ft. high, to the N.
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CHAINS
Set a steel fence post near the stainless steel post.

N. 89°58’ W., beginning new measurement.

40.02 The cor. of secs. 23, 24, 25 and 26.

N. 0°03’ W., bet. secs. 23 and 24.

39.95 The 1/4 sec. cor. of secs. 23 and 24, monumented with a
limestone, 13 x 7 x 6 ins., firmly set, flush with ground,
mkd. 1/4 on a face.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
23 ins. in the ground, with a mound of stone, 3 ft. base, 2 ft.
high, to the N., with brass cap mkd.
T31N R11E
1/4
523 | 524
1997
Deposit a magnet in a1l x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stalnless steel post.
Set a steel fence post near the stainless steel post.
N. 0°07' W., beginning new measurement.

39.99 The cor. of secs. 13, 14, 23 and 24, monumented with a limestone,
16 x 11 x 3 ins., firmly set, projecting 3 ins. above ground,
with 1 notch on the E. edge, and 3 notches on the S. edge.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.
T31N R11E
S14 | s13
S23 | S24
1997
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CHAINS
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
From the cor. of secs. 13, 18, 19 and 24, on the E. bdy. of the
Tp., hereinbefore described.
N. 89°57" W., bet. secs. 13 and 24.

39.98 The 1/4 sec. cor. of secs. 13 and 24, monumented with a
limestone, 14 x 12 x 5 ins., firmly set, projecting 3 ins. above
ground, with illegible markings on W. face.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.
T31N R11E
S13
1/4 —
524
1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 89°57" W., beginning new measurement.
39.98 The cor. of secs. 13, 14, 23 and 24.
N. 0°05" W., bet. secs. 13 and 14.

40.03 The 1/4 sec. cor. of secs. 13 and 14, monumented with a
limestone, 15 x 9 x 5 ins., firmly set, 6 ins. below the surface
of ground, mkd. 1/4 on W. face.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.
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CHAINS
T31N R11E
1/4
S14 | S13
1997
Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Set a steel fence post near the stainless steel post.
N. 0°03’' W., beginning new measurement.

39.97 The cor. of secs. 11, 12, 13 and 14, monumented with a limestone,
16 x 13 x 5 ins., loosely set, projecting 12 ins. above ground,
with 1 notch on the E. edge, and 4 notches on the S. edge.

At the cor. point
Set a stainless steel post, 28 ins. long, 2 1/2 ins. diam.,
22 ins. in the ground, with brass cap mkd.

T31N R11E

S11 | s12

S14 | Si3

1997

Deposit a magnet ina 1 x 1 x 2 5/8 ins. white plastic case
beneath the stainless steel post and bury the original stone
alongside the stainless steel post.
Raise a mound of stone, 3 ft. base, 2 ft. high, to the N.
Set a steel fence post near the stainless steel post.
From the cor. of secs. 7, 12, 13 and 18, on the E. bdy. of the
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