EXISTING GRADE

1'

6''

1' 3 MAX

4' MIN

3 MAX

2' MIN

EXISTING GRADE

6''

3'' MIN OVERLAP OF CONCRETE CLOTH TO FORM OVERLAP JOINT.

ANCHOR CONCRETE CLOTH WITH 12'' TWISTED GUY BOLT WITH FENDER WASHER AS NEEDED.

3/4'' SS SCREWS @ 6'' O.C. TO PIN OVERLAP JOINT PRIOR TO HYDRATING. GROUT FINISHED JOINT

CONCRETE CLOTH ANCHOR AND OVERLAP JOINT DETAIL NTS

PREPARED FOR:
UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT
ANCHORAGE FIELD OFFICE
4700 BLM Road
Anchorage, AK 99507

Prepared By:
Ecology and Environment, Inc.
720 Third Ave., Suite 1700
Seattle, WA 98104

Adobe PDF
4-12

ECOLOGY AND ENVIRONMENT, INC.

DESIGNED BY: A. JONES
CHECKED BY: N. BROWN P.E.
DRAWN BY: V. SEE

RED DEVIL MINING DEPT. RED DEVIL, ALASKA
FIGURE 4-4 DETAILS 1 & 2
ALTERNATIVE 2 - CONCRETE CLOTH LINER

DRAFT DRAFT DRAFT