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SITE PLAN

Protect In Place

Existing 36" Diameter Tree

Gunst
on R

oad

Mason Neck Ki
osk Drive

Mason Neck Kiosk Drive 20+00.00 =

Mason Neck Kiosk Drive 25+22.51 = 

E=11,851,564.4192

N=6,934,308.0098
E=11,851,518.9319

N=6,934,595.1775

Information Kiosk

Sta. 24+64.46

Begin AC Pavment

End AB Pavement

Sta. 20
+58.30

Begin A
B PavementEnd AC Pavement

Legend

AC Pavement Section

AB Pavement Section

D1

    or protected with guardrail.

    clear zone along the frontage of subject site shall be removed, relocated  

4. All unrecoverable slopes and fixed objects within the Gunston Road 

    within the clear zone along Gunston Road.  

3. No material, equipment or any other fixed objects may be stored 

    Bridge Standards and Specifications.

    with Virginia Work Area Protection Manual, MUTCD, VDOT Road and 

2. All work within VDOT right of way must be performed in accordance

    and prior to performing any work within the right of way.

1. A VDOT permit must be secured to access site from Gunston Road

Notes:

Sawcut Line

See drainage cross section sheet

18" pipe culvert, sta. 23+82

Class 2 Riprap per Detail E251-01

Concrete Sidewalk

6" Concrete Curb

Accessibility Ramp, Concrete

Concrete Headwall

SCALE IN FEET

0 20 40

N

Inlet Type 6B per Detail 604-7A

Do not disturb

Existing underground fiber optic cable

Sawcut Line


