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NOTES:
 
1.	 CONSTRUCTION RIGHT-OF-WAY TYPICALLY WILL BE 100' WIDE CONSISTING OF 50' OF PERMANENT EASEMENT AND 50' OF TEMPORARY CONSTRUCTION RIGHT-OF-WAY. 

ADDITIONAL TEMPORARY WORKSPACE WILL BE NECESSARY AT MAJOR ROAD, RAIL, AND RIVER CROSSINGS, AT SIDESLOPES AND AT OTHER SPECIAL LOCATIONS AS 
REQUIRED. 

2.	 STOCKPILE TOPSOIL SEPARATELY FROM DITCH SPOIL AS SHOWN OR IN CONFIGURATION APPROVED BY ENABLE. 

For environmental review purposes only. 
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NOTES:
 
1.	 CONSTRUCTION RIGHT-OF-WAY TYPICALLY WILL BE 100' WIDE CONSISTING OF 33' OF PERMANENT EASEMENT AND 67' OF TEMPORARY CONSTRUCTION RIGHT-OF-WAY. 

ADDITIONAL TEMPORARY WORKSPACE WILL BE NECESSARY AT MAJOR ROAD, RAIL, AND RIVER CROSSINGS, AT SIDESLOPES AND AT OTHER SPECIAL LOCATIONS AS 
REQUIRED. 

2.	 STOCKPILE TOPSOIL SEPARATELY FROM DITCH SPOIL AS SHOWN OR IN CONFIGURATION APPROVED BY ENABLE. 

For environmental review purposes only. 
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NOTES:
 
1.	 CONSTRUCTION RIGHT-OF-WAY TYPICALLY WILL BE 80' WIDE CONSISTING OF 50' OF PERMANENT EASEMENT AND 30' OF TEMPORARY CONSTRUCTION RIGHT-OF-WAY. 

ADDITIONAL TEMPORARY WORKSPACE WILL BE NECESSARY AT MAJOR ROAD, RAIL, AND RIVER CROSSINGS, AT SIDESLOPES AND AT OTHER SPECIAL LOCATIONS AS 
REQUIRED. 

2.	 STOCKPILE TOPSOIL SEPARATELY FROM DITCH SPOIL AS SHOWN OR IN CONFIGURATION APPROVED BY ENABLE. 

For environmental review purposes only. 
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