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LINE LIST GENERAL NOTES
R 3236 3235 3234 3233 1. THIS PIPELINE WILL BE INSTALLED UNDER TITLE 49 PART 192 CFR.
P 2. EL PASO COATING SPECIFICATION:
=z 1| 5| o) = A, PRODUCTION GIRTH WELDS — UC 235
3 PIPELINE 7 = = Nl B. TIE—INS AND SHORT SECTIONS OF PIPE — UC 271
STATION H H A A H C. ARD FIELD JOINTS — USE POWERCRETE-J PER SPEC UC 271
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g I N g U 3 2665 B g 0. ABOVE GROUND PIPING, VESSELS AND STRUCTURES — AC 135
— 5 & & & 3. AL CONSTRUCTION R/W IS 115’ WIDE EXCEPT AS NOTED.
DISTANCE 4 EXTRA WORKSPACE IS APPLIED 40' TO EACH SIDE OF THE
CONSTRUCTION WORKSPACE (195’ WIDE TOTAL WORKSPACE)
EXCEPT AS NOTED.
5. THE ENVIRONMENTAL INSPECTOR CAN APPROVE SHIFTING OF THE
WORKSPACE WITHIN THE STUDY CORRIDOR AS APPROPRIATE.
6. THE CONSTRUCTION R/W IS LIMITED TO 75" WIDE IN WETLANDS
© EXCEPT AS NOTED.
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ITEM  DESCRIPTION ary RS = ELANTLPHTES COATHE TE=G=R=i TYRICAL: MARRING SYMBOLS 1. EPHEMERAL STREAM — IF WATER IS PRESENT AT THE TIME OF CONSTRUCTION,
§§§§ Stx E% ﬁ}ﬁ%iégg 88 § 8?8? m W Béﬁm 2{ S; §:§8 mgg EXTERIOR: 14—16 MIL FUSION BONDED EPOXY (FBE). TYPICAL PIPELINE CROSSINGS " THE TEMPORARY CONSTRUCTION WORKSPACE WILL BE LIMITED TO 115' AND RUBY PPELLNE
3236 BLM C1  PIPE COATNG TYPE 1 2 O 13080 RTEROR: EFFCIENGY COMTED PER (610 TYPICAL DETALLS CATHODIC PROTECTION THE EXTRA WORKSPACE WILL BE SET-BACK 50° FROM WATER'S EDGE. 300A—42
TIPE 2 - PLANT APPLIED GOSTING: ABRASION RESISTANT SYSTEM 40 Ty -P_P—124, TYRICAL DETALLS. CATHODIC, RROTECTION
TA-16 MIL MIN CORROSION & 40 MIL A 300711 TYPICAL OPEN CUT ROAD CROSSING
300712 TYPICAL BORED ROAD CROSSING
TYPE 3 — PLANT APPLIED COATING W/CONTRACTOR APPLIED CONCRETE: STA. 20505+4320005M4 320635+93
14 MIL FUSION BONDED EPODXY (FBE) WITH 7" CONCRETE
Division: _ ROCKY MOUNTAIN | Op. Area: ELKO
TYPE 4 — FITTING/BEND COATING: SPECIFICATION UC 271 State: NEVADA ‘ Co./Par.: ELKO €O
S5 T8 BE BETERUINED TYPE 5 — SHOP FABRICATION: PLANT OR FIELD APPLIED Section: 7 [ Township: __ 38N___| Range: 45E
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