
NINE MILE CANYON
ROAD IMPROVEMENTS

FACT SHEET
PROJECT ELEMENTS

 Dust Suppression
o Ongoing dust suppression during construc  on
o Double Chip Seal Hardened Surface to prevent 

dust for the long-term
 Drainage Improvements

o Culverts, low-water concrete crossings, ditching 
and erosion control, channel protec  on

 Public Safety
o Guardrail, regulatory and warning signage, 

paint striping, fencing, ca  le guards
o Meet minimum AASHTO roadway geometric 

standards
 Cultural Site Enhancements

o Pullouts at selected cultural sites

PROJECT LIMITS
 Soldier Creek Mine to Co  onwood Canyon (34 Miles)
 Harmon Canyon (Lower 1 Mile)
 Gate Canyon (Lower 1 Mile)

SCHEDULE
 Construc  on in 2011 and 2012, with comple  on 

targeted for December 2012

FUNDING
En  ty/En   es Contribu  on

Carbon & Duchesne Coun  es (CIB) $5 Million
Carbon & Duchesne County Road Districts $1 Million
State of Utah (CIB) $5 Million
Bill Barre   Corpora  on $10 Million

TOTAL FUNDING $21 Million

CONTEXT SENSITIVE SOLUTIONS
 Cultural Monitoring during construc  on (earth-

disturbing ac  vi  es)
 Class III cultural surveys throughout the project 

area
 All project personnel receive Cultural Resource 

Sensi  vity Training
 Cultural site avoidance and discovery provision 

implementa  on
 Minimized roadway footprint
 Ongoing Dust Suppression during construc  on
 Erosion control, revegeta  on, soil stabiliza  on

BENEFITS
 Long-term protec  on of cultural resources
 Improved all-weather access for mul  ple 

public land uses, including recrea  on, 
transporta  on, agriculture, resource recovery, 
u  li  es, etc.

 Public safety standards sa  sfi ed
 Signifi cant local, regional and na  onal 

socioeconomic benefi ts
 Sa  sfi es provisions required by the WTP 

Programma  c Agreement for natural gas fi eld 
development as managed by BLM Price FO

 Coopera  on and communica  on between 
local governments, state and federal agencies, 
energy industry and special interest groups in 
order to accomplish mutual goals!


