
Parameter
NFA-100 

(New Fork River 
near Pinedale)

NFA-300 
(New Fork River 
above Boulder 

Creek)

NFA-400 
(New Fork River 

at Hwy 351)

NFA-500 
(New Fork River 

above Green 
River)

Location
New Fork River 

near Pinedale

New Fork River 

above Boulder Ck

New Fork River 

at Hwy 351

New Fork River 

above Green R.

Sample Date 11/4/2009 11/4/2009 11/4/2009 11/4/2009 7/22/2009 11/4/2009 7/22/2009 11/4/2009

Flow 22 ft3/sec 174 ft3/sec 324 ft3/sec 354 ft3/sec 0.45 gal/min 0.34 gal/min 0.25 gal/min 0.30 gal/min

pH (s.u.) 8.1 8.1 8 8.4 8.7 7.5 8.2 8.4

EC (μmhos/cm) 306 214 189 197 123 114 760 738

TSS (mg/L) <10 <10 <10 <10 11 30 <1 <10

TDS (mg/L) 179 127 111 118 98 102 454 437

Alkalinity (mg/L) 150 100 85 86 42 36 230 210

Chloride (mg/L) 1 1 2 2 4 4 55 57

Sulfate (mg/L) 7 8 9 11 9 9 58 60

Fluoride (mg/L) 0.2 0.2 0.1 0.2 0.2 0.2 1.6 1.6

SAR 0.23 0.28 0.31 0.35 3.45 2.61 10.1 12.3

Calcium (mg/L) 45.1 29.2 24.2 23.4 3.0 3.4 10.0 8.6

Magnesium (mg/L) 8.7 6.0 5.2 5.0 <1 0.5 4.0 3.1

Potassium (mg/L) 2 2 2 2 <1 <1 1 1

Sodium (mg/L) 6 6 6 7 23 20 146 165

Notes:

    ft3/sec = cubic feet per second; gal/min = gallons per minute; s.u. = standard units of pH; EC = electrical conductivity; μmhos/cm = micromhos per centimeter; 

         mg/L = milligrams per liter; TSS = total suspended solids; TDS = total dissolved solids; SAR = sodium adsorption ratio; PAPA = Pinedale Anticline Project Area. 

    Station NFA-200 (New Fork River near airport) could not be accessed due to private property.

    All surface water samples were collected by AMEC; and analyzed by Energy Laboratories. 

    See Figure 2 for station locations. 

TABLE 15 
Laboratory Results of Surface Water Samples Collected in 2009  

PAPA Data Gaps Study

Antelope Spring Mesa Spring

SE portion of PAPA NW portion of PAPA
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