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AMI007 9/22/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 15-8 WW Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4734333 593640 7497 

Garmin GPS accuracy: 16.2 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres 

Time pH Conductivity TDS Temp. (C) 

9:29 8.77 656 409 9.3 

9:32 8.75 626 392 10 

9:35 8.7 627 395 10.2 

9:38 8.78 626 393 10.3 

9:41 8.82 626 394 10.4 

9:44 8.47 628 393 10.5 

9:47 8.81 625 391 10.4 

Field Meter Used: Hanna HI 991300 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:*
 

Other Bailer Notes:*
 

Heather Cole Delsa Allen 

pumped, began running at 9:29 

Troy and Stan with Warco also present. Duplicate 
samples taken. No gas alarm. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

9:47 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

266AMI007HC08 and 266AMI007HC08D 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 266AMI007HC08 

Sample Collection Time: 10:40 AM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab Corrective Action Comments: 
"Samples for dissolved metals/hardness were 

subsampled, filtered and preserved with 2 mL HNO3 
in lab upon receipt to pH<2" 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 182 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 9 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 128 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 83 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 339 

Sample ID: 266AMI007HC08D 

Sample Collection Time: 10:45 AM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab Corrective Action Comments: 
"Samples for dissolved metals/hardness were 

subsampled, filtered and preserved with 2 mL HNO3 
in lab upon receipt to pH<2" 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 182 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 10 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 131 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 83 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 342 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI008 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 9-23 WW Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4711949 608527 7377 

Garmin GPS accuracy: 20.2 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 16:26 9.71 627 395 13.8 
Bailing Method Used:* 16:29 9.67 615 386 13.2 
Bailers Used:* 16:32 9.66 618 384 12.7 

16:35 9.68 617 388 12.7 Other Bailer Notes:* 

16:38 9.66 

16:41 9.69 

Field Meter Used: Hanna HI 991300 

611 12.4 385 

615 13.7 377 

Heather Cole Delsa Allen 

Pumped 

Filled GRO bottles directly from well. Travis with 
Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

4:41 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

241AMI008HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI008HC08 

Sample Collection Time: 4:35 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 137 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 16 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 3.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 120 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 107 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 314 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI009 8/20/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Lizard Head 13-28 Ultra 
WW 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4719503 604012 7060 

Well Covering Notes:* Garmin GPS accuracy: 14.5 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 82.31 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 360 

Sample Depth Actual (ft): 36013:50 7.58 2591 1624 13.8 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Whitney also present. PVC cap on well. Used 2 old 
(previously used) bailers. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:50 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

232AMI009HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 232AMI009HC08 

Sample Collection Time: 2:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 187 

Calcium (mg/L) 33 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 17 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 3 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 516 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 1020 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 1590 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI009 5/19/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Lizard Head 13-28 Ultra 
WW 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4719501 604014 7047 19.5 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump was not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

14:49 8.75 2044 1023 11.6 Sample Depth Actual (ft): 

14:52 8.25 2111 1056 10.2 Bailing Method Used:* 

14:55 8.13 2123 1061 9.6 Bailers Used:* 

14:58 8.12 2122 1061 9.1 Other Bailer Notes:* 

15:01 8.18 

15:04 8.17 

Field Meter Used: Hanna HI 991300 

2115 91054 

2120 9.8 1059 

Delsa Allen Sharon Harrell 

Travis with Premier Pumps also present 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:03 PM 

Time Used on Bottle 
Labels:* 

3:00 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

139AMI1009DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 139AMI009DA09 

Sample Collection Time: 3:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 204 

Calcium (mg/L) 33 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 15 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 2 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 479 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 912 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 1640 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI011 9/23/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Falcon #1-36 W
 

Is Well Covered?*
 

Well Locked*
 Unit Used GPS Notes
 

4709611 610236 7290 

Well Covering Notes:* Garmin GPS accuracy: 16.5 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 332.02 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 605 

Sample Depth Actual (ft): 60510:58 9.29 869 549 9.2 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Lockable cap on well, but no lock. Used two old 
(previously used) bailers. According to Richard 

(with Warco Pumps) Questar may drill a new well 
on the 20 pad. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:58 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

labled in the office: 267AMI011HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 267AMI011HC08 

Sample Collection Time: 10:58 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 178 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 25 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 163 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 114 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 410 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI012 9/5/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Pinedale #13-19 W Shell 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4721147 600869 7008 17.2 

GPS Notes Unit Used 

Garmin GPS 
Map 76 

taken at sign indicating well's 
previous location. 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

well has been plugged Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Heather Cole Delsa Allen 

No samples taken, well has been plugged. GPS and 
pictures taken. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI014 9/12/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 3-22D Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4732387 596162 7453 

Well Covering Notes:* Garmin GPS accuracy: 23.1 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 460.81 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 545 

Sample Depth Actual (ft): 54514:10 9.55 798 498 13.5 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Whitney also present. Used 2 new bailers. Bailers 
caught on pulley contraption and broke falling into 

well - 2 bailers, electrical tape and rebar. 2nd 
attempt: used 2 new bailers, no rebar. Water is 

dark but not oily or greasy - water could have been 
stirred up when the 1st set of bailers fell. [The 

operator was notified of the incident as soon as 
possible] 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:10 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

256AMI014HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 256AMI014HC08 

Sample Collection Time: 1:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'.  According to the lab, the cooler 
this sample was shipped in had no custody seal upon 

arrive to them. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 280 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 10 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 160 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 75 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 395 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI016 12/12/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Sherlock 15-8 Ultra 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4743543 590795 7287 15 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

well has been plugged Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Delsa Allen Meghann Durbrow 

No samples taken - well has been plugged. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI017 10/16/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Antelope 15-4 WSW BP 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4706870 614635 7187 

Well Covering Notes:* Garmin GPS accuracy: 28 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 219.52 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 650 

Sample Depth Actual (ft): 65012:18 9.3 1460 914 9.6 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Well unlocked prior to arrival by Nielson 
personnel. Two old [previously used] bailers used. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:18 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

290AMI017HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 290AMI017HC08 

Sample Collection Time: 12:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

2.6Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 94 

Calcium (mg/L) 11 
0.173 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 76 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 4.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 275 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 433 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 874 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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13.9 

AMI017 12/2/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Antelope 15-4 WSW BP 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4706872 614636 7187 

Garmin GPS Well Covering Notes:* 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level was taken at a previous visit 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 650 

Sample Depth Actual (ft): 65011:20 8.08 1514 976 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Bailed with rope and 2 new bailers. Well unlocked 
upon arrival. GRO (bottles) filled using (new) 

plastic cup. Only 1 bailer was full so only 1 TPH 
bottle was filled. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:20 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

337AMI017HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 337AMI017HC08 

Sample Collection Time: 11:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 89 

Calcium (mg/L) 10 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 58 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 3.6 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 278 

15Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 448 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 910 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI018 10/16/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Rainbow 16-30 Newfield 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4702138 617964 7172 

Well Covering Notes:* Garmin GPS accuracy: 20.2 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 177.39 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 563.5 

Sample Depth Actual (ft): 563.511:00 8.73 1354 853 7.6 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Well unlocked prior to arrival by Nielson 
personnel. Used 1 old (previously used) and 1 new 

bailer. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:00 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

290AMI018HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 290AMI018HC08 

Sample Collection Time: 11:00 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 136 

Calcium (mg/L) 3 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 268 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 425 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 768 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI019 9/15/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Stewart Point 11-34 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4737144 593445 7526 

Well Covering Notes:* Garmin GPS accuracy: 17.1 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 517.52 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 615 

Sample Depth Actual (ft): 61511:45 8.91 576 365 14.9 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Used a new plastic cup to fill GRO bottles with. A 
small amount of little black chunks in water, but 

water was clear. Two bailers used were previously 
used. There was a lock on the well. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:45 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

259AMI019DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 259AMI019DA08 

Sample Collection Time: 11:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. GRO analysis was performed past 
recommended holding time by 2 days. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 183 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 6 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 122 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 65 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 307 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI020 9/17/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mocroft 11-22 WW Sylvia Sandoval 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4740735 593690 7073 

Well Covering Notes:* Garmin GPS accuracy: 17.2 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 37.82 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

measured to top of outer casing 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 229 

Sample Depth Actual (ft): 22911:50 7.99 672 434 15.7 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Set well cap back on upside down to avoid difficult 
removal. Zeroed bailer depth at outer casing. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:50 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

261AMI020HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 261AMI020HC08 

Sample Collection Time: 12:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. Workorder receipt checklist from 
lab states that the custody seal was not intact 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 228 

Calcium (mg/L) 11 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 0 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 1 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 124 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 69 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 353 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI023 9/17/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mocroft 1-21 WW Sylvia Sandoval 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4741628 592818 7171 

Well Covering Notes:* Garmin GPS accuracy: 20.0 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 39.55 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 255 

Sample Depth Actual (ft): 25510:40 8.26 1488 936 13.8 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Used 1 old (previously used) bailer and 1 new 
bailer; older bailer leaking, bailed twice. Cap is 
taped with electrical tape. Water is black when 

poured into bottles, but when acid preserves are 
added to bottles, the water color lightened to a tan 

color. Sediment in samples as well. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:40 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

261AMI023HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 261AMI023HC08 

Sample Collection Time: 10:45 AM 

Notes related to lab data 

0 = ND 'Nondetect'. Workorder receipt checklist from 
lab states that the custody seal was not intact 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 313 

Calcium (mg/L) 5 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 9 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 2 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 286 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 331 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 807 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI026 9/11/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* New Fork Unit 11-24 Shell 
W 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4721651 599785 

Well Covering Notes:* Garmin GPS accuracy: 16.8 ft 
Map 76 

Water Level Values Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft):
 

Sample Depth Actual (ft):
 

Bailing Method Used:*
 

Bailers Used:*
 

Other Bailer Notes:*
 

Field Meter Used: None 

Heather Cole Delsa Allen 

Well has been plugged 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI027 9/18/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 3-20 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4732424 593161 7487 

Garmin GPS accuracy: 15.9 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres 

Time pH Conductivity TDS Temp. (C) 

14:52 9.18 623 390 16 

14:55 9.27 616 386 14.6 

14:58 9.19 630 396 14.2 

15:01 9.25 635 400 13.7 

15:04 9.16 635 401 13.6 

15:07 9.26 632 398 13.6 

15:10 9.2 634 399 13.9 

Field Meter Used: Hanna HI 991300 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:*
 

Other Bailer Notes:*
 

Heather Cole Delsa Allen 

pumped - started running at 2:52 

Duplicates taken at 3:10. Pam with Warco Pumps 
also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:07 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

262AMI027HC08 and 262AMI027HC08D 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 262AMI027HC08 

Sample Collection Time: 3:05 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 178 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 12 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 150 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 122 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 394 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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Sample ID: 262AMI027HC08D 

Sample Collection Time: 3:10 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 

Diesel Range 0 1.1 or 10 mg/L 
2 

Organics (mg/L) 

Gasoline Range 0 7.3 mg/L
Organics (mg/L) 

Benzene (ug/L) 5 ug/L 

Ethylbenzene (ug/L) 700 ug/L 

m+p-Xylenes (ug/L) 10,000 ug/L 

o-Xylene (ug/L) 10,000 ug/L 

Toluene (ug/L) 1,000 ug/L 

If results are blank, parameter was not analyzed. 

Other Data Results 

178Alkalinity (mg/L) 

1Calcium (mg/L) 

13Chloride (mg/L) 

1.4Fluoride (mg/L) 

0Magnesium (mg/L) 

0Potassium (mg/L) 

153Sodium (mg/L): 

126Sulfate (mg/L) 

Total Dissolved Solids 
390@180 C (mg/L): 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI028 9/18/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Stewart Point 11-33 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4737448 592153 7561 

Garmin GPS accuracy: 17.4 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well. 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:34 9.55 511 323 12.9 
Bailing Method Used:* 11:37 9.42 547 345 13.4 
Bailers Used:* 11:40 9.42 540 340 13.4 

11:43 9.43 536 337 13.4 Other Bailer Notes:* 

11:46 9.41 

11:49 9.4 

Field Meter Used: Hanna HI 991300 

529 13.7 333 

541 14.2 339 

Heather Cole Delsa Allen 

pumped - started running at 11:34 

Pam with Warco Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:49 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

262AMI028HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 262AMI028HC08 

Sample Collection Time: 11:50 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 191 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 4 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 124 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 72 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 317 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI029 9/22/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 13-5 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4736017 592748 7517 

Garmin GPS accuracy: 19.4 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 9:48 9.64 763 480 9.6 
Bailing Method Used:* 9:51 9.03 851 537 10.8 
Bailers Used:* 9:54 9.08 800 502 11 

9:57 8.88 816 514 11.1 Other Bailer Notes:* 

10:00 8.77 

10:03 8.75 

Field Meter Used: Hanna HI 991300 

808 11.3 510 

800 11.4 502 

Heather Cole Delsa Allen 

pumped, began running at 9:48 

Troy and Stan with Warco Pumps also present. No 
gas alarm. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:03 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

266AMI029HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 266AMI029HC08 

Sample Collection Time: 10:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab Corrective Action Comments: 
"Samples for dissolved metals/hardness were 

subsampled, filtered and preserved with 2 mL HNO3 
in lab upon receipt to pH<2" 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 177 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 6 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 168 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 168 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 433 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 19 of 228 



  

  

 

 

 

 

 

 

 

 
 

 

AMI030 9/18/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Stewart Point 5-20 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4741351 590182 7411 

Well Covering Notes:* Garmin GPS accuracy: 18.2 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:14 9.22 500 315 11.5 
Bailing Method Used:* 10:17 9.36 531 336 11.3 
Bailers Used:* 10:20 9.28 453 285 11.2 

10:26 9.41 442 277 11.1 Other Bailer Notes:* 

10:29 9.43 

Field Meter Used: Hanna HI 991300 

441 11.5 277 

Heather Cole Delsa Allen 

pumped - started running at 10:14 

Pam with Warco Pumps also present. Missed the 
10:23 parameter reading. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:29 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

262AMI030HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 262AMI030HC08 

Sample Collection Time: 10:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 191 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 102 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 32 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 264 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI032 8/14/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 10-21D Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4731607 595606 7463 

Well Covering Notes:* Garmin GPS accuracy: 19.2 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 480.1 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 720 

Sample Depth Actual (ft): 72014:12 8.88 670 417 16.2 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Used new plastic cup to fill GRO bottles. Used 2 
new bailers. Had a snag on the way up, had to 

untangle then drop bailer back down 10 ft. Both 
bailers came up empty. Sent back down, went 

slower after water level, bailers came up full. Well 
is on same location as AMI 094. No cover on well. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:12 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

227AMI032DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 227AMI032DA08 

Sample Collection Time: 2:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 183 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 10 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 152 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 131 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 406 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI033 10/6/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Highway #11 Yates 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4708015 615770 7271 

Well Covering Notes:* Garmin GPS accuracy: 15.0 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 266.35 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 655 

Sample Depth Actual (ft): 65513:40 9.19 1467 926 9.8 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Used 1 new bailer and 1 that was previously used. 
Used new plastic cup to fill GRO bottles. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:40 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

280AMI033DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 280AMI033DA08 

Sample Collection Time: 1:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

1.7Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 86 

Calcium (mg/L) 5 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 14 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 288 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 486 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 811 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI033 11/6/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Highway #11 Yates 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4708014 615775 7278 

Well Covering Notes:* Garmin GPS accuracy: 16.2 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level taken during a previous visit 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 655 

Sample Depth Actual (ft): 63512:25 9.39 1368 899 8.3 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Used rope to bail. Small knot in rope 
approximately 1/2 way. Hair on bailer. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:25 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

311AMI033HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 311AMI033HC08 

Sample Collection Time: 12:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 89 

Calcium (mg/L) 4 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.4 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 278 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 491 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 804 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI034 9/19/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Antelope 11-4 W Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4707304 614164 7225 

Well Covering Notes:* Garmin GPS accuracy: 14.7 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 231.86 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 519 

Sample Depth Actual (ft): 51911:55 9.08 2024 1266 13.9 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: 

Heather Cole Delsa Allen 

bailed with rope 

Used 2 old (previously used) bailers. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:55 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

263AMI034HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 263AMI034HC08 

Sample Collection Time: 12:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 130 

Calcium (mg/L) 3 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 13 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 381 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 705 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 1110 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI036 7/21/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: County Shop #1 (old 
shop) 

Sublette County 

Is Well Covered?* 

Well Locked* Yes Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4740955 595333 7120 21.3 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

unknown 

Water Level Notes: 

Could not get into well for water level 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:36 8.92 232 116 19.7 
Bailing Method Used:* 13:39 8.84 231 115 25.4 
Bailers Used:* 13:42 9.08 232 116 19.6 

13:45 9.02 230 115 18.1 Other Bailer Notes:* 

13:48 8.98 

13:51 8.93 

Field Meter Used: Hanna HI 991300 

230 17.8 114 

233 17.8 116 

Delsa Allen Sharon Harrell 

Water samples were collected from bathroom of 
the Emergency Management Building. Well is 

located on the East side of blue building. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:51 PM 

Time Used on Bottle 
Labels:* 

1:45 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

202AMI036DA09 

GRO bottles filled from:* 

Inside Faucet 

Rest of bottles filled from:* 

Inside Faucet 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 202AMI036DA09 

Sample Collection Time: 1:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 113 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 56 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 9 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 205 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 25 of 228 



  

  

 

 

 

 

 

 
 

 

AMI037 9/19/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Rainbow 7-31 Shell 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4709177 611401 7422 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

accuracy: 18.5 ft 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

well has been plugged Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Heather Cole Delsa Allen 

No samples taken - well has been plugged 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI038 8/1/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Warbonnet 13-19 Schwabacher stock well Northing Easting Elev(ft) Accuracy* 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

None GPS coordinates not taken Well Covering Notes:* 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Heather Cole Delsa Allen 

Samples not taken - pump plug is not compatible 
with generator-see photos. Pump plug: NEMA L14-

30 Leviton 30A-125/250V GRDG 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI038 10/8/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 13-19 Schwabacher stock well 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4711521 600881 7219 

Garmin GPS accuracy: 18.1 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:22 9.23 716 451 11.4 
Bailing Method Used:* 11:25 9.17 700 441 11.1 
Bailers Used:* 11:28 9.15 703 442 11.2 

11:31 9.15 701 441 11.2 Other Bailer Notes:* 

11:34 9.13 

11:37 9.12 

Field Meter Used: Hanna HI 991300 

699 11.5 440 

697 11.7 439 

Delsa Allen 

pumped - began running water at 11:22 

Jackson Schwabacher also present. All bottles 
filled directly from hydrant on well. Generator 

running in back of SCCD truck. Care taken not to 
expose bottles to fumes - GRO bottles kept inside of 
truck. Workers on location said they were plugging 

this gas well. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:39 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

282AMI038DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 282AMI038DA08 

Sample Collection Time: 11:40 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 293 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 31 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 13.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 184 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 1 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 432 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI047 8/13/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Crosswinds #1 Bill Kellen/Ryan Persinger 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Water Level Values Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 16:35 7.52 290 179 16.9 
Bailing Method Used:* 16:38 7.96 297 184 11 
Bailers Used:* 16:41 8.04 288 179 11 

16:44 8.06 289 179 11.3 Other Bailer Notes:* 

16:47 8.04 287 177 10.3 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

began running water from out side spicket at 4:35 

Meghann Durbrow was also present. Filled GRO 
bottles directly from spigot. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

4:47 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

226AMI074DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 226AMI074DA08 

Sample Collection Time: 5:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 126 

Calcium (mg/L) 12.3 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 1.7 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1.2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 56.8 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 29 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 161 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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19.1 

AMI061 8/4/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* NFIDW #5
 

Is Well Covered?*
 

Well Locked*
 Unit Used GPS Notes
 

4746555 589966 7197 

Well Covering Notes:* Garmin GPS accuracy:19.1 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 5.32 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Water level taken at 2:11 - after sampling 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 8 

Sample Depth Actual (ft): 813:50 7.12 519 310 24.6 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: 

Heather Cole Whitney Philpott 

bailed 

used old bailer with rope attached and bailed using 
the rope 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:50 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

217AMI061HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 217AMI061HC08 

Sample Collection Time: 2:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 260 

Calcium (mg/L) 79.5 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 1 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 17.4 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 3 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 5.4 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 33 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 329 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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17.1 

AMI064 8/5/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Dew Lumber #1 Mark & Susan Noble 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4745840 588748 7204 

Garmin GPS Well Covering Notes:* 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well - could 
not open well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:51 9 564 340 18.4 
Bailing Method Used:* 13:54 9.13 557 334 13.9 
Bailers Used:* 13:57 9.23 598 357 12.2 

14:00 9.2 569 345 10.2 Other Bailer Notes:* 

14:03 9.2 

14:06 9.23 

Field Meter Used: Hanna HI 991300 

575 9.5 345 

572 9.8 339 

Heather Cole Delsa Allen 

began running pump at 1:51 PM 

pictures taken at spigot and well 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:06 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

218AMI064HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 218AMI064HC08 

Sample Collection Time: 2:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 200 

Calcium (mg/L) 1.3 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 1 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 4.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 126 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 54 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 293 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI065 8/5/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Dew Lumber #2 Richard&Kathleen Jenkins 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4745751 588660 7267 

Garmin GPS accuracy: 23.5. taken just 
Map 76 outside of pump house 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken, pump in well and cannot 
open cap due to pipe 

Field Parameteres 

Time pH Conductivity TDS Temp. (C) 

14:21 8.87 855 515 13.3 

14:24 8.8 958 596 10 

14:27 8.88 960 595 8.7 

14:30 9 865 534 8.5 

14:33 9.24 592 376 8.2 

14:36 9.42 492 305 8.5 

14:37 9.22 678 421 8.3 

14:40 9.19 746 458 8.3 

14:43 9.35 641 399 10 

Field Meter Used: Hanna HI 991300 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:*
 

Other Bailer Notes:*
 

Heather Cole Delsa Allen 

began running pump at 2:21 PM 

Checked conductivity with standard at 2:33 PM. 
Water run out of Pinedale Lumbers' hose - dirty 

and old but could not detach it from spigot 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:43 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

218AMI065HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 218AMI065HC08 

Sample Collection Time: 2:40 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 210 

Calcium (mg/L) 1.6 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 137 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 65 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 321 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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16.1 

AMI066 11/14/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Flugel #2 Harri Seaton 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4745096 588578 7279 

Garmin GPS Well Covering Notes:* 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 59.95 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level taken at 1:15, after pumping to get 
sample 

Field Parameteres 

Time pH Conductivity TDS Temp. (C) 

12:47 8.64 1248 798 10.9 

12:50 8.8 1400 895 8.2 

12:53 8.76 1371 877 7 

12:56 8.84 1161 743 6.9 

12:59 8.82 1244 801 7.6 

13:02 8.84 1116 709 7.3 

13:05 8.49 1156 740 7 

Field Meter Used: Hanna HI 991300 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:*
 

Other Bailer Notes:*
 

Heather Cole Delsa Allen 

pumped - began running at 12:47 

Well is located in man hole just north of the house. 
Harri uncapped the well for us. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:05 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

319AMI066HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 319AMI066HC08 

Sample Collection Time: 1:05 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 152 

Calcium (mg/L) 5 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 24 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.6 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 241 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 325 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 649 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI067 1/21/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Williams #1 (10 
Industrial Site-Lot 30) 

Josh Harber 

Is Well Covered?* 

Well Locked* N/A-domestic-use pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4745023 588312 7328 21.5 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Yes, 45 minutes 

Water Level Notes: 

not taken- well inaccessible 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 9:13 8.37 670 335 8.9 
Bailing Method Used:* 9:16 8.51 670 336 7.1 
Bailers Used:* 9:19 8.95 675 336 6.7 

9:22 8.61 673 336 6.8 Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen 

Josh Harber also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

9:30 AM 

Time Used on Bottle 
Labels:* 

9:30 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

021AMI067DA09 

GRO bottles filled from:* 

Glass cup 

Rest of bottles filled from:* 

Well Owner's Hose 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 021AMI067DA09 

Sample Collection Time: 9:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 140 

Calcium (mg/L) 3 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 17 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 169 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 184 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 482 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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22.3 

AMI075 11/12/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Driggs #2
 North Sky, LLC (Mike Ray)
 

Is Well Covered?*
 

Well Locked*
 Unit Used GPS Notes
 

4746687 590635 7177 

Garmin GPS Well Covering Notes:* 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 10.27 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level was fluctuating some 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 14:37 7.47 487 311 10.2 
Bailing Method Used:* 14:40 7.4 493 314 10.7 
Bailers Used:* 14:43 7.39 487 311 10.7 

14:46 7.43 489 312 10.8 Other Bailer Notes:* 

14:49 7.46 

14:52 7.47 

Field Meter Used: Hanna HI 991300 

486 10.9 309 

487 10311 

Heather Cole Delsa Allen 

pumped - began running at 2:37 

Photo board was labled "AD135??" [Staff wasn't 
sure about the well ID at the time] 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:52 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

not labeled in the field, then labeled 
317AMI075HC08 before sending to lab 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 317AMI075HC08 

Sample Collection Time: 2:50 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 232 

Calcium (mg/L) 72 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 13 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 17 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 10 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 233 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI076 8/13/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Pinedale Shop #1 WYDOT 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4746651 591299 7194 

Well Covering Notes:* Garmin GPS accuracy: 20.5 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 8.1 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 4:19 6.79 167 104 15.8 
Bailing Method Used:* 4:21 6.82 168 104 15.5 
Bailers Used:* 16:10 6.69 166 103 24 

16:13 6.78 170 104 18 Other Bailer Notes:* 

16:16 6.76 

Field Meter Used: Hanna HI 991300 

167 16.5 103 

Delsa Allen Whitney Philpott 

began running facet in breakroom at 4:10 

Meghann Durbrow also present. Ran water out of 
break-room for samples. Filled GRO bottles from 

facet. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

4:21 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

226AMI076DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 226AMI076DA08 

Sample Collection Time: 4:20 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 77 

Calcium (mg/L) 17.2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 1 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 2.9 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1.8 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 17.3 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 18 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 98 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI077 8/6/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 2-28D Anschutz 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4730797 595698 7221 

Well Covering Notes:* Garmin GPS accuracy: 22.4 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 248.92 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 510 

Sample Depth Actual (ft): 51014:10 9.2 604 376 15.5 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Meghann Durbrow 

bailed 

Used 2 new bailers. Well is on same location as 1-
28D, 2-28D is painted red. Well cap set upside 

down on well. GRO bottles filled using new plastic 
cup. Sponges turning tan/rust color. Only 2 TPH 

bottles were filled. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:10 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

219AMI077HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 219AMI077HC08 

Sample Collection Time: 2:20 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 200 

Calcium (mg/L) 1.4 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 14 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 134 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 57 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 321 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI078 8/29/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside / Pinedale 
1-4 

Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4727540 595561 7152 

Well Covering Notes:* Garmin GPS accuracy: 29.9 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 8:09 8.89 724 456 13.6 
Bailing Method Used:* 8:12 8.8 713 449 13.2 
Bailers Used:* 8:15 8.57 715 447 13.2 

8:18 8.46 711 447 12.9 Other Bailer Notes:* 

8:21 8.49 

Field Meter Used: Hanna HI 991300 

713 12.4 447 

Heather Cole 

Pumped 

Water being pumped to rig upon arrival. 42547 
bbls at 8:01. Filled GRO bottles directly from well. 
Juan with Premier Pumps also present. Duplicates 

taken (red cooler, labeled back at office) 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

8:21 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

242AMI078HC08 and 242AMI078HC08D 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 242AMI078HC08 

Sample Collection Time: 8:25 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 275 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 164 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 48 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 372 

Sample ID: 242AMI078HC08D 

Sample Collection Time: 8:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 275 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 1 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 161 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 49 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 358 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI079 8/26/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside / Pinedale 
2-2 

Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4727448 597969 7006 

Garmin GPS accuracy: 19.1 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:26 9.38 818 515 11.9 
Bailing Method Used:* 10:29 8.65 824 518 11.1 
Bailers Used:* 10:32 8.48 838 527 10.5 

10:35 8.5 832 522 10.6 Other Bailer Notes:* 

10:38 8.53 

10:41 8.58 

Field Meter Used: Hanna HI 991300 

832 10.6 524 

831 12.9 523 

Heather Cole Delsa Allen 

Pumped - started running water at 10:26 

At 10:26 water was clear; at 10:29 and 10:32 
water was tan/orange; at 10:35 and 10:38 water 

was lightly colored; and at 10:41 water was lightly 
colored and had a sheen. Sheen on water in 

samples. Not much of an odor, if any. Not pumped 
for 2 years. Travis with Premier Pumps also 

present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:41 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

239AMI079HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 239AMI079HC08 

Sample Collection Time: 10:45 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

2.2Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 148 

Calcium (mg/L) 13 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.7 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 3 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 150 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 201 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 467 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI079 9/5/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside / Pinedale 
2-2 

Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4727446 597966 7029 

Garmin GPS accuracy: 31.1 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 1:35 8.43 836 525 12.8 
Bailing Method Used:* 13:20 9.14 819 515 12 
Bailers Used:* 13:23 8.98 829 525 10.4 

13:26 8.63 842 532 10.1 Other Bailer Notes:* 

13:29 8.59 

13:32 8.59 

Field Meter Used: Hanna HI 991300 

851 10534 

851 10532 

Heather Cole Delsa Allen 

Pumped - pump started at 1:20 

This is a resample due to DRO detection of 2 mg/L. 
Water is a little cloudy and there is a sheen. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:35 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

249AMI079HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 249AMI079HC08 

Sample Collection Time: 1:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. The rest of the sample set froze 
while being stored prior to shipping to the lab. 

Another complete sample set was collected for this 
well on 9-12-08. 

Hydrocarbon Data Results Standards 1 

2Diesel Range 1.1 or 10 mg/L
Organics (mg/L) 

Gasoline Range 0 7.3 mg/L
Organics (mg/L) 

Benzene (ug/L) 5 ug/L 

Ethylbenzene (ug/L) 700 ug/L 

m+p-Xylenes (ug/L) 10,000 ug/L 

o-Xylene (ug/L) 10,000 ug/L 

Toluene (ug/L) 1,000 ug/L 

If results are blank, parameter was not analyzed. 

Other Data 

Alkalinity (mg/L)
 

Calcium (mg/L)
 

Chloride (mg/L)
 

Fluoride (mg/L)
 

Magnesium (mg/L)
 

Potassium (mg/L)
 

Sodium (mg/L):
 

Sulfate (mg/L)
 

Total Dissolved Solids 

@180 C (mg/L):
 

Results 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI079 9/12/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside / Pinedale 
2-2 

Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4727450 597967 7001 

Garmin GPS accuracy: 16.5 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:40 7.48 883 552 11.5 
Bailing Method Used:* 11:43 8.45 845 532 9.9 
Bailers Used:* 11:46 8.43 845 533 9.9 

11:49 8.43 851 536 9.9 Other Bailer Notes:* 

11:52 8.45 

11:55 8.49 

Field Meter Used: Hanna HI 991300 

832 10.7 524 

859 11.2 540 

Heather Cole Delsa Allen 

pumped 

Whitney and Travis with Premier Pumps also 
present. This is a re-sample due to previous 

detections. Slight sheen on water. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:55 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

256AMI079HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 256AMI079HC08 

Sample Collection Time: 11:50 AM 

Notes related to lab data 

0 = ND 'Nondetect'.  According to the lab, the cooler 
this sample was shipped in had no custody seal upon 

arrive to them. 

Hydrocarbon Data Results Standards 1 Other Data Results 

2.6Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 151 

Calcium (mg/L) 17 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.6 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 3 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 150 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 207 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 471 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI079 5/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Riverside / Pinedale 
2-2 

Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4727445 597969 7012 18.7 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump was not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:15 9.33 656 326 10.5 
Bailing Method Used:* 12:18 9.02 667 333 9.6 
Bailers Used:* 12:21 8.62 687 343 9.5 

12:24 8.42 689 344 9.6 Other Bailer Notes:* 

12:27 8.48 

Field Meter Used: Hanna HI 991300 

689 9.6 344 

Delsa Allen Sharon Harrell 

Windy.  Travis with Premier Pumps was also 
present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:30 PM 

Time Used on Bottle 
Labels:* 

12:25 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

140AMI079DA09 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

A new plastic cup 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 140AMI079DA09 

Sample Collection Time: 12:25 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 154 

Calcium (mg/L) 13 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.7 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 3 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 145 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 195 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 477 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI080 8/13/2008 Field Data 

Gannett 13-16 

Well Name/Location OwnershipInfo. 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

Unit Used GPS Notes 

Garmin GPS used previous GPS coordinates 
Map 76 to locate well 

Water Level Values Field Parameteres Bailing Data (when applicable) 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 400 

Solinst Water Level Meter (1000 feet) 148.75 

Location Data Gas Alarm Data* 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Sample Depth Actual (ft): 40010:18 9.1 1239 770 11.9 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Meghann Durbrow was also present. Used two 
bailers that were previously used. Filled most of 
the GRO bottles with a new plastic cup but didn't 

have enough water in it so finished filling with 
water from glass cup after parameters were taken. 

Cap was off well when we arrived, we put it on 
before leaving - doesn't fit well. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:18 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

226AMI080DA08 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 226AMI080DA08 

Sample Collection Time: 10:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 236 

Calcium (mg/L) 7.1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0.7 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 293 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 430 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 754 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI081 9/3/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Mesa 7-27-32-109 Shell 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4730176 596731 7190 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

accuracy: 20 ft 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

well has been plugged Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Heather Cole Delsa Allen 

No samples taken - well has been plugged. Sign 
where well used to be reads: Mesa 7-27 P&A 10-

23-07 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI089 8/27/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 6-26 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4710840 607579 7385 

Well Covering Notes:* Garmin GPS accuracy: 17.5 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 419.78 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 470 

Sample Depth Actual (ft): 45014:55 9.26 535 338 14.6 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Went to 470 ft for sampling depth, but we think 470 
is past bottom - at 460 cable had weight against it, 
so we went to 450 and bounced the bailers there 
before bringing them up. Water was dark grey to 
black in color. When acids were placed in bottles, 
water became clear. Some black particles in water. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:55 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

240AMI089DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 240AMI089DA08 

Sample Collection Time: 2:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 160 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 23 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 4.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 125 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 75 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 328 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI092 11/10/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Scott Well #1 John Scott & Amy Wilson 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4727627 601070 6977 

Well Covering Notes:* Garmin GPS accuracy: 14.5 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 31.22 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 140 

Sample Depth Actual (ft): 14011:00 8.94 577 375 9.4 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed with rope 

Well cap is a PVC cap that was broken and taped 
upon arrival. Well is on an old gas well pad. Post 
marking gas well is painted as an American flag 
and reads: New Fork, Scott#1, API 49-3522696, 

SESW 31 T32N R108W 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:00 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

315AMI092HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 315AMI092HC08 

Sample Collection Time: 11:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 205 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 8 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 129 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 49 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 305 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI094 8/14/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 10-21D #2 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4731588 595726 7434 

Well Covering Notes:* Garmin GPS accuracy: 19.1 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 486.31 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 697 

Sample Depth Actual (ft): 69711:02 9.02 528 326 14.8 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Used 1 new bailer and 1 previously used bailer. 
White cap covering well. Used new plastic cup to 

fill GRO bottles. Well is on same location as 
AMI032. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:02 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

227AMI094DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 227AMI094DA08 

Sample Collection Time: 11:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 203 

Calcium (mg/L) 2.7 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 17 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 137 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 53 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 299 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI097 8/13/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 8-28 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4730303 595582 7264 

Well Covering Notes:* Garmin GPS accuracy: 16.8 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 293.54 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 619.5 

Sample Depth Actual (ft): 619.514:10 9.13 500 309 14.9 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Meghann Durbrow also present. Used two new 
bailers. White cap covering well. Filled GRO 

bottles with a new plastic cup. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:10 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

226AMI097DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 226AMI097DA08 

Sample Collection Time: 2:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 206 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 16 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 121 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 33 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 278 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 48 of 228 



   
 

  

  

 

 

 

 

 
 

 

AMI098 8/13/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Mesa 7-28 Ultra Northing Easting Elev(ft) Accuracy* 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

Garmin GPS used previous coordinates to Well Covering Notes:* 
Map 76 locatate well's location 

Water Level Values 

Time pH 

Field Parameteres 

Conductivity TDS Temp. (C) 

Bailing Method Used:* 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Other Bailer Notes:* 

Bailing Data (when applicable) 

Bailers Used:* 

Field Meter Used: None 

Sample Procedure 

GRO bottles filled from:* 

Rest of bottles filled from:* 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

Duplicate Time Data  (when applicable) 

Delsa Allen Whitney Philpott 

Meghann Durbrow also present. No samples 
taken - water well could not be located - took 

photos of well's previous location. 

SCCD Personnel Present 

Overall Field / Sample Notes 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI099 10/7/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Paradise Ditch State 
36-13 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4727663 599305 6996 

Well Covering Notes:* Garmin GPS accuracy: 15.1 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 32.25 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 170 

Sample Depth Actual (ft): 17013:05 6.97 1529 963 10.8 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Used 2 new bailers. Used new plastic cup to fill 
GRO bottles. Some rusty particles in water. White 

PVC cap covering well casing. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:05 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

281AMI099DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 281AMI099DA08 

Sample Collection Time: 1:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 128 

Calcium (mg/L) 123 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 53 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 30 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 180 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 561 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 1110 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI107 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 9-2 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4726508 598896 6941 

Garmin GPS accuracy: 19.3 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:35 9.19 606 379 12.8 
Bailing Method Used:* 11:38 9.28 602 375 10.5 
Bailers Used:* 11:41 9.33 602 379 10.3 

11:44 9.33 612 386 10.5 Other Bailer Notes:* 

11:47 9.31 

11:50 9.32 

Field Meter Used: Hanna HI 991300 

610 10382 

610 12.3 390 

Heather Cole Delsa Allen 

pumped 

Drilling on location, 2 rigs. GRO bottles filled 
directly from well (sample port on pump head). 

Travis with Premier also present 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:50 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

241AMI107HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI107HC08 

Sample Collection Time: 11:50 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 246 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 5 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 138 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 25 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 295 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI109 10/7/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* State 36-1
 

Is Well Covered?*
 

Well Locked*
 Unit Used GPS Notes
 

4718927 600228 7041 

Well Covering Notes:* Garmin GPS accuracy: 14.6 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 101.5 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 300 

Sample Depth Actual (ft): 30010:10 8.67 586 369 10.1 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Used 2 new bailers. Used new plastic cup to fill 
GRO bottles. Water was somewhat bubbly. Well 

top was covered with tape. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:10 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

281AMI109DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 281AMI109DA08 

Sample Collection Time: 10:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 168 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 48 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 9.6 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 7 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 142 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 1 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 350 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI111 9/18/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Stewart Point 15-17 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4741864 590906 7242 

Garmin GPS accuracy: 18.7 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 8:55 9.05 495 311 10.6 
Bailing Method Used:* 8:58 8.87 545 342 12 
Bailers Used:* 9:01 8.98 512 323 12.2 

9:04 9.01 514 322 12.3 Other Bailer Notes:* 

9:07 8.77 

9:10 8.68 

Field Meter Used: Hanna HI 991300 

512 12.3 321 

516 12.1 323 

Heather Cole Delsa Allen 

pumped 

Filled GRO bottles with a new plastic cup. Pam 
with Warco Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

9:10 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

262AMI111HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 262AMI111HC08 

Sample Collection Time: 9:10 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 220 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 1 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.6 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 108 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 14 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 272 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI112 9/18/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 3-17 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4733923 593225 7514 

Well Covering Notes:* Garmin GPS accuracy: 19 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:06 9.29 506 313 14.5 
Bailing Method Used:* 12:09 8.92 630 396 14.9 
Bailers Used:* 12:12 9.25 559 350 15 

12:15 9.22 565 357 14.7 Other Bailer Notes:* 

12:18 9.22 521 328 14.6 

12:21 9.24 523 329 15 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

pumped - started running at 12:06 

Pam with Warco Pumps also present. [Samples 
were not sent to the lab - it was later discovered 

that this well had already been sampled this 
spring.] 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:21 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

262AMI112HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI112 5/26/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Mesa 3-17 Questar 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4733923 593229 7524 17.9 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:40 9.11 467 233 9.8 
Bailing Method Used:* 10:43 8.6 573 286 14.2 
Bailers Used:* 10:46 8.97 570 285 14.6 

10:49 8.96 558 278 14.6 Other Bailer Notes:* 

10:52 9.04 

10:55 9.02 

Field Meter Used: Hanna HI 991300 

541 14.5 270 

539 14.5 268 

Delsa Allen Sharon Harrell 

Duplicate sample taken. Troy w/Warco & Max 
w/Questar also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:56 AM 

Time Used on Bottle 
Labels:* 

10:50 AM 

Actual Sample 
Collection Time:* 

11:00 AM 

Time Used on Bottle 
Labels:* 

10:55 AM 

Sample Bottle Notes / Sample ID: 

146AMI112DA09 & 146AMI112DA09D 

GRO bottles filled from:* 

Hose attached to industrial pump, then a new 
plastic cup 

Rest of bottles filled from:* 

Hose attached to industrial pump, then a new 
plastic cup 

Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 146AMI112DA09 

Sample Collection Time: 10:50 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 233 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 4 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 134 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 47 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 314 

Sample ID: 146AMI112DA09D 

Sample Collection Time: 10:55 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 232 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 4 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 134 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 48 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 348 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 55 of 228 



 

 

  

  

 

 

 

 

 

 

 

 
 

 

AMI113 9/18/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Stewart Point Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4740819 592178 7211 

Garmin GPS accuracy: 16.2 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

9:43 8.6 569 355 10.9 Sample Depth Actual (ft): 

9:46 8.86 531 335 12.5 Bailing Method Used:* 

9:49 8.95 519 325 13 Bailers Used:* 

9:52 8.94 517 325 13.2 Other Bailer Notes:* 

9:55 8.99 

9:58 9.02 

Field Meter Used: Hanna HI 991300 

515 13.4 326 

539 14339 

Heather Cole Delsa Allen 

pumped - started running at 9:43 

Dirt work being done on location. Pam with Warco 
Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

9:58 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

262AMI113HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 262AMI113HC08 

Sample Collection Time: 9:55 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 223 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.7 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 120 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 20 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 284 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 56 of 228 



 

  

  

 

 

 

 

 

 

 

 

 

 
 

 

AMI114 9/22/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 6-16 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4733528 594847 7453 

Garmin GPS accuracy: 16.1 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:11 9.14 584 372 11.6 
Bailing Method Used:* 13:14 9.09 707 444 12.6 
Bailers Used:* 13:17 9.12 706 444 12.8 

13:20 9.16 679 427 12.9 Other Bailer Notes:* 

13:23 9.15 

13:26 9.18 

Field Meter Used: Hanna HI 991300 

677 13.1 426 

677 13.5 426 

Heather Cole Delsa Allen 

pumped - began running at 1:11 

Richard with Warco Pumps was also present. 
Location sign reads: Mesa Unit Well #2. Gas meter 

did not detect gases. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:26 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

266AMI114HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 266AMI114HC08 

Sample Collection Time: 1:25 PM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab Corrective Action Comments: 
"Samples for dissolved metals/hardness were 

subsampled, filtered and preserved with 2 mL HNO3 
in lab upon receipt to pH<2" 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 193 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 18 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 144 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 92 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 361 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI115 9/22/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 12-16 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4733270 594333 7485 

Garmin GPS accuracy: 15.5 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:09 9.11 781 489 10.2 
Bailing Method Used:* 11:12 8.92 762 480 11.8 
Bailers Used:* 11:15 8.94 764 481 12.3 

11:18 9 754 475 12.6 Other Bailer Notes:* 

11:21 8.95 

11:24 9 

Field Meter Used: Hanna HI 991300 

755 12.7 475 

742 12.9 468 

Heather Cole Delsa Allen 

pumped, began running at 11:09 

Troy and Stan with Warco also present. Warco 
calls this Mesa 9-17; location sign reads: 12-16 
and 12B-16D. There is a sign near water well on 

ground that reads: Mesa 12-16 P&A 12/17/2001 or 
2007?? - see pictures. Gas meter did not detect gas 

(no gas alarm). 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:24 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

266AMI115HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 266AMI115HC08 

Sample Collection Time: 11:20 AM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab Corrective Action Comments: 
"Samples for dissolved metals/hardness were 

subsampled, filtered and preserved with 2 mL HNO3 
in lab upon receipt to pH<2" 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 176 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 10 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 150 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 143 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 412 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI116 9/18/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 14-16 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4732832 594865 7457 

Garmin GPS accuracy: 16.8 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres 

Time pH Conductivity TDS Temp. (C) 

13:39 9.33 624 391 13.7 

13:42 9.3 663 417 13.7 

13:45 9.32 645 405 13.4 

13:48 9.27 624 393 13.4 

13:51 9.29 624 391 13.5 

13:54 9.32 619 390 14.1 

13:58 9.3 607 382 14.4 

Field Meter Used: Hanna HI 991300 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:*
 

Other Bailer Notes:*
 

Heather Cole Delsa Allen 

pumped - started at 1:39 

Duplicate samples taken at 1:58. Water shut off for 
a few seconds between the first sample and the 
duplicate sample. Pam with Warco Pumps also 

present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:54 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

262AMI116HC08 and 262AMI116HC08D 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 262AMI116HC08 

Sample Collection Time: 1:55 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 186 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 13 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 142 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 106 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 372 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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Sample ID: 262AMI116HC08 

Sample Collection Time: 2:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 

Diesel Range 0 1.1 or 10 mg/L 
2 

Organics (mg/L) 

Gasoline Range 0 7.3 mg/L
Organics (mg/L) 

Benzene (ug/L) 5 ug/L 

Ethylbenzene (ug/L) 700 ug/L 

m+p-Xylenes (ug/L) 10,000 ug/L 

o-Xylene (ug/L) 10,000 ug/L 

Toluene (ug/L) 1,000 ug/L 

If results are blank, parameter was not analyzed. 

Other Data Results 

185Alkalinity (mg/L) 

1Calcium (mg/L) 

13Chloride (mg/L) 

1.4Fluoride (mg/L) 

0Magnesium (mg/L) 

0Potassium (mg/L) 

141Sodium (mg/L): 

106Sulfate (mg/L) 

Total Dissolved Solids 
384@180 C (mg/L): 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI117 9/12/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Mesa 9-16 Questar Northing Easting Elev(ft) Accuracy* 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

None could not sample - will come Well Covering Notes:* 
back 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

Field Meter Used: None 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken - will be coming back to 
sample 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Heather Cole Delsa Allen 

Whitney also present. No samples taken due to 
angle of well casing - will come back and use rope 

to sample. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI117 9/15/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 9-16 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4733013 595593 7457 

Well Covering Notes:* Garmin GPS accuracy: 17.3 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 488.71 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 745 

Sample Depth Actual (ft): 74513:25 8.96 816 513 14.6 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

No lock on well. Used 2 bailers that were 
previously used. Used new plastic cup to fill GRO 
bottles. Used rope to bail. Photos may not have 

been taken - batteries died in camera. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:25 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

259AMI117DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 259AMI117DA08 

Sample Collection Time: 1:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. GRO analysis was performed past 
recommended holding time by 2 days. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 177 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.08 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 167 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 163 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 446 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI118 9/12/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 10-16 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4733060 595239 7460 

Well Covering Notes:* Garmin GPS accuracy: 20.0 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 495.98 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 723 

Sample Depth Actual (ft): 72315:45 9.09 730 456 13.6 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Whitney also present. Knot at 212 and 117 ft and 
empty bailers. Second attempt bailers were full. 
Outside of bailers had tan stains after bailing. 

Board in photos has wrong well ID - says AMI018 
when it should have been AMI118. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:45 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

256AMI118HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 256AMI118HC08 

Sample Collection Time: 3:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. According to the lab, the cooler 
this sample was shipped in had no custody seal upon 

arrive to them. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 205 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 8 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 147 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 111 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 412 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI119 9/22/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 15-16 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4732632 595193 7470 

Garmin GPS accuracy: 16.9 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:39 8.63 591 372 11.9 
Bailing Method Used:* 11:42 8.99 573 360 12.8 
Bailers Used:* 11:45 9.13 575 361 13.1 

11:48 9.07 590 370 13.2 Other Bailer Notes:* 

11:51 9.17 

11:54 9.12 

Field Meter Used: Hanna HI 991300 

582 13.2 367 

569 13358 

Heather Cole Delsa Allen 

pumped, began running at 11:39 

Troy and Stan with Warco also present. Gas alarm 
did not detect gas (no gas alarm). 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:54 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

266AMI119HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 266AMI119HC08 

Sample Collection Time: 11:50 AM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab Corrective Action Comments: 
"Samples for dissolved metals/hardness were 

subsampled, filtered and preserved with 2 mL HNO3 
in lab upon receipt to pH<2" 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 206 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 17 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 124 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 24 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 301 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI120 9/18/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 16-16 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4732765 595621 7458 

Garmin GPS accuracy: 15.9 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 14:12 9.16 646 409 24.2 
Bailing Method Used:* 14:15 9.21 718 453 14.8 
Bailers Used:* 14:18 9.21 694 439 13.1 

14:21 9.25 689 432 12.7 Other Bailer Notes:* 

14:24 9.22 

14:27 9.26 

Field Meter Used: Hanna HI 991300 

677 12.9 430 

679 13.4 427 

Heather Cole Delsa Allen 

pumped - started running at 2:12 

Pam with Warco Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:27 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

262AMI120HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 262AMI120HC08 

Sample Collection Time: 2:25 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 186 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 10 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 155 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 139 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 418 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI121 9/22/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 7-21 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4731869 595266 7474 

Garmin GPS accuracy: 17.4 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:44 9.04 693 428 10.7 
Bailing Method Used:* 13:47 9.09 647 409 12.8 
Bailers Used:* 13:50 9.15 659 415 13.2 

13:53 9.09 693 436 13.4 Other Bailer Notes:* 

13:56 9.09 

13:59 9.12 

Field Meter Used: Hanna HI 991300 

691 13.5 435 

686 13.5 432 

Heather Cole Delsa Allen 

pumped, began running pump at 1:44 P 

Troy and Stan with Warco also present. Odor to 
1st parameter sample (1:44 sample). 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:59 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

266AMI121HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 266AMI121HC08 

Sample Collection Time: 1:55 PM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab Corrective Action Comments: 
"Samples for dissolved metals/hardness were 

subsampled, filtered and preserved with 2 mL HNO3 
in lab upon receipt to pH<2" 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 192 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 14 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.7 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 142 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 93 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 371 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI122 8/26/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 3-3 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4727380 596485 7082 

Garmin GPS accuracy: 22 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:59 9.23 654 412 13 
Bailing Method Used:* 11:02 9.34 684 430 12.5 
Bailers Used:* 11:05 9.37 669 421 12.4 

11:08 9.39 662 417 12.4 Other Bailer Notes:* 

11:11 9.28 

11:14 9.21 

Field Meter Used: Hanna HI 991300 

665 12.8 418 

650 14.1 410 

Heather Cole Delsa Allen 

Pumped - began running at 10:59 

Travis with Premier Pumps also present. 11850 
bbls 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:14 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

239AMI122HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 239AMI122HC08 

Sample Collection Time: 11:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 223 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 4 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 143 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 62 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 354 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI122 5/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Riverside 3-3 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4727375 596482 7098 16.2 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump was not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:52 9.26 510 253 10.8 
Bailing Method Used:* 12:55 9.09 870 434 11 
Bailers Used:* 12:58 9.02 842 421 11 

13:01 9.01 836 418 11 Other Bailer Notes:* 

13:04 9.05 

Field Meter Used: Hanna HI 991300 

832 11.5 416 

Delsa Allen Sharon Harrell 

Windy. Travis with Premier Pumps was present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:03 PM 

Time Used on Bottle 
Labels:* 

1:00 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

140AMI122DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 140AMI122DA09 

Sample Collection Time: 1:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 177 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 13 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 195 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 226 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 559 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI124 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 8-3 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4726898 597341 7029 

Garmin GPS accuracy: 15.2 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:10 9.17 590 369 13.5 
Bailing Method Used:* 11:13 9.21 571 355 12.6 
Bailers Used:* 11:16 9.28 570 357 12.8 

11:19 9.2 572 360 12.5 Other Bailer Notes:* 

11:22 9.26 

11:25 9.25 

Field Meter Used: Hanna HI 991300 

583 12.5 363 

558 12.9 354 

Heather Cole Delsa Allen 

pumped 

Bbls start: 19249, end: 19291. GRO bottles filled 
directly from well (sample spout on pump head). 

Travis with Premier also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:25 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

241AMI124HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI124HC08 

Sample Collection Time: 11:25 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 242 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 1 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 131 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 21 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 279 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI127 8/6/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Mesa 7-34 Ultra 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4728674 596974 7182 18.1 

GPS Notes Unit Used 

Garmin GPS 
Map 76 

coordinates are an estimate of 
where well used to be. 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to well not being located Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Heather Cole Meghann Durbrow 

No samples taken - did not see well, searched with 
GPS. Well most likely plugged 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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17.1 

AMI128 8/6/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 9-34 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4728219 597200 7075 

Well Covering Notes:* Garmin GPS coordinates are an estimate of 
Map 76 where well used to be. 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken - no well on location 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft):
 

Sample Depth Actual (ft):
 

Bailing Method Used:*
 

Bailers Used:*
 

Other Bailer Notes:* 

Field Meter Used: None 

Heather Cole Meghann Durbrow 

no samples taken due to no well on loaction 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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24.6 

AMI131 6/30/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Antelope 5-4
 Newfield
 

Is Well Covered?*
 

Well Locked*
 See Notes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 None 4707573 613875 7205 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 
Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 256.16 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

11:28 9.73 483 241 15.5 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 550 

Sample Depth Actual (ft): 550 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Actual Sample 
Collection Time: 

11:28 PM 

Time Used on Bottle 
Labels:* 

11:30 AM 
Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Well was unlocked the day before by Newfield rep 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

181AMI131DA09 

Lab Analysis Data (when applicable) 

Sample ID: 181AMI131DA09 

Sample Collection Time: 11:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 165 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 41 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 12.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 108 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 3 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 274 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI132 9/26/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 15-12 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4724456 600086 6974 

Well Covering Notes:* Garmin GPS accuracy: 16.2 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 300 

Sample Depth Actual (ft): 30016:55 8.83 528 332 13.7 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

SCCD Personnel Present 

Rest of bottles filled from:* 

GRO bottles filled from:* Actual Sample Time Used on Bottle 

Duplicate Time Data  (when applicable) 

Actual Sample Time Used on Bottle 
Collection Time:* Labels:* 

Sample Procedure 

bailed Sample Bottle Notes / Sample ID: 

270AMI132DA08 

Collection Time: Labels:* Delsa Allen Meghann Durbrow 
4:55 PM 

Overall Field / Sample Notes 

Used new rope and new bailers to collect sample. 
Sample taken at request of operator. Pit next to 

well casing had oily sheen on top and bubbles were 
seen along edge. New pit appeared to be being dug 

next to current pit but it looked like old pit liner 
was being dug up in the process. Slight odor to 

rope and bailers, slight gas like odor. Water was 
clearer than last time SCCD sampled. New plastic 

cup was used to fill GRO bottles. 

Lab Analysis Data (when applicable) 

Sample ID: 270AMI132DA08 

Sample Collection Time: 4:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

3.1Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 250 

Calcium (mg/L) 1 
0.228 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 5 

0.56Benzene (ug/L) 5 ug/L Fluoride (mg/L) 5.4 

1.5Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

16m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

3.7o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 137 

46Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 10 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 362 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI132 10/23/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 15-12 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4724466 600090 

Well Covering Notes:* Garmin GPS accuracy: 19.0 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken - was taken at a previous 
visit 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 300 

Sample Depth Actual (ft): 30015:15 9.37 562 359 12.1 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

Bailed 

Bailed with new rope and new bailers. Shanda with 
Ultra was on location and unlocked the well for us. 

This well has been contaminated in the past so 
BLM requested (Ultra) to get another sample. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:15 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

297AMI132HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 297AMI132HC08 

Sample Collection Time: 3:10 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

3.7Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 260 

Calcium (mg/L) 1 
0.266 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 5 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 5.8 

1.8Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

21m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

4.7o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 138 

59Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 6 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 326 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI132 5/21/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Riverside 15-12 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4724463 600092 6951 17.4 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump not running upon arrival. 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:07 9.67 500 250 10.4 
Bailing Method Used:* 11:10 9.01 485 243 10.6 
Bailers Used:* 11:13 8.97 477 238 10.2 

11:16 8.92 482 241 10.2 Other Bailer Notes:* 

11:19 8.87 

11:22 8.86 

Field Meter Used: Hanna HI 991300 

482 10.2 241 

482 10.3 240 

Delsa Allen Sharon Harrell 

Pump was shut off & turned back on between the 
11:07 & 11:10 field samples.  Water is clear with a 

very faint smell of gas or diesel like odor. Travis 
w/Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:20 AM 

Time Used on Bottle 
Labels:* 

11:15 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

141AMI132DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 141AMI132DA09 

Sample Collection Time: 11:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 257 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 5 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 5.3 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 126 

9.7Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 3 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 314 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI133 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 2-14 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4724132 598534 6948 

Garmin GPS accuracy: 23.2. Taken just 
Map 76 outside pump house. 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:39 9.15 623 390 14.5 
Bailing Method Used:* 12:42 8.99 618 383 13.4 
Bailers Used:* 12:45 9.02 619 390 13.1 

12:48 8.99 618 388 12.5 Other Bailer Notes:* 

12:51 9.03 

12:54 8.95 

Field Meter Used: Hanna HI 991300 

617 12.3 386 

598 14.4 382 

Heather Cole Delsa Allen 

pumped. 

GRO bottles filled directly from well. Travis with 
Premier Pumps also present. Meter: start: 63525 

bbls, end: 63598 bbls 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:54 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

241AMI133HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI133HC08 

Sample Collection Time: 12:50 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 256 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 7 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 6.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 142 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 17 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 331 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI133 7/29/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Riverside 2-14 Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4724127 598539 6912 14.8 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Well was sealed 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 14:24 9.71 597 300 13.6 
Bailing Method Used:* 14:27 9.1 564 282 13.1 
Bailers Used:* 14:30 9.14 564 282 12.6 

14:33 9.12 562 280 12.3 Other Bailer Notes:* 

14:36 9.1 

14:39 9.09 

Field Meter Used: 

561 280 12.3 

562 281 12.2 

Hanna HI 991300 #2 (backup) 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present. Starting 
barrels : 0  / Ending barrels : 70 @2:41pm 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:40 PM 

Time Used on Bottle 
Labels:* 

2:40 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

210AMI133DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 210AMI133DA09 

Sample Collection Time: 2:40 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 259 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 7 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 6.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 138 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 9 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 350 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI134 9/19/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Rainbow 13-32 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4708463 612146 7306 

Well Covering Notes:* Garmin GPS accuracy: 16.7 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 367.85 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 605 

Sample Depth Actual (ft): 60514:40 9.06 969 610 13.1 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed with rope 

Used 1 old (previously used) bailer and 1 new 
bailer. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:40 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

263AMI134HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 263AMI134HC08 

Sample Collection Time: 2:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 153 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 3.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 180 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 235 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 517 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI135 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 7-4 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4717069 604817 7130 

Well Covering Notes:* Garmin GPS accuracy: 16.6 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:28 9.41 633 403 16.2 
Bailing Method Used:* 13:31 9.43 628 395 13.1 
Bailers Used:* 13:34 9.48 644 398 12.7 

13:37 9.45 622 395 13.2 Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

Pumped. Pump running upon arrival. 

Well is pumped regularly - being pumped into 
tanks. GRO bottles filled directly from well. Travis 

with Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:37 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

241AMI135HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI135HC08 

Sample Collection Time: 1:50 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 176 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 38 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 8.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 135 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 24 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 293 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI135 5/19/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Warbonnet 7-4 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4717072 604822 7136 17.1 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 none 

Gas Alarm Notes: 

Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:52 9.19 544 271 16 
Bailing Method Used:* 12:55 9.23 537 269 14.1 
Bailers Used:* 12:58 9.12 536 268 12.6 

13:01 9.11 547 273 12.2 Other Bailer Notes:* 

13:04 9.09 

13:07 9.03 

Field Meter Used: Hanna HI 991300 

539 12.4 269 

537 12.8 268 

Delsa Allen Sharon Harrell 

Travis with Premier Pumps also present 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:08 PM 

Time Used on Bottle 
Labels:* 

1:00 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

139AMI135DA09 

GRO bottles filled from:* 

Sample valve on industrial pump, then a new 
plastic cup 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 139AMI135DA09 

Sample Collection Time: 1:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 185 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 39 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 8.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 124 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 23 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 348 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI137 8/20/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Warbonnet B 9-26 Ultra Northing Easting Elev(ft) Accuracy* 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

Garmin GPS used past GPS coordinates to Well Covering Notes:* 
Map 76 try to locate well, but did not. 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

no water level taken - could not locate well Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Heather Cole Delsa Allen 

Whitney also present. No samples taken - did not 
see a well on this location. Searched with GPS. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI139 9/12/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Stewart Point 14-20 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4740329 590628 7487 

Well Covering Notes:* Garmin GPS accuracy: 23.3 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 446.1 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 760 

Sample Depth Actual (ft): 76010:55 8.82 758 476 12.1 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

Bailed 

Whitney also present. Used 1 new and 1 old bailer. 
Lock was difficult to unlock. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:55 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

256AMI139HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 256AMI139HC08 

Sample Collection Time: 10:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'.  According to the lab, the cooler 
this sample was shipped in had no custody seal upon 

arrive to them. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 184 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 7 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 146 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 135 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 396 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI140 9/3/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* North Mesa 4-7-32- Shell 
109W 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4735693 590904 7573 

Well Covering Notes:* Garmin GPS accuracy: 29.9 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

meter began beeping at 518 ft, around 459 it 
stopped beeping. Bailer seemed to be in water at 

520 ft and out at 509. 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 898 

Sample Depth Actual (ft): 8981:10 8.89 625 391 13 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

Bailed 

Sponges turned (stained) black, slight tint to water. 
Cleaned (sprayed) bottoms of bailers with distilled 
before filling bottles. GRO bottles filled using new 

plastic cup. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:10 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

247AMI140HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 247AMI140HC08 

Sample Collection Time: 1:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 150 

Calcium (mg/L) 3 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 40 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 1 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 120 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 54 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 311 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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16.5 

AMI141 7/13/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Antelope 1-5
 Shell
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 
4707979 613316 7266 Both Gas Alert None 

Micro Units (#1 & Unit Used GPS Notes 
#2) 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 300.68 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

12:30 9.7 433 216 17.6 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 550 

Sample Depth Actual (ft): 550 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

Bailer 

Actual Sample 
Collection Time: 

12:30 PM 

Time Used on Bottle 
Labels:* 

12:15 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 

Delsa Allen Sharon Harrell 

SCCD has no well log for this well - bailing depth 
was based off of near by wells 

SCCD Personnel Present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

194AMI141DA09 

Lab Analysis Data (when applicable) 

Sample ID: 194AMI141DA09 

Sample Collection Time: 12:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 130 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 35 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 9.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 96 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 19 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 231 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI145 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 11-10 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4715284 606082 7193 

Garmin GPS accuracy: 15.2 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 15:09 9.62 678 429 14 
Bailing Method Used:* 15:12 9.52 683 430 13 
Bailers Used:* 15:15 9.55 674 426 13.2 

15:18 9.55 689 434 13.1 Other Bailer Notes:* 

15:21 9.51 

15:24 9.48 

Field Meter Used: Hanna HI 991300 

692 12.9 434 

689 14.9 425 

Heather Cole Delsa Allen 

Pumped 

GRO bottles filled directly for well. 20362 bbls and 
20437 bbls. Recalibrated conductivity. Travis with 

Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:24 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

241AMI145HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI145HC08 

Sample Collection Time: 3:20 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 169 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 83 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 147 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 1 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 320 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI145 7/29/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Warbonnet 11-10 Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4715294 606084 7229 17.8 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 9:06 9.24 628 313 11.5 
Bailing Method Used:* 9:09 9.37 652 325 12.6 
Bailers Used:* 9:12 9.43 647 323 12.6 

9:15 9.48 638 319 12.6 Other Bailer Notes:* 

9:18 9.54 

9:21 9.55 

Field Meter Used: 

612 305 12.6 

609 304 12.6 

Hanna HI 991300 #2 (backup) 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present. Duplicate 
samples taken 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

9:22 AM 

Time Used on Bottle 
Labels:* 

9:20 AM 

Actual Sample 
Collection Time:* 

9:25 AM 

Time Used on Bottle 
Labels:* 

9:25 AM 

Sample Bottle Notes / Sample ID: 

210AMI145DA09 210AMI145DA09D 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 210AMI145DA09 

Sample Collection Time: 9:20 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 175 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 70 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 134 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 5 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 327 

Sample ID: 210AMI145DA09D 

Sample Collection Time: 9:25 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 170 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 70 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 137 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 5 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 318 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI146 9/19/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Antelope 11-10 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4705676 615651 7179 

Well Covering Notes:* Garmin GPS accuracy: 16.8 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 219.75 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 519 

Sample Depth Actual (ft): 51913:20 9.55 584 365 15.6 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed with rope 

Small black debris on water level tape when 
cleaning. Used 2 old (previously used) bailers. 

Well has a lockable cap but no lock. Faint noise 
coming from well. Many small bubbles in sample 

water - see pictures. Drove through gate near 
water well, onto edge of reclamation area. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:20 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

263AMI146HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 263AMI146HC08 

Sample Collection Time: 1:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 167 

Calcium (mg/L) 0 
0.206 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 38 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 11.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 111 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 5 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 283 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI146 10/20/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Antelope 11-10 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4705678 615650 7192 

Well Covering Notes:* Garmin GPS accuracy: 20.1 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level was taken at previous site visit 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 519 

Sample Depth Actual (ft): 51910:20 9.69 560 352 10.4 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Bailed with rope and 2 new bailers. Faint sulfur 
smell to water samples. Faint noise in well - no gas 
alarm. Lockable cap, but no lock. Fizzy and foamy 

water. Small bubbles in sample bottles. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:20 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

294AMI146HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 294AMI146HC08 

Sample Collection Time: 10:45 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 164 

Calcium (mg/L) 0 
0.212 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 35 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 11 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 116 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 4 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 266 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI146 10/27/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Antelope 11-10 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4705676 615651 7164 

Well Covering Notes:* Garmin GPS accuracy: 23 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level was previously taken 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 515 

Sample Depth Actual (ft): 51511:05 9.67 564 359 10.2 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

SCCD Personnel Present 

Rest of bottles filled from:* 

GRO bottles filled from:* Actual Sample Time Used on Bottle 

Duplicate Time Data  (when applicable) 

Actual Sample Time Used on Bottle 
Collection Time:* Labels:* 

Sample Procedure 

bailed Sample Bottle Notes / Sample ID: 

301AMI146HC08 

Collection Time: Labels:* Heather Cole Delsa Allen 
11:05 AM 

Overall Field / Sample Notes 

Carrie Hatch and Tom ??? With GeoMatrix also 
present. Used 2 new bailers and new rope. This is 
a re-sample due to previous detection. Shell has 

requested that GeoMatrix be present for this 
sample and that our bailers (sample) be split and 

sent to 2 labs (Energy Labs and Northern 
Analytical). Bailed twice to fill all samples. All 

bottles filled 1/2 way with each bail. 1st set, there 
was a knot in rope, so sample depth was not as 

deep. 2nd set, sample had a black color to it. No 
lock on well cap. 

Lab Analysis Data (when applicable) 

Sample ID: 301AMI146HC08 

Sample Collection Time: 10:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 160 

Calcium (mg/L) 0 
0.245 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 36 

7.5Benzene (ug/L) 5 ug/L Fluoride (mg/L) 11.6 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 117 

1.2Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 9 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 282 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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17.7 

AMI146 11/20/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Antelope 11-10 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4705680 615651 7183 

Garmin GPS Well Covering Notes:* 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level taken during a previous visit 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 515 

Sample Depth Actual (ft): 51513:25 9.35 559 359 6.8 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Kathy Raper 

bailed with rope 

Bailer water was clear. Rope was slightly black. 
Samples split with Geomatrix. GRO (bottles) filled 
with plastic cup. Used 2 new bailers. Initially sent 
2 bailers down at 12:30 - too many knots so same 

bailers sent down again. This is a re-sample due to 
a previous detections and lack of reliable BTEX 

data from the 10/27/08 sample. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:25 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

325AMI146HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 325AMI146HC08 

Sample Collection Time: 1:25 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 

Diesel Range 0 1.1 or 10 mg/L 
2 

Organics (mg/L) 

Gasoline Range 0.16 7.3 mg/L
Organics (mg/L) 

Benzene (ug/L) 5 ug/L5.3 
Ethylbenzene (ug/L) 700 ug/L0 
m+p-Xylenes (ug/L) 10,000 ug/L0 

o-Xylene (ug/L) 10,000 ug/L0 
Toluene (ug/L) 1,000 ug/L 0 

If results are blank, parameter was not analyzed. 

Other Data Results 

Alkalinity (mg/L)
 

Calcium (mg/L)
 

Chloride (mg/L)
 

Fluoride (mg/L)
 

Magnesium (mg/L)
 

Potassium (mg/L)
 

Sodium (mg/L):
 

Sulfate (mg/L)
 

Total Dissolved Solids 

@180 C (mg/L):
 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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22.7 

AMI148 7/15/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 13-14
 Shell
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 
4713180 607236 7440 Both Gas Alert None 

Micro Units (#1 & Unit Used GPS Notes 
#2) 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 
Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 479.52 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

12:18 9.26 455 228 15.6 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 800 

Sample Depth Actual (ft): 800 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

Bailer 

Actual Sample 
Collection Time: 

12:18 PM 

Time Used on Bottle 
Labels:* 

12:10 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 

Delsa Allen Sharon Harrell 

Sulfuric acid was unavailable in the field - it was 
later added at the office @ 3:45 pm 

SCCD Personnel Present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

196AMI148DA09 

Lab Analysis Data (when applicable) 

Sample ID: 196AMI148DA09 

Sample Collection Time: 12:10 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 192 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 24 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 5.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 111 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 5 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 292 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI149 9/23/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Blue Rim State #2 Yates 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4714360 604950 7254 

Well Covering Notes:* Garmin GPS accuracy: 14.9 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:44 9.48 631 397 12.3 
Bailing Method Used:* 11:47 9.6 644 406 12.4 
Bailers Used:* 11:50 9.57 653 410 13 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

pumped, began running upon arrival - Richard 
(with Warco Pumps) said that it has been running 

since at least 11:15 

Richard with Warco Pumps also present. Water is 
clear and is currently being pumped to nearby rig. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:50 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

267AMI149HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 267AMI149HC08 

Sample Collection Time: 11:50 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 195 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 46 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 135 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 3 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 307 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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23.1 

AMI150 7/8/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Stewart Point 16-18 D
 Questar
 

Is Well Covered?*
 

Well Locked*
 See Notes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 none 4742358 589362 7339 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 277.31 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

11:10 8.84 434 216 13.8 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 735 

Sample Depth Actual (ft): 735 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

Bailer 

Actual Sample 
Collection Time: 

11:10 AM 

Time Used on Bottle 
Labels:* 

11:05 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 

Delsa Allen Sharon Harrell 

Well was unlocked by Questar personel the day 
before.  Kathy Raper was also present. 

SCCD Personnel Present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

189AMI150DA09 

Lab Analysis Data (when applicable) 

Sample ID: 189AMI150DA09 

Sample Collection Time: 11:05 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 221 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 98 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 14 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 280 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI151 8/7/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Boulder 7-19 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4721945 601521 7023 

Well Covering Notes:* Garmin GPS accuracy: 18.9 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 68.51 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 351.5 

Sample Depth Actual (ft): 351.514:05 9.22 620 381 15.3 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Whitney Philpott 

bailed 

Used 1 new bailer and 1 old bailer. No lock on 
well, Fred with Ultra cut it for us. GRO bottles 

filled with new plastic cup. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:05 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

220AMI151HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 220AMI151HC08 

Sample Collection Time: 2:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

1Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 179 

Calcium (mg/L) 1.4 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 33 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 129 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 12 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 313 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI151 9/5/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Boulder 7-19 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4721928 601544 7104 

Garmin GPS accuracy: 23.5 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level was taken on a previous date 

Field Parameteres 

Time pH Conductivity TDS Temp. (C) 

11:50 8.97 620 391 11.7 

11:53 9.03 619 390 10 

11:56 9.08 612 386 10.3 

11:59 9.21 626 395 11.1 

12:02 9.25 615 387 11.4 

14:26 9.21 614 386 12.4 

14:29 9.21 615 379 10.2 

14:32 9.24 612 385 10.3 

Field Meter Used: Hanna HI 991300 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:*
 

Other Bailer Notes:*
 

Heather Cole Delsa Allen 

Pumped. Pump was started at 11:46 

Spoke with Dan Bulfer: ok to sample after 15 
minutes and 1 after 2 hours. This is a re-sample 

due to DRO detection of 1mg/L. Ultra requested a 
pump be used rather than bailing the well. Filled 

GRO bottles using a new plastic cup.  53 bbls 
pumped. Premier Pump personnel was there, but 

left before samples were taken. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:02 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

249AMI151HC08 (was mislabled 149AMI... 
changed at office) 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 249AMI151HC08 

Sample Collection Time: 12:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab comments: "2 Vials [GRO] 
for 249 AMI 151 HC08 were received broken." A trip 

blank (C08090347-004) was also sent with this sample 
to be tested for volatile organic compounds, all came 

back ND. 

Hydrocarbon Data Results Standards 1 

Diesel Range 0 1.1 or 10 mg/L 
2 

Organics (mg/L) 

Gasoline Range 7.3 mg/L 
Organics (mg/L) 

Benzene (ug/L) 5 ug/L0 
Ethylbenzene (ug/L) 700 ug/L0 
m+p-Xylenes (ug/L) 10,000 ug/L0 

o-Xylene (ug/L) 10,000 ug/L0 
Toluene (ug/L) 1,000 ug/L 1.8 

If results are blank, parameter was not analyzed. 

Other Data Results 

Alkalinity (mg/L) 

Calcium (mg/L) 2 

Chloride (mg/L) 

Fluoride (mg/L) 

Magnesium (mg/L) 0 

Potassium (mg/L) 0 

Sodium (mg/L): 128 

Sulfate (mg/L) 

Total Dissolved Solids 
@180 C (mg/L): 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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Sample ID: 249AMI1512:30 

Sample Collection Time: 2:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab comments: 1 vial [GRO] for 
249 AMI 151 2:30 were received broken." A trip blank 
(C08090347-004) was also sent with this sample to be 
tested for volatile organic compounds, all came back 

ND. 

Hydrocarbon Data Results Standards 1 

Diesel Range 0 1.1 or 10 mg/L 
2 

Organics (mg/L)
 

Gasoline Range 
 0 7.3 mg/L
Organics (mg/L)
 

Benzene (ug/L) 5 ug/L
0 
Ethylbenzene (ug/L) 700 ug/L0 
m+p-Xylenes (ug/L) 10,000 ug/L0 

o-Xylene (ug/L) 10,000 ug/L0 
Toluene (ug/L) 1,000 ug/L 0 

If results are blank, parameter was not analyzed. 

Other Data Results 

Alkalinity (mg/L) 

Calcium (mg/L) 1 

Chloride (mg/L) 

Fluoride (mg/L) 

Magnesium (mg/L) 0 

Potassium (mg/L) 0 

Sodium (mg/L): 128 

Sulfate (mg/L) 

Total Dissolved Solids 
@180 C (mg/L): 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI151 9/5/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Boulder 7-19 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4721928 601544 7104 

Garmin GPS accuracy: 23.5 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres 

Time pH Conductivity TDS Temp. (C) 

11:50 8.97 620 391 11.7 

11:53 9.03 619 390 10 

11:56 9.08 612 386 10.3 

11:59 9.21 626 395 11.1 

12:02 9.25 615 387 11.4 

14:26 9.21 614 386 12.4 

14:29 9.21 615 379 10.2 

14:32 9.24 612 385 10.3 

Field Meter Used: Hanna HI 991300 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:*
 

Other Bailer Notes:*
 

Heather Cole Delsa Allen 

Pumped - pump has been running since 11:40 
today. 

This is the second sample taken today. These 
samples are being taken to verify a previous 

detection. Turned evaporators off. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:32 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

249AMI151-2:30pm 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 249AMI151HC08 

Sample Collection Time: 12:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab comments: "2 Vials [GRO] 
for 249 AMI 151 HC08 were received broken." A trip 

blank (C08090347-004) was also sent with this sample 
to be tested for volatile organic compounds, all came 

back ND. 

Hydrocarbon Data Results Standards 1 

Diesel Range 0 1.1 or 10 mg/L 
2 

Organics (mg/L) 

Gasoline Range 7.3 mg/L 
Organics (mg/L)
 

Benzene (ug/L) 5 ug/L
0 
Ethylbenzene (ug/L) 700 ug/L0 
m+p-Xylenes (ug/L) 10,000 ug/L0 

o-Xylene (ug/L) 10,000 ug/L0 
Toluene (ug/L) 1,000 ug/L 1.8 

If results are blank, parameter was not analyzed. 

Other Data Results 

Alkalinity (mg/L) 

Calcium (mg/L) 2 

Chloride (mg/L) 

Fluoride (mg/L) 

Magnesium (mg/L) 0 

Potassium (mg/L) 0 

Sodium (mg/L): 128 

Sulfate (mg/L) 

Total Dissolved Solids 
@180 C (mg/L): 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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Sample ID: 249AMI1512:30 

Sample Collection Time: 2:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab comments: 1 vial [GRO] for 
249 AMI 151 2:30 were received broken." A trip blank 
(C08090347-004) was also sent with this sample to be 
tested for volatile organic compounds, all came back 

ND. 

Hydrocarbon Data Results Standards 1 

Diesel Range 0 1.1 or 10 mg/L 
2 

Organics (mg/L)
 

Gasoline Range 
 0 7.3 mg/L
Organics (mg/L)
 

Benzene (ug/L) 5 ug/L
0 
Ethylbenzene (ug/L) 700 ug/L0 
m+p-Xylenes (ug/L) 10,000 ug/L0 

o-Xylene (ug/L) 10,000 ug/L0 
Toluene (ug/L) 1,000 ug/L 0 

If results are blank, parameter was not analyzed. 

Other Data Results 

Alkalinity (mg/L) 

Calcium (mg/L) 1 

Chloride (mg/L) 

Fluoride (mg/L) 

Magnesium (mg/L) 0 

Potassium (mg/L) 0 

Sodium (mg/L): 128 

Sulfate (mg/L) 

Total Dissolved Solids 
@180 C (mg/L): 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI154 9/18/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 11-21 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4731678 594634 7345 

Garmin GPS accuracy: 17.2 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:06 9.28 480 303 15 
Bailing Method Used:* 13:09 9.42 465 292 14.6 
Bailers Used:* 13:12 9.39 467 294 14.5 

13:15 9.28 466 293 14.5 Other Bailer Notes:* 

13:18 9.24 

13:21 9.25 

Field Meter Used: Hanna HI 991300 

470 14.7 292 

472 15.6 296 

Heather Cole Delsa Allen 

pumped - started at 1:06 

Pam with Warco Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:21 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

262AMI154HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 262AMI154HC08 

Sample Collection Time: 1:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 212 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 14 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 112 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 16 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 272 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI156 9/11/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 2-24 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4722422 600025 7001 

Well Covering Notes:* Garmin GPS accuracy: 17.6 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 36.14 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 605 

Sample Depth Actual (ft): 60511:36 9.18 581 364 11.2 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

Bailed 

Used rope to bail. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:36 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

255AMI156HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 255AMI156HC08 

Sample Collection Time: 11:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'.  According to the lab, the cooler 
this sample was shipped in had no custody seal upon 

arrive to them. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 224 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 35 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 137 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 0 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 318 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI156 7/29/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Riverside 2-24 Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4722415 600026 7008 13.7 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:49 9.08 581 292 14.2 
Bailing Method Used:* 13:52 9.08 564 282 12.2 
Bailers Used:* 13:55 9.09 567 282 12.4 

13:58 9.09 569 284 12.3 Other Bailer Notes:* 

14:01 9.1 

14:04 9.09 

Field Meter Used: 

571 285 12.2 

570 285 12.4 

Hanna HI 991300 #2 (backup) 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present. Starting 
barrels: 18911 / Ending barrels : 18977 @2:06pm 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:05 PM 

Time Used on Bottle 
Labels:* 

2:05 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

210AMI156DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 210AMI156DA09 

Sample Collection Time: 2:05 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 255 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 35 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 6 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 133 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 3 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 340 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI157 8/6/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 1-28D Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4730807 595696 7220 

Well Covering Notes:* Garmin GPS accuracy: 13.8 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 246.36 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 320 

Sample Depth Actual (ft): 30615:10 9.7 803 494 16.9 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Meghann Durbrow 

bailed 

Used 2 new bailers. Sent bailers to 320, bailers feel 
like they hit bottom at 306. Metal well cap set 

loosely on well. 1 bailer's sample was clear and 1 
bailer's was very black. Filled GRO and 2 DRO 

bottles 50/50 and 1 DRO with clear sample. Filled 
GRO bottles with new plastic cup. 2-28 is on same 

locations. 1-28 is north of 2-28 and has yellow 
marker. Black rubbing off cable onto sponges. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:10 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

219AMI157HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 219AMI157HC08 

Sample Collection Time: 3:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 210 

Calcium (mg/L) 1.6 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 17 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 170 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 153 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 403 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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16.1 

AMI159 7/14/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 11-28
 Shell
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 none 4729884 594837 7440 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 
Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 476.58 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

15:30 9.09 472 236 15.9 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 765 

Sample Depth Actual (ft): 765 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

Bailer 

Actual Sample 
Collection Time: 

3:30 PM 

Time Used on Bottle 
Labels:* 

3:30 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 

Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

195AMI159DA09 

Lab Analysis Data (when applicable) 

Sample ID: 195AMI159DA09 

Sample Collection Time: 3:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 207 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 118 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 41 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 335 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI160 5/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Mesa 12-28 W Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4729951 594482 7427 16.7 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump not running upon arrival. 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 15:38 9.15 515 256 11.9 
Bailing Method Used:* 15:41 9.06 501 252 12.8 
Bailers Used:* 15:44 9.16 507 253 13.7 

15:47 9.17 505 252 13.9 Other Bailer Notes:* 

15:50 9.25 

15:57 9.23 

Field Meter Used: Hanna HI 991300 

505 14.1 251 

502 14.3 250 

Delsa Allen Sharon Harrell 

Travis with Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:55 PM 

Time Used on Bottle 
Labels:* 

3:45 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

140AMI160DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 140AMI160DA09 

Sample Collection Time: 3:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 241 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 8 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.6 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 123 

2.3Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 25 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 333 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI161 9/18/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Stewart Point 5-29D Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4740077 589627 7763 

Garmin GPS accuracy: 16.2 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:56 9.22 799 503 12.7 
Bailing Method Used:* 10:59 9.05 814 512 12.1 
Bailers Used:* 11:02 9.11 802 504 12.7 

11:05 9.2 800 504 12.9 Other Bailer Notes:* 

11:08 9.16 

11:11 9.15 

Field Meter Used: Hanna HI 991300 

778 13490 

784 13.5 491 

Heather Cole Delsa Allen 

pumped - started running at 10:56 

Water well is named 5-29, location is called the 4-
29. Burst of brown water when pump was started, 
water clear for remaining time. Pam with Warco 

Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:11 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

262AMI161HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 262AMI161HC08 

Sample Collection Time: 11:05 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 184 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 5 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 178 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 196 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 480 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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24.3 

AMI163 6/30/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Rainbow 15-32
 Newfield
 

Is Well Covered?*
 

Well Locked*
 See Notes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 none 4708497 613046 7310 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 
Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 237.11 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

13:00 9.84 680 340 16.2 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 600 

Sample Depth Actual (ft): 590 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* Actual Sample Time Used on Bottle SCCD Personnel Present 

A new plastic cup Collection Time: 

1:00 PM 

Labels:* 

1:05 PM 
Delsa Allen Sharon Harrell 

Sample Procedure 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Well was unlocked the day before by Newfield rep. 

Nylon rope was let down too fast which caused 
some knots in the rope. One bailer came up empty 

which was probably due to slight drops of the 

Overall Field / Sample Notes 

Sample Bottle Notes / Sample ID: 

181AMI163DA09 

bailers when the rope tangles tightened as it was 
brought up. 

Lab Analysis Data (when applicable) 

Sample ID: 181AMI163DA09 

Sample Collection Time: 1:05 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 192 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 49 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 10.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 152 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 57 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 402 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI164 8/27/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 1-33 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4729115 595528 7200 

Well Covering Notes:* Garmin GPS accuracy: 22.7 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 233.52 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 567 

Sample Depth Actual (ft): 56711:00 8.98 1542 968 10.8 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Both bailers were previously used. Some black 
chunks in water, but water for the most part was 
clear. Filled GRO bottles with new plastic cup. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:00 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

240AMI164DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 240AMI164DA08 

Sample Collection Time: 11:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 246 

Calcium (mg/L) 6 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 20 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 362 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 534 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 955 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI165 9/10/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Stewart Point 4-33 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4738308 591934 7551 

Well Covering Notes:* Garmin GPS accuracy: 20.7 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 514.39 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 800 

Sample Depth Actual (ft): 80011:50 9.44 1065 674 11.4 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

It was raining while collecting samples. Filled 
GRO bottles using a new plastic cup. Used 2 new 

bailers. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:50 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

254AMI165DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 254AMI165DA08 

Sample Collection Time: 11:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 183 

Calcium (mg/L) 3 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 8 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 220 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 284 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 617 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI166 8/26/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 10-33 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4728216 595327 7291 

Garmin GPS accuracy: 20.3 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:33 9.35 741 466 12.8 
Bailing Method Used:* 11:36 9.31 750 473 13.1 
Bailers Used:* 11:39 9.31 749 472 13.7 

11:42 9.27 763 478 13.3 Other Bailer Notes:* 

11:45 9.28 

11:48 9.22 

Field Meter Used: Hanna HI 991300 

757 13.7 477 

759 14.6 478 

Heather Cole Delsa Allen 

Pumped - started running at 11:33 

26772 bbls start, 26183 ending. Travis with 
Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:48 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 239AMI166HC08 

Sample Collection Time: 11:45 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 202 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.7 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 163 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 122 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 426 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI166 5/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Mesa 10-33 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4728226 595330 7255 17.9 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump was not running upon arrival. 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 14:10 9.09 588 294 12.6 
Bailing Method Used:* 14:13 9.14 600 300 12.4 
Bailers Used:* 14:15 9.15 608 304 12.4 

14:18 8.83 610 304 12.2 Other Bailer Notes:* 

14:21 8.92 

14:24 8.9 

Field Meter Used: Hanna HI 991300 

609 12.2 304 

611 12.2 304 

Delsa Allen Sharon Harrell 

Very windy. Travis with Premier Pumps also 
present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:22 PM 

Time Used on Bottle 
Labels:* 

2:15 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

140AMI166DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 140AMI166DA09 

Sample Collection Time: 2:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 214 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 10 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 147 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 94 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 407 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI167 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 12-33 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4728312 594415 7395 

Garmin GPS accuracy: 21.5 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:38 9.01 620 389 12.7 
Bailing Method Used:* 10:41 9.11 577 362 14.5 
Bailers Used:* 10:44 9.12 586 366 14.8 

10:47 9.09 580 365 15 Other Bailer Notes:* 

10:50 9.11 

10:53 9.08 

Field Meter Used: Hanna HI 991300 

580 15.3 366 

575 16362 

Heather Cole Delsa Allen 

pumped - started at 10:38 

Bbls: 19676. GRO bottles filled directly from well 
(sample port on pump head). Travis with Premier 

Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:53 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

241AMI167HC 08 - only two GRO bottles filled 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI167HC08 

Sample Collection Time: 10:50 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 235 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 138 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 34 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 303 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI168 9/3/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 5-33 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4728786 594500 7433 

Well Covering Notes:* Garmin GPS accuracy: 15.3 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

meter started beeping 272.68 and stopped 
beeping at 270 ft 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 630 

Sample Depth Actual (ft): 63014:45 8.1 635 400 13.8 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Bubbling sound coming from well, could also be 
heavy dripping. No gas alarm. Sponges turned 
(stained) black. Filled GRO bottles with a new 
plastic cup (one was filled with (water from) 

bottom of bailer and may contain sediment). KSI 
working on location. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:45 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

247AMI168HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 247AMI168HC08 

Sample Collection Time: 2:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 173 

Calcium (mg/L) 6 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 12 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.6 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 127 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 92 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 341 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI169 8/6/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 5-35 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4728500 597767 7135 

Well Covering Notes:* Garmin GPS accuracy: 16.5 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 167.67 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 420 

Sample Depth Actual (ft): 42012:30 9.14 845 523 16.2 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Meghann Durbrow 

bailed 

Used 1 new bailer and 1 old bailer. Gas meter 
alarmed quickly and stopped, turned meter off and 
back on. It did not alarm the second time. Rusty tan 

color on sponges from cable. GRO bottles filled 
using plastic cup. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:30 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

219AMI169HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 219AMI169HC08 

Sample Collection Time: 12:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 170 

Calcium (mg/L) 1.9 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 13 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.6 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 170 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 184 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 432 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 113 of 228 



 

 

  

  

 

 

 

 

 

 

 
 

 

AMI173 11/19/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Sand Draw #7-11 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4706028 608207 7257 15 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Heather Cole 

no samples taken 

Could not sample due to pump in well. Sign on 
location says BP American Production Company 

SW/NE Sec11 T29N R108W 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI174 10/23/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* HSR Steel 16-31 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4746800 589607 7209 

Well Covering Notes:* Garmin GPS accuracy: 19.2 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to well being welded 
shut 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft):
 

Sample Depth Actual (ft):
 

Bailing Method Used:*
 

Bailers Used:*
 

Other Bailer Notes:* 

Field Meter Used: None 

Heather Cole Delsa Allen 

No samples taken, well has been welded shut. Well 
has cement around it and a green stake. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI174 6/1/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: HSR Steel 16-31 Shell 

Is Well Covered?* 

Well Locked* Yes Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4746799 589607 7202 20.9 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 5.44 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft):
 

Sample Depth Actual (ft):
 

Bailing Method Used:*
 

Bailers Used:*
 

Other Bailer Notes:* 

Field Meter Used: None 

Delsa Allen Sharon Harrell 

Came to well for water level only - will be back to 
collect samples at a later date 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 116 of 228 



  
 

 

  

  

 

 

 

 
 

 

 

 
 

 

15.9 

AMI174 6/16/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* HSR Steel 16-31
 Ultra
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 
4746800 589606 7205 None 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 4.5 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Time 

11:45 

Field Parameteres 

pH Conductivity TDS 

7.13 396 198 

Temp. (C) 

10.7 

Field Meter Used: Hanna HI 991300 

Bailing Data (when applicable) 

See Bailing Notes Bailing Method Used:* 

Sample Depth Proposed (ft): 100 

Sample Depth Actual (ft): 100 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Used fishing line w/nylon rope as backup to bail 

GRO bottles filled from:* Actual Sample Time Used on Bottle SCCD Personnel Present 

A new plastic cup Collection Time: 

11:45 AM 

Labels:* 

11:45 AM 
Delsa Allen Sharon Harrell 

Sample Procedure 

Rest of bottles filled from:* 

A new plastic cup Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Well total depth estimated using water level tape: 

185' - 190'. Well was originally thought to be 
Shell's, but is actually Ultra's - SCCD changed out 

locks for both operators and returned Shell's to 

Overall Field / Sample Notes 

Sample Bottle Notes / Sample ID: 
Craig Ritschel. 

167AMI174DA09 

Lab Analysis Data (when applicable) 

Sample ID: 167AMI174DA09 

Sample Collection Time: 11:45 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 232 

Calcium (mg/L) 62 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 1 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 13 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 8 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 4 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 238 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI181 8/6/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 2-35 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4728931 598366 7125 

Well Covering Notes:* Garmin GPS accuracy: 23 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 144.34 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 373 

Sample Depth Actual (ft): 37311:23 8.98 902 553 15.5 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Meghann Durbrow 

bailed 

Bailer feels light, but has some weight. Rusty 
colored chunks on sponges. GRO filled using 

plastic cup. Well cap broken, no lock. Sign says 6-
35D and 3-35D 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:23 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

219AMI181HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 219AMI181HC08 

Sample Collection Time: 11:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 200 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 12 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0.5 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 191 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 173 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 454 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI182 10/6/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Highway/Federal #7 Yates 

Is Well Covered?* 

Well Locked*
 

Well Covering Notes:*
 

Northing Easting Elev(ft) Accuracy* 

4705998 613938 7278 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

accuracy: 15.3 ft 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to gas alarm Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Delsa Allen Whitney Philpott 

No samples taken due to O2 and LEL alarming -
very strong odor from well casing. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI182 12/12/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Highway/Federal #7 Yates 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4705996 613940 7303 

Garmin GPS Well Covering Notes:* 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:03 9.6 521 260 10.3 
Bailing Method Used:* 10:06 9.52 516 257 11 
Bailers Used:* 10:09 9.24 520 259 11.1 

10:12 9.19 518 258 11.3 Other Bailer Notes:* 

10:15 9.26 

10:18 9.2 

Field Meter Used: Hanna HI 991300 

518 11.3 260 

506 10.5 253 

Delsa Allen Meghann Durbrow 

pumped - began at 10:03 

Alarm: O2:, 16.9; LEL, OL. Alarm reading was 
taken after pump was shut off. Took duplicate 

samples. Water is bubbly and had a strong sulfur 
odor. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:18 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

347AMI182DA08 and 347AMI182DA08D 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 347AMI182DA08 

Sample Collection Time: 10:20 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 178 

Calcium (mg/L) 0 
0.189 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 41 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 12.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 136 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 5 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 316 

Sample ID: 347AMI182DA08D 

Sample Collection Time: 10:25 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 179 

Calcium (mg/L) 0 
0.165 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 41 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 12.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 135 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 4 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 322 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI182 1/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Highway/Federal #7 Yates 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4706002 613936 7305 15.5 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro 
Clip 

0L for LEL, 8.5 for O2 

Gas Alarm Notes: 

gas vapors could be seen coming from water well 
casing 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Yes - large truck tanks were being filled for an 
unknown time. 

Water Level Notes: 

not taken due to pump 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:04 9.09 504 252 10.8 
Bailing Method Used:* 10:07 9.13 500 249 11.3 
Bailers Used:* 10:10 9.29 501 250 11.5 

10:13 9.5 500 249 11.5 Other Bailer Notes:* 

10:16 9.44 

Field Meter Used: Hanna HI 991300 

496 11.6 249 

Delsa Allen 

Richard with Warco Pumps present. Gas vapors 
could be seen coming out of water well casing 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:17 AM 

Time Used on Bottle 
Labels:* 

10:10 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

020AMI182DA09 

GRO bottles filled from:* 

Glass cup 

Rest of bottles filled from:* 

Hose attached to industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 020AMI182DA09 

Sample Collection Time: 10:10 AM 

Notes related to lab data 

0 = ND 'Nondetect'. Samples for dissolved 
metals/hardness were subsampled, filtered and 

preserved with 2 mL HNO3 in lab upon receipt to 
pH<2 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 181 

Calcium (mg/L) 0 
0.192 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 34 

6.9Benzene (ug/L) 5 ug/L Fluoride (mg/L) 12.6 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 127 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 3 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 303 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI183 8/7/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 11-22 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4731339 596510 7341 

Well Covering Notes:* Garmin GPS accuracy: 33.4 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 359.35 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 630 

Sample Depth Actual (ft): 63010:20 9.17 1207 751 14.1 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Whitney Philpott 

bailed 

used one new bailer and one old bailer. New bailer 
empty on first bail. Used plastic cup to fill GRO 
bottles. Well cap PVC and not locked. Low O2 
level alarm sounded shortly and then no alarms 

sounded for a few minutes. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:20 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

220AMI183HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 220AMI183HC08 

Sample Collection Time: 10:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 266 

Calcium (mg/L) 3.2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 13 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.6 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0.7 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 248 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 217 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 650 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI184 8/13/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 6-18 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4733655 591565 7492 

Well Covering Notes:* Garmin GPS accuracy: 14.7 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 505.88 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 720 

Sample Depth Actual (ft): 72012:08 9.01 639 396 14.5 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Meghann Durbrow also present. Used 1 new bailer 
and 1 that was previously used. Filled GRO bottles 

with new plastic cup. Well was covered with a 
bucket. Well pipe was not solid - could be moved 

around. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:08 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

226AMI184DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

226AMI184DA08 Sample ID: Hydrocarbon Data Results Standards 1 Other Data Results 

12:15 PM Sample Collection Time: 0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 217 

Calcium (mg/L) 1.7 
Notes related to lab data Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 22 

0 = ND 'Nondetect'. Energy Lab comments: 
"Cancelled VOA's per Heather Cole, for Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.7 

226AMI184DA08 because they were never received at Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 
ELI. 8/18/08 11:00" Heather Cole spoke with Energy 

Lab staff, Kim on 8/18/08 - Kim told Heather the m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

coolers weren't unpacked until 5:30 on 8/15/08. SCCD o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 164 
staff looked for the GRO bottle set and could not find 
evidence that it was not shipped with the rest of the Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 88 

sample set. Photos show a complete set collected. 
SCCD staff feel the GRO bottle set was likely If results are blank, parameter was not analyzed. 

Total Dissolved Solids 
@180 C (mg/L): 374 

misplaced after the lab received it. 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI184 8/20/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 6-18 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4733651 591558 7500 

Well Covering Notes:* Garmin GPS accuracy: 15.7 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level taken on a previous visit (one week 
prior) 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 720 

Sample Depth Actual (ft): 72015:25 8.84 708 445 16.9 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Whitney also present. We are resampling this well 
because Energy Labs lost the VOC vials from the 

last sample taken a week ago. Used 2 old 
(previously used) bailers. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:25 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

232AMI184HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 232AMI184HC08 

Sample Collection Time: 3:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 213 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 19 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.7 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 157 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 81 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 376 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 124 of 228 



 
 

  

  

 

 

 

 

 

 

 

 
 

 

AMI186 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 8-6 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4717264 601998 6984 

Garmin GPS accuracy: 15.4 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

13:59 9.33 1145 730 14.6 Sample Depth Actual (ft): 

14:02 9.24 1202 759 14 Bailing Method Used:* 

14:05 9.22 1225 774 13.7 Bailers Used:* 

14:08 9.19 1230 774 13.7 Other Bailer Notes:* 

14:11 9.19 

14:14 9.18 

Field Meter Used: Hanna HI 991300 

1232 13.5 776 

1234 13.8 778 

Heather Cole Delsa Allen 

Pumped. 

GRO bottles filled directly from well. Travis with 
Premier Pumps also present. 72647 bbls 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:14 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

241AMI186HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI186HC08 

Sample Collection Time: 2:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 119 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 253 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 9.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 240 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 4 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 551 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI186 7/29/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Warbonnet 8-6 Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4717271 602002 7045 15.5 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:48 9.33 1172 587 10.6 
Bailing Method Used:* 10:51 9.08 1105 552 12.8 
Bailers Used:* 10:54 9.09 1117 558 12.7 

10:57 9.1 1116 558 13 Other Bailer Notes:* 

11:00 9.1 

11:03 9.1 

Field Meter Used: 

1120 560 13 

1120 560 13.1 

Hanna HI 991300 #2 (backup) 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:04 AM 

Time Used on Bottle 
Labels:* 

11:05 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

210AMI186DA09 

GRO bottles filled from:* 

Sample valve on industrial pump, then a new 
plastic cup 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 210AMI186DA09 

Sample Collection Time: 11:05 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 121 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 249 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 10 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 242 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 2 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 612 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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19.8 

AMI187 12/15/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Antelope 1-16 Jed Oil 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4704958 615100 7257 

Garmin GPS Well Covering Notes:* 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken - did not want to expose 
water level meter to oil substance in well. 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: None 

GRO bottles filled from:* Actual Sample Time Used on Bottle 

Duplicate Time Data  (when applicable) 

Actual Sample Time Used on Bottle 
Collection Time:* Labels:* 

Sample Procedure 

bailed using a wire line rig Sample Bottle Notes / Sample ID: 

350AMI187DA08 

SCCD Personnel Present 

Rest of bottles filled from:* 

Collection Time: Labels:* Delsa Allen 
9:45 AM 

Overall Field / Sample Notes 

No field parameters taken - staff did not want to 
expose meter to such high concentrations of oil/gas 
substances. Samples were taken with aid of a "wire 
line rig/unit" -see photos. Bailers were completely 
coated with a dark brown oily substance. The same 
substance was at the top of the inside of the bailers 

and ended up in some of the sample bottles - see 
photos. Wire line rig equipment used was oily and 
grease coated. As wire was let out to send bailers 
down well, oil was being dispensed on the spool -

this was done just initially (no more than a 
minute) - see photos. Scott Mackie (pumper) and 

??unkown company?? personnel with the wire line 
rig unit were also present. 

Lab Analysis Data (when applicable) 

Sample ID: 350AMI187DA08D 

Sample Collection Time: 9:45 AM 

Notes related to lab data 

0 = ND 'Nondetect'. DRO results: 11.7 % -result 
determined by volume. The hydrocarbon profile 

resembles a heavily weathered crude oil. 

Hydrocarbon Data Results Standards 1 Other Data Results 

Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 206 

Calcium (mg/L) 0 
0.118 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 35 

5.5Benzene (ug/L) 5 ug/L Fluoride (mg/L) 11 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 145 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 7 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 332 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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Sample ID: 350AMI187DA08 

Sample Collection Time: 9:45 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 

Diesel Range 78 1.1 or 10 mg/L 
2 

Organics (mg/L)
 

Gasoline Range 
 0.137 7.3 mg/L
Organics (mg/L)
 

Benzene (ug/L) 5 ug/L
6.6 
Ethylbenzene (ug/L) 700 ug/L0 
m+p-Xylenes (ug/L) 10,000 ug/L0 

o-Xylene (ug/L) 10,000 ug/L0 
Toluene (ug/L) 1,000 ug/L 0 

If results are blank, parameter was not analyzed. 

Other Data Results 

206Alkalinity (mg/L) 

0Calcium (mg/L) 

35Chloride (mg/L) 

11Fluoride (mg/L) 

0Magnesium (mg/L) 

0Potassium (mg/L) 

147Sodium (mg/L): 

8Sulfate (mg/L) 

Total Dissolved Solids 
344@180 C (mg/L): 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI188 5/21/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: North Pinedale 14-8 Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4743574 590464 20.3 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

14:25 9.5 389 194 12.9 Sample Depth Actual (ft): 

14:28 9.45 364 180 12.5 Bailing Method Used:* 

14:31 9.11 362 181 12.3 Bailers Used:* 

14:34 8.97 361 180 12.3 Other Bailer Notes:* 

14:37 8.9 

14:40 9.18 

Field Meter Used: Hanna HI 991300 

362 12.3 180 

364 12.5 182 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:38 PM 

Time Used on Bottle 
Labels:* 

2:30 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

141AMI188DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 141AMI188DA09 

Sample Collection Time: 2:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 205 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 91 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 1 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 222 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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18.7 

AMI189 6/29/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Rainbow 15-31
 Newfield
 

Is Well Covered?*
 

Well Locked*
 See Notes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 none 4708376 611350 7351 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 377.5 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

15:05 9.54 465 231 14.9 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 600 

Sample Depth Actual (ft): 590 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

Bailer 

Actual Sample 
Collection Time: 

3:05 PM 

Time Used on Bottle 
Labels:* 

3:00 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 

Delsa Allen Sharon Harrell 

Well was just unlocked by Newfield prior to our 
arrival 

SCCD Personnel Present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

180AMI189DA09 

Lab Analysis Data (when applicable) 

Sample ID: 180AMI189DA09 

Sample Collection Time: 3:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 148 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 35 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 11.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 103 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 17 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 311 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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20.6 

AMI190 1/13/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 11-34
 Ultra
 

Is Well Covered?*
 

Well Locked*
 See Notes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro 0L for LEL, 14.7 
Clip O2@1ft/13.0@ 2-4 ft 

4723373 598100 6944 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 
Well covered with a bucket 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 22.7 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Time 

12:20 

Field Parameteres 

pH Conductivity TDS 

9.04 507 253 

Temp. (C) 

5.2 

Field Meter Used: Hanna HI 991300 

Bailing Data (when applicable) 

Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 255 

Sample Depth Actual (ft): 255 

Bailers Used:* See bailer notes 

Other Bailer Notes:* 

1 New and 1 Used 

GRO bottles filled from:* Actual Sample Time Used on Bottle SCCD Personnel Present 

A new plastic cup Collection Time: 

12:20 PM 

Labels:* 

12:20 PM 
Delsa Allen Meghann Durbrow 

Sample Procedure 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Water was bubbly and had sulfur odor. Steve 
Wright and Meryl Storb with Geomatrix also 

present. [This well had produced an LEL alarm in 
the past, therefore Geomatrix was hired by Ultra to 

Overall Field / Sample Notes 

Sample Bottle Notes / Sample ID: 

013AMI190DA09 

force the explosive gas out of the casing using 
hydrogen, allowing SCCD staff to safely bail the 

well for a sample.] 

Lab Analysis Data (when applicable) 

Sample ID: 013AMI190DA09 

Sample Collection Time: 12:20 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 264 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 4.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 129 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 20 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 330 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI190 5/19/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Riverside 11-14 (11-
34) 

Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4719501 604014 7047 19.5 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 60% for LEO 

Gas Alarm Notes: 

Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump was not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 15:40 9.13 524 261 12.2 
Bailing Method Used:* 15:43 8.77 517 258 12 
Bailers Used:* 15:46 8.91 518 259 11.3 

15:49 8.64 515 257 11.3 Other Bailer Notes:* 

15:52 8.96 

15:55 8.6 

Field Meter Used: Hanna HI 991300 

515 11.2 257 

518 11.6 259 

Delsa Allen Sharon Harrell 

Travis with Premier Pumps also present 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:52 PM 

Time Used on Bottle 
Labels:* 

3:50 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

139AMI190DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 139AMI190DA09 

Sample Collection Time: 3:50 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 275 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 3 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 4.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 138 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 15 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 365 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI192 9/16/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Rainbow 13-30 (13-3)
 Ultra
 

Is Well Covered?*
 

Well Locked*
 Unit Used GPS Notes
 

4710085 610535 7296 

Garmin GPS accuracy: 26.5 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:25 9.32 709 447 15.5 
Bailing Method Used:* 13:28 9.36 711 446 13.7 
Bailers Used:* 13:31 9.42 703 442 13.1 

13:34 9.43 713 449 12.6 Other Bailer Notes:* 

13:37 9.46 

13:40 9.47 

Field Meter Used: Hanna HI 991300 

714 12.7 449 

720 13.9 458 

Heather Cole Delsa Allen 

pumped 

Travis with Premier Pumps also present. Gas 
meter reads OL for LEL. Previously unable to 

sample due to gas meter LEL alarm. At 1:25, water 
had amounts of black pipe dope; at 1:28 water was 

clear. 82 bbls total. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:40 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

260AMI192HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 260AMI192HC08 

Sample Collection Time: 1:40 PM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab comments: "Samples for 
dissolved metals were subsampled, filtered and 

preserved with 2 mL HN03 in lab upon reciept to 
pH<2." 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 110 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 26 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.5 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 145 

6.2Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 126 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 370 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI192 1/16/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Rainbow 13-30 (13-3) Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4710085 610536 7296 14.5 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro 
Clip 

0L for LEL, 10 for O2 

Gas Alarm Notes: 

taken about 1 foot into casing 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

not taken, pump in way 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

11:13 9.56 596 297 12.5 Sample Depth Actual (ft): 

11:16 9.56 594 298 12.2 Bailing Method Used:* 

11:19 9.48 593 296 11.8 Bailers Used:* 

11:22 9.47 592 296 11.8 Other Bailer Notes:* 

11:25 9.46 

11:30 9.45 

Field Meter Used: Hanna HI 991300 

599 11.7 299 

595 11.9 297 

Delsa Allen Meghann Durbrow 

Earl from Premier Pumps also present.  Duplicates 
taken 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:30 AM 

Time Used on Bottle 
Labels:* 

11:30 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

11:35 AM 

Sample Bottle Notes / Sample ID: 

016AMI192DA09 and 016AMI192DA09D 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 016AMI192DA09 

Sample Collection Time: 11:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 111 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 21 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.6 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 133 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 382 

Sample ID: 016AMI192DA09D 

Sample Collection Time: 11:35 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 111 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 21 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.6 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 131 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 99 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 398 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI192 5/19/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Rainbow 13-30 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4710084 610541 7303 18 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 OL for LEL 

Gas Alarm Notes: 

pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:00 9.23 602 300 12.6 
Bailing Method Used:* 12:03 9.21 595 298 12.9 
Bailers Used:* 12:06 9.39 600 300 12.5 

12:09 9.12 599 299 12.8 Other Bailer Notes:* 

12:12 9.39 

12:15 9.42 

Field Meter Used: Hanna HI 991300 

600 12.3 299 

600 12.5 300 

Delsa Allen Sharon Harrell 

Travis with Premier also present 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:15 PM 

Time Used on Bottle 
Labels:* 

12:10 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

139AMI192DA08 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 139AMI192DA09 

Sample Collection Time: 12:10 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 118 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 27 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.6 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 133 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 125 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 400 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI193 8/19/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Warbonnet 4-10 Ultra Northing Easting Elev(ft) Accuracy* 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

Garmin GPS used past GPS coordinates to Well Covering Notes:* 
Map 76 try to find well, wasn't there 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Delsa Allen Whitney Philpott 

No samples were taken due to no water well at 
location - took photos of where well used to be 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI194 10/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Lovatt Draw State 36-
4 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4728803 599260 7067 

Garmin GPS accuracy: 18.5 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:03 8.9 577 368 11.2 
Bailing Method Used:* 10:06 9.08 568 362 12 
Bailers Used:* 10:09 9.12 576 368 11.9 

10:12 9.13 575 366 11.9 Other Bailer Notes:* 

10:15 9.11 

10:21 9.04 

Field Meter Used: Hanna HI 991300 

574 11.9 367 

575 12366 

Heather Cole Delsa Allen 

pumped - started running at 10:03 

Kevin Mitchell and one other M&N personnel also 
present. Generator shut down at 10:17 and then 
started running again at 10:20. Strong generator 

fumes above sampling area. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:21 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

302AMI194HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 302AMI194HC08 

Sample Collection Time: 10:20 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 273 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 142 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 12 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 324 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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15.2 

AMI198 7/7/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 16-5
 Ultra
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 None 4716369 603641 7087 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 146.03 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

14:38 9.26 637 320 13.8 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 405 

Sample Depth Actual (ft): 375 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Actual Sample 
Collection Time: 

2:38 PM 

Time Used on Bottle 
Labels:* 

2:45 PM 
Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Kathy Raper also present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

188AMI198DA09 

Lab Analysis Data (when applicable) 

Sample ID: 188AMI198DA09 

Sample Collection Time: 2:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 150 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 187 

5.5Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.1 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

4.7m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 250 

3Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 88 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 654 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 138 of 228 



 
 

  

  

 

 

 

 

 

 

 

 
 

 

AMI199 8/26/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 16-28 Utlra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4729317 595526 7275 

Garmin GPS accuracy: 19.5 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:11 9.43 573 360 15.7 
Bailing Method Used:* 12:14 9.4 573 361 13.6 
Bailers Used:* 12:17 9.42 575 364 13.4 

12:20 9.34 569 357 13.7 Other Bailer Notes:* 

12:23 9.31 

12:26 9.4 

Field Meter Used: Hanna HI 991300 

576 13.4 362 

580 13.9 358 

Heather Cole Delsa Allen 

Pumped 

Travis with Premier Pumps also present. Bbls 
start: 19590; bbls end: 19652. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:26 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

239AMI199HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 239AMI199HC08 

Sample Collection Time: 12:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 205 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 4 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.4 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 125 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 46 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 305 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI199 5/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Mesa 16-28 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4729319 595527 7227 30.8 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump not running upon arrival. 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 14:50 9.19 496 248 11.8 
Bailing Method Used:* 14:53 9.17 781 391 12.1 
Bailers Used:* 14:56 9.1 783 391 11.8 

14:59 8.86 782 391 11.5 Other Bailer Notes:* 

15:02 9.12 

Field Meter Used: Hanna HI 991300 

784 11.5 392 

Delsa Allen Sharon Harrell 

Duplicate samples taken. Travis with Premier 
Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:03 PM 

Time Used on Bottle 
Labels:* 

2:55 PM 

Actual Sample 
Collection Time:* 

3:06 PM 

Time Used on Bottle 
Labels:* 

3:00 PM 

Sample Bottle Notes / Sample ID: 

140AMI199DA09 & 140AMI199DA09D 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

A new plastic cup 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 140AMI199DA09 

Sample Collection Time: 2:55 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 197 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 13 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.2 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 181 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 184 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 539 

Sample ID: 140AMI199DA09D 

Sample Collection Time: 3:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 198 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 13 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.2 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 179 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 181 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 596 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI201 5/19/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Riverside 13-12 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4724401 599290 6915 18.6 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump was not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 16:22 8.99 524 264 14.4 
Bailing Method Used:* 16:25 9.1 511 256 12.8 
Bailers Used:* 16:28 9.2 516 257 11.8 

16:31 8.74 515 259 11.5 Other Bailer Notes:* 

16:34 8.82 

16:37 9.17 

Field Meter Used: Hanna HI 991300 

516 11.4 258 

514 12.1 257 

Delsa Allen Sharon Harrell 

Travis with Premier Pumps also present. Well is 
artesian, very low flow, see photos 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

4:40 PM 

Time Used on Bottle 
Labels:* 

4:25 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

139AMI201DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 139AMI201DA09 

Sample Collection Time: 4:25 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 273 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 6 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 6.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 132 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 7 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 349 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI202 8/19/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 3-3 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4717487 605966 7275 

Well Covering Notes:* Garmin GPS accuracy: 15.0 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

no water level taken - we had the wrong water 
level meter with us 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 570 

Sample Depth Actual (ft): 57011:18 8.89 819 507 14.7 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Whitney Philpott Delsa Allen 

bailed 

Filled GRO bottles with new plastic cup. Well was 
covered and locked. Used 1 new bailer and 1 that 
was previously used. Black chunks in water and 
black stain on sponges - water was mostly clear 

though. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:18 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

231AMI202DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 231AMI202DA08 

Sample Collection Time: 11:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 144 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 145 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 8.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 172 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 2 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 425 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI202 9/11/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Warbonnet 3-3 Ultra 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4717487 605963 7268 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

accuracy:17.4 ft 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

Solinst Water Level Meter (1000 feet) 322.8 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Heather Cole Delsa Allen 

no samples taken - returned to location just for 
water level. 

No samples taken - there were taken on a previous 
date, returned for water level. Well cap had lock 
but wasn't locked. We tried to lock before leaving 

but couldn't get it to lock. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI203 9/15/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Warbonnet 16-4 Ultra 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4716331 605165 7149 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

accuracy: 16.7 ft 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

Solinst Water Level Meter (1000 feet) 219.16 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Delsa Allen Whitney Philpott 

samples previously taken 

Just water level taken. Samples were previously 
taken when pump was in well. No photos taken due 

to dead batteries in camera. White plastic cap 
covering well - no lock. Small black particles built 

up on sponges while cleaning water level tape. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI204 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 16-10 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4714714 606863 7327 

Garmin GPS accuracy: 26.5 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 15:45 9.52 621 391 14.9 
Bailing Method Used:* 15:48 9.49 528 332 12.9 
Bailers Used:* 15:51 9.59 534 334 12.7 

15:54 9.61 537 337 12.5 Other Bailer Notes:* 

15:57 9.56 

16:00 9.59 

Field Meter Used: Hanna HI 991300 

537 12.5 337 

529 14.2 335 

Heather Cole Delsa Allen 

Pumped 

GRO bottles filled directly from well. Travis with 
Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

4:00 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

241AMI204HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI204HC08 

Sample Collection Time: 4:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 187 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 26 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 5.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 116 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 6 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 266 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI205 5/26/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Stewart Point 8-22 D Questar 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4737791 591410 7541 16.4 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:02 9.2 442 221 12.6 
Bailing Method Used:* 10:05 9.24 419 209 12.6 
Bailers Used:* 10:08 9.21 429 214 12.7 

10:11 9.12 438 219 12.9 Other Bailer Notes:* 

10:14 9.11 

10:17 8.95 

Field Meter Used: Hanna HI 991300 

444 13222 

440 13.1 219 

Delsa Allen Sharon Harrell 

Troy w/Warco & Max w/Questar also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:15 AM 

Time Used on Bottle 
Labels:* 

10:15 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

146AMI205DA09 

GRO bottles filled from:* 

Hose attached to industrial pump, then a new 
plastic cup 

Rest of bottles filled from:* 

Hose attached to industrial pump, then a new 
plastic cup 

Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 146AMI205DA09 

Sample Collection Time: 10:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 201 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 109 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 31 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 257 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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18.2 

AMI209 7/7/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 15-26
 Ultra
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 None 4709814 608089 7336 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 371.23 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Time 

11:18 

Field Parameteres 

pH Conductivity TDS 

9.58 750 374 

Temp. (C) 

18.3 

Field Meter Used: Hanna HI 991300 

Bailing Data (when applicable) 

Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 560 

Sample Depth Actual (ft): 560 

Bailers Used:* See bailer notes 

Other Bailer Notes:* 

1 new single check valve & 1 new double ck. Valve 

GRO bottles filled from:* Actual Sample Time Used on Bottle SCCD Personnel Present 

A new plastic cup Collection Time: 

11:18 AM 

Labels:* 

11:00 AM 
Delsa Allen Sharon Harrell 

Sample Procedure 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Kathy Raper was also present.Well location is on a 
pad with at least one injection well. Location was 
busy with water truck traffic.Used 2 new bailers. 

One was a double check valve bailer, the other was 

Overall Field / Sample Notes 

Sample Bottle Notes / Sample ID: 
a single check valve bailer grabbed accidently. 

188AMI209DA09 

Lab Analysis Data (when applicable) 

Sample ID: 188AMI209DA09 

Sample Collection Time: 11:00 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

1.3Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 158 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 15 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.8 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

1.5m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 178 

1.8Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 188 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 466 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI210 8/20/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 10-9 D Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4715101 604987 7187 

Well Covering Notes:* Garmin GPS accuracy: 14.4 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 253.55 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 425 

Sample Depth Actual (ft): 42513:00 8.37 720 468 16.5 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Whitney also present. Used 2 new bailers. PVC cap 
(covering well) - looks new. Turned evaporation off 

before sampling. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:00 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

232AMI210HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 232AMI210HC08 

Sample Collection Time: 1:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 159 

Calcium (mg/L) 1 
0.102 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 98 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 8.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 154 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 2 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 346 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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16.6 

AMI212 7/7/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 9-15
 Ultra
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 None 4713605 606856 7403 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 453.18 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

13:08 9.51 419 208 17.3 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 570 

Sample Depth Actual (ft): 570 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Actual Sample 
Collection Time: 

1:08 PM 

Time Used on Bottle 
Labels:* 

12:45 PM 
Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Kathy Raper also present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

188AMI212DA09 

Lab Analysis Data (when applicable) 

Sample ID: 188AMI212DA09 

Sample Collection Time: 12:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 203 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 8 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 4.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 99 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 3 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 258 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI213 10/7/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Petrogulf State 36-9
 

Is Well Covered?*
 

Well Locked*
 Unit Used GPS Notes
 

4718473 600494 7042 

Well Covering Notes:* Garmin GPS accuracy: 18.3 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 97.41 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 350 

Sample Depth Actual (ft): 35011:10 8.88 770 485 9.9 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Used 1 new and 1 used (previously used) bailer. 
Used new plastic cup to fill GRO bottles. Water 
was slightly bubbly. Tape covering well casing. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:10 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

281AMI213DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 281AMI213DA08 

Sample Collection Time: 11:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 164 

Calcium (mg/L) 2 
0.083 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 111 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 11.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 180 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 2 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 435 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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22.8 

AMI213 11/20/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Petrogulf State 36-9
 

Is Well Covered?*
 

Well Locked*
 Unit Used GPS Notes
 

4718475 600494 7048 

Garmin GPS Well Covering Notes:* 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level taken during a previous visit 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 400 

Sample Depth Actual (ft): 40011:20 8.99 858 547 6.9 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Kathy Raper 

bailed with rope 

Used 2 new bailers. GRO (bottles) filled using 
glass cup. This is a re-sample due to a previous 

detection. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:20 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

325AMI213HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 325AMI213HC08 

Sample Collection Time: 11:20 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 2 mLs of H2SO4 was added to 
one glass bottle for sample 325AMI213HC08 by lab. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 162 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 118 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 12.3 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 170 

20Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 0 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 431 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI214 5/19/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Warbonnet 12-9 Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4715231 603988 7153 17.9 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

N/A - Pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 9:07 7.39 2249 1126 11.7 
Bailing Method Used:* 9:10 8.39 2246 1125 10.8 
Bailers Used:* 9:21 8.7 2266 1131 11.6 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Sharon Harrell 

Samples had to be collected sooner due to water 
storage tank getting full. (Water could not be 

pumped elsewhere) Travis w/Premier Pumps also 
present 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

9:20 AM 

Time Used on Bottle 
Labels:* 

9:17 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

139AMI214DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 139AMI214DA09 

Sample Collection Time: 9:17 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 85 

Calcium (mg/L) 14 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 24 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 516 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 1080 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 1760 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI216 5/26/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Mesa Unit Well #2 Questar 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4733531 594851 7478 16.7 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Pump not used 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:39 9.36 547 272 10.3 
Bailing Method Used:* 11:42 8.96 616 307 11.5 
Bailers Used:* 11:45 8.94 592 296 12.3 

11:48 9.06 580 289 12.5 Other Bailer Notes:* 

11:51 9.2 

11:54 9.12 

Field Meter Used: Hanna HI 991300 

575 12.7 288 

576 12.9 288 

Delsa Allen Sharon Harrell 

Troy w/Warco & Max w/Questar also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:55 AM 

Time Used on Bottle 
Labels:* 

11:35 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

146AMI216DA09 

GRO bottles filled from:* 

Hose attached to industrial pump, then a new 
plastic cup 

Rest of bottles filled from:* 

Hose attached to industrial pump, then a new 
plastic cup 

Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 146AMI216DA09 

Sample Collection Time: 11:35 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 192 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 138 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 88 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 358 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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22.2 

AMI228 6/29/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Rainbow 16-30
 Newfield
 

Is Well Covered?*
 

Well Locked*
 See Notes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 none 4710044 611871 7324 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 353.75 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

13:30 9.62 854 425 14.8 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 550 

Sample Depth Actual (ft): 545 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Actual Sample 
Collection Time: 

1:30 PM 

Time Used on Bottle 
Labels:* 

1:20 PM 
Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Well was unlocked by Newfield prior to our arrival. 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

180AMI228DA09 

Lab Analysis Data (when applicable) 

Sample ID: 180AMI228DA09 

Sample Collection Time: 1:20 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

2.9Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 110 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 14 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 191 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 261 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 581 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI230 8/7/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 3-27 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4730679 596413 7213 

Well Covering Notes:* Garmin GPS accuracy: 16.7 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to well cap being too 
tight 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft):
 

Sample Depth Actual (ft):
 

Bailing Method Used:*
 

Bailers Used:*
 

Other Bailer Notes:* 

Field Meter Used: None 

Heather Cole Whitney Philpott 

No sample taken - could not open well PVC cap, 
was tight and low to the ground. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI230 8/27/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 3-27 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4730677 596413 7219 

Well Covering Notes:* Garmin GPS accuracy: 18.0 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

didn't get a good reading - it fluctuated between 
220 and 230 feet 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 520 

Sample Depth Actual (ft): 52012:09 7.48 1508 956 12.1 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Dripping noises coming from well casing while we 
were at location. Used new plastic cup to fill GRO 
bottles. Both bailers were new. Water is very turbid 
and rust in color with lots of sediment collected at 

the bottom of the bailers - see photo of cup. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:09 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

240AMI230DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 240AMI230DA08 

Sample Collection Time: 12:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 245 

Calcium (mg/L) 103 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 28 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 14 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 3 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 251 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 557 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 1060 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI232 1/13/2009 Field Data 

Warbonnet 5-25 Ultra 

Well Name/Location OwnershipInfo. 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Gas Alarm Data* 

Alarm Unit Used: 

None 

Gas Alarm Readings: 

Gas Alarm Notes: 

Plugged 

Northing Easting Elev(ft) Accuracy* 

Unit Used GPS Notes 

Garmin GPS Plugged / used past coordinates 
Map 76 to locate well location 

Water Level Values Field Parameteres Bailing Data (when applicable) 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

None
 

Location Data
 

Pump Activity Upon Arrival?:*
 

Water Level Notes:
 

Plugged
 

Other Bailer Notes:*
 

Field Meter Used: None 

Delsa Allen Meghann Durbrow 

well has been plugged 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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17.4 

AMI233 7/1/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Boulder 15-4
 Ultra
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 none 4726153 604842 7001 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 
Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 46.08 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

10:50 7.38 543 271 12.4 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 200 

Sample Depth Actual (ft): 200 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

Bailer 

Actual Sample 
Collection Time: 

10:50 AM 

Time Used on Bottle 
Labels:* 

10:40 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 

Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

182AMI233DA09 

Lab Analysis Data (when applicable) 

Sample ID: 182AMI233DA09 

Sample Collection Time: 10:40 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 143 

Calcium (mg/L) 1 
0.246 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 34 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 6.8 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 117 

2Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 71 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 347 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI235 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 2-8 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4715920 603261 7091 

Well Covering Notes:* Garmin GPS accuracy: 19.4 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

14:30 8.22 3923 2000 14.3 Sample Depth Actual (ft): 

14:33 8.29 3910 2000 11.7 Bailing Method Used:* 

14:36 8.27 3990 2000 10.8 Bailers Used:* 

14:39 8.23 3999 2000 10.8 Other Bailer Notes:* 

14:42 8.21 

Field Meter Used: Hanna HI 991300 

3987 2000 

Heather Cole Delsa Allen 

Pumped 

GRO bottles filled directly from well. Conductivity 
high in the past. Travis with Premier Pumps also 

present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:42 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

241AMI235HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI235HC08 

Sample Collection Time: 2:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 249 

Calcium (mg/L) 35 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 25 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 1 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 857 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 1610 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 2570 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI235 5/19/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Warbonnet 2-8 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4715921 603262 7098 22.3 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

10:24 8.77 2261 1131 11.8 Sample Depth Actual (ft): 

10:27 8.36 2948 1476 10.2 Bailing Method Used:* 

10:30 8.11 3061 1530 9.7 Bailers Used:* 

10:33 8.03 3149 1576 10 Other Bailer Notes:* 

10:36 8.01 

10:39 8.02 

Field Meter Used: Hanna HI 991300 

3173 9.7 1586 

3166 10.4 1583 

Delsa Allen Sharon Harrell 

Double checked conductivity & TDS reading with 
#02 meter with 10:30 sample - Conductivity: 3512, 
TDS:1755;  With 10:33 sample-Conductivity:3621, 

TDS: 1813. Travis w/Premier also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:40 AM 

Time Used on Bottle 
Labels:* 

10:35 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

139AMI235DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 139AMI235DA09 

Sample Collection Time: 10:35 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 260 

Calcium (mg/L) 31 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 22 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.4 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 787 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 1540 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 2550 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI236 6/25/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Nerd Farm Yard
 Nerd Gas
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 

Unit Used GPS Notes 

4726202 597472 6992 20.8 

Northing Easting Elev(ft) Accuracy* 

Garmin GPS GPS taken outside of 
Map 76 pumphouse

Well Covering Notes:* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Unknown 

Water Level Notes: 

NA- well is not accessible 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:02 9.17 483 241 15 
Bailing Method Used:* 13:05 9.14 485 242 13.7 
Bailers Used:* 13:08 9.02 485 241 13 

13:11 9.08 482 241 12.7 Other Bailer Notes:* 

13:14 9.12 

13:17 9.01 

Field Meter Used: Hanna HI 991300 

488 12.2 244 

487 12.1 243 

Delsa Allen Sharon Harrell 

Water is pumped into a blue pressure tank. Hose is 
hooked up to pipe going to pressure tank. Not sure 

how much of the sample is coming directly from 
well 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:18 PM 

Time Used on Bottle 
Labels:* 

1:30 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

176AMI236DA09 

GRO bottles filled from:* 

Well Owner's Hose 

Rest of bottles filled from:* 

Well Owner's Hose 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 176AMI236DA09 

Sample Collection Time: 1:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 251 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 119 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 16 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 305 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI237 7/29/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Warbonnet 7-15 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4714194 606785 7324 15.1 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:33 10 593 298 11.4 
Bailing Method Used:* 11:36 9.5 450 225 11.4 
Bailers Used:* 11:39 9.5 452 226 11.4 

11:42 9.53 450 224 11.4 Other Bailer Notes:* 

11:45 9.56 

11:48 9.56 

Field Meter Used: 

449 224 11.4 

449 224 11.4 

Hanna HI 991300 #2 (backup) 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present. Starting 
barrels : 70 / Ending barrels : 115 @ 11:50am 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:49 AM 

Time Used on Bottle 
Labels:* 

11:50 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

210AMI237DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 210AMI237DA09 

Sample Collection Time: 11:50 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 206 

Calcium (mg/L) 0 
0.665 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 8 

84Benzene (ug/L) 5 ug/L Fluoride (mg/L) 4.6 

4Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

31m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

4o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 104 

150Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 0 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 248 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI238 9/18/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 12-17 Questar 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4733273 593480 7503 

Garmin GPS accuracy: 17.9 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:32 9.13 506 318 28.2 
Bailing Method Used:* 12:35 9.29 560 353 15.5 
Bailers Used:* 12:38 9.28 568 355 13.6 

12:41 9.3 574 361 13.4 Other Bailer Notes:* 

12:44 9.29 

12:47 9.32 

Field Meter Used: Hanna HI 991300 

546 13.2 343 

552 14.1 347 

Heather Cole Delsa Allen 

pumped - started running at 12:32 

Pam with Warco Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:47 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

262AMI238HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 262AMI238HC08 

Sample Collection Time: 12:48 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 184 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 9 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 125 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 84 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 331 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI239 5/26/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Mesa 15-20 Questar 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4731262 593649 7461 17.9 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Yes, 1/2 hour 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:31 8.95 515 257 15.4 
Bailing Method Used:* 12:34 9.06 499 249 15.2 
Bailers Used:* 12:37 9.07 495 247 15 

12:42 9.01 495 247 15 Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Sharon Harrell 

Two Drilling Rigs on location. Troy w/Warco & 
Max w/Questar also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:40 PM 

Time Used on Bottle 
Labels:* 

12:40 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

146AMI239DA09 

GRO bottles filled from:* 

Hose attached to industrial pump, then a new 
plastic cup 

Rest of bottles filled from:* 

Hose attached to industrial pump, then a new 
plastic cup 

Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 146AMI239DA09 

Sample Collection Time: 12:40 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 242 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 4 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 123 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 24 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 292 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI240 5/26/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Stewart Point 6-17 Questar 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4742747 590015 7308 15.7 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 9:12 8.79 576 287 13.9 
Bailing Method Used:* 9:15 8.82 552 276 11.6 
Bailers Used:* 9:18 8.58 572 286 10.9 

9:21 8.53 568 284 10.7 Other Bailer Notes:* 

9:24 8.6 

9:27 8.59 

Field Meter Used: Hanna HI 991300 

554 10.8 277 

565 10.9 282 

Delsa Allen Sharon Harrell 

Samples filled from hose attached to industrial 
pump into a new plastic cup. Rig on location. Troy 

w/Warco & Max w/Questar also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

9:30 AM 

Time Used on Bottle 
Labels:* 

9:15 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

146AMI240DA09 

GRO bottles filled from:* 

Hose attached to industrial pump, then a new 
plastic cup 

Rest of bottles filled from:* 

Hose attached to industrial pump, then a new 
plastic cup 

Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 146AMI240DA09 

Sample Collection Time: 9:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 219 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 4 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 144 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 73 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 354 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI242 5/19/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Warbonnet 8-25 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4710790 610180 7298 16.2 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:17 9.71 621 310 12 
Bailing Method Used:* 11:20 9.32 615 307 13.2 
Bailers Used:* 11:23 9.28 622 311 12.8 

11:26 9.32 615 308 13.1 Other Bailer Notes:* 

11:29 9.43 

11:32 9.51 

Field Meter Used: Hanna HI 991300 

619 13308 

618 13.3 309 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:30 AM 

Time Used on Bottle 
Labels:* 

11:30 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

139AMI242DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 139AMI242DA09 

Sample Collection Time: 11:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 98 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 24 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 6.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 137 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 161 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 427 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI245 8/7/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 9-22CD Anschutz 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4731513 597195 7199 

Well Covering Notes:* Garmin GPS accuracy: 15.8 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 189.71 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 397 

Sample Depth Actual (ft): 39712:00 9.88 860 531 15.8 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Whitney Philpott 

bailed 

Bailers felt light, knot at 114 ft. One new bailer and 
one old bailer used. PVC cap, no lock. Used plastic 

cup to fill GRO bottles 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:00 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

220AMI245HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 220AMI245HC08 

Sample Collection Time: 12:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 248 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 7 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1.2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 186 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 107 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 442 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI248 9/16/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Boulder 12A-33 Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4718337 604185 7066 

Well Covering Notes:* Garmin GPS accuracy: 20.0 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:02 9.15 727 457 12.9 
Bailing Method Used:* 12:05 9.19 724 456 11.6 
Bailers Used:* 12:08 9.2 735 464 11.1 

12:11 9.22 743 466 12.2 Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

pumped 

Gas meter is reading 50% LEL. Previously unable 
to sample this well due to LEL alarm. Water is 

clear. GRO bottles filled directly from sample port. 
Duplicates taken. Bbls: 14990 @11:53, 15115 @ 

12:30. Pump was running upon arrival. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:11 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

260AMI248HC08 and 260AMI248HC08D 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 260AMI248HC08 

Sample Collection Time: 12:10 PM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab comments: "Samples for 
dissolved metals were subsampled, filtered and 

preserved with 2 mL HN03 in lab upon reciept to 
pH<2." 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 158 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 85 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 8.9 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 158 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 12 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 352 

Sample ID: 260AMI248HC08D 

Sample Collection Time: 12:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab comments: "Samples for 
dissolved metals were subsampled, filtered and 

preserved with 2 mL HN03 in lab upon reciept to 
pH<2." 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 160 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 87 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 8.9 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 152 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 12 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 359 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI248 7/8/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* 

Boulder 12A-33 Ultra 

Yes 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Alarm Unit Used: 

Gas Alert Micro#1 

Gas Alarm Readings: 

None 

Gas Alarm Notes: 

This well has alarmed in the past. SCCD staff 
didn't have the second gas alarm unit. We'll re-
visit the well with back up unit before sampling. 

Location Data
 

Northing Easting Elev(ft) Accuracy*
 

4718338 604181 7099 19 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Delsa Allen Sharon Harrell 

Kathy Raper also present.No samples taken. This 
well has alarmed in the past. SCCD staff didn't 

have the second gas alarm unit. We'll re-visit the 
well with back up unit before sampling. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI248 7/14/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* 

4718337 604183 7069 16.9 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

Boulder 12A-33 Ultra Alarm Unit Used: Gas Alarm Readings: 

Is Well Covered?* Both Gas Alert Gas alarmed - see alarm 
Micro Units (#1 & notes Well Locked* Yes 

#2) 
Well Covering Notes:* Gas Alarm Notes: 

Did not sample. Water level tape was already 
down in well casing when SCCD staff heard 

bubbling sounds inside casing - at that point, staff 
decided to take another gas alarm reading 

without the pump. Alarm did not sound with 
either unit with pump attached but unit #2 

alarmed when it was used without the pump - up 
to 44 LEL 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

Solinst Water Level Meter (1000 feet) 127.78 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Delsa Allen Sharon Harrell 

Did not sample. Water level tape was already down 
in well casing when SCCD staff heard bubbling 

sounds inside casing - at that point, staff decided to 
take another gas alarm reading without the pump. 

Alarm did not sound with either unit with pump 
attached but unit #2 alarmed when it was used 

without the pump - up to 44 LEL 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI248 7/29/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Boulder 12A-33 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4718336 604184 7071 22.1 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 OL for LEL without pump 

Gas Alarm Notes: 

Gas Alert pump is still not working - no alarm 
with pump. 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:03 7.97 743 372 12.8 
Bailing Method Used:* 13:06 9.3 715 357 11 
Bailers Used:* 13:09 9.31 721 360 10.3 

13:12 9.33 723 360 10.1 Other Bailer Notes:* 

13:15 9.34 

13:18 9.35 

Field Meter Used: 

726 363 10.1 

730 365 10.1 

Hanna HI 991300 #2 (backup) 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present. A Trip 
Blank was done w/this sample (GRO Trip Blank). 

Starting barrels: 257 / ending barrels : 329 @ 
1:19pm 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:19 PM 

Time Used on Bottle 
Labels:* 

1:20 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

210AMI248DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 210AMI248DA09 

Sample Collection Time: 1:20 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 152 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 118 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 9.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 160 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 0 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 400 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI249 9/15/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Warbonnet 2D-3D(7- Ultra 
3) 

Is Well Covered?* 

Well Locked*
 

Well Covering Notes:*
 

Northing Easting Elev(ft) Accuracy* 

4717123 606432 7244 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

accuracy: 16.4 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

Solinst Water Level Meter (1000 feet) 302.22 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Delsa Allen Whitney Philpott 

samples previously taken 

Just water level taken. Samples previously taken 
when pump was in well. No photos taken due to 
dead batteries in camera. White plastic cover on 

well - no lock. Dark stain on sponges from 
cleaning water level tape, small black particles too. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI249 5/19/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Warbonnet 2D-3D(7-
3) 

Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4717123 606436 7242 26.7 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 none 

Gas Alarm Notes: 

Pump was not used. 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:29 9.24 478 238 12.2 
Bailing Method Used:* 13:32 9.47 442 227 12.4 
Bailers Used:* 13:35 9.19 445 222 12.4 

13:38 9.28 459 229 13.3 Other Bailer Notes:* 

13:41 9.61 

Field Meter Used: Hanna HI 991300 

457 14.2 228 

Delsa Allen Sharon Harrell 

Travis with Premier Pumps also present 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:45 PM 

Time Used on Bottle 
Labels:* 

1:35 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

139AMI249DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 139AMI249DA09 

Sample Collection Time: 1:35 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 213 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 12 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.6 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 112 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 7 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 310 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI253 7/29/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Boulder 6-32 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4718698 602825 7053 19.6 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Pump in well 

Field Parameteres 

Time pH Conductivity TDS Temp. (C) 

12:17 9.5 745 374 10.7 

12:20 9.34 966 482 10.4 

12:23 9.34 945 472 10.3 

12:26 9.33 924 462 10.2 

12:29 9.32 903 451 10.2 

12:32 9.31 887 443 10.2 

12:35 9.31 879 439 10.2 

Field Meter Used: Hanna HI 991300 #2 (backup) 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:*
 

Other Bailer Notes:*
 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps was also present. Starting 
barrels: 1 / Ending barrels: 77 @12:36pm 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:36 PM 

Time Used on Bottle 
Labels:* 

12:30 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

210AMI253DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 210AMI253DA09 

Sample Collection Time: 12:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 155 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 53 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 8.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 199 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 141 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 519 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI254 10/15/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Jonah Field Office BP 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4701078 617379 7111 

Garmin GPS accuracy: 17.4 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 139.37 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:18 9.71 560 351 13.8 
Bailing Method Used:* 13:21 9.73 570 358 11.8 
Bailers Used:* 13:24 9.82 570 356 11.7 

13:27 9.81 567 357 11.5 Other Bailer Notes:* 

13:30 9.81 

13:33 9.82 

Field Meter Used: Hanna HI 991300 

565 11.8 357 

566 12.1 354 

Heather Cole Delsa Allen 

pumped - began running at 1:18 

Ran water from BP hose prior to RO system. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:33 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

289AMI254HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 289AMI254HC08 

Sample Collection Time: 1:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 185 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 44 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 121 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 2 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 283 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI255 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 15B-27D Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4729403 596785 7175 

Garmin GPS accuracy: 26.1 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

9:18 8.78 1049 660 10.9 Sample Depth Actual (ft): 

9:21 7.53 1350 850 10.4 Bailing Method Used:* 

9:24 7.43 1357 848 10.7 Bailers Used:* 

9:27 7.49 1353 852 10.3 Other Bailer Notes:* 

9:30 7.52 

9:33 7.62 

Field Meter Used: Hanna HI 991300 

1357 10.2 857 

1345 10.8 845 

SCCD Personnel Present 

Rest of bottles filled from:* 

GRO bottles filled from:* Actual Sample Time Used on Bottle 

Duplicate Time Data  (when applicable) 

Actual Sample Time Used on Bottle 
Collection Time:* Labels:* 

Sample Procedure 

began running pump at 9:18 Sample Bottle Notes / Sample ID: 

241AMI255HC08 

Collection Time: Labels:* Heather Cole Delsa Allen 
9:33 AM 

Overall Field / Sample Notes 

Starting bls: 27108. GRO bottles filled directly 
from well (spout on pump head). Not pumped for a 

year, slight odor and brown color to the water. 
Travis with Premier Pumps also present. At 9:18 

water was fairly clear; at 9:21 is was dark brown; 
in between 9:21 and 9:24 is was lighter; at 9:24 it 
was dark brown; at 9:27 it was lighter brown; at 
9:30 it was dark brown with orange tint; and at 

9:33 it was brown. 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI255HC08 

Sample Collection Time: 9:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

4.9Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 223 

Calcium (mg/L) 89 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 22 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.2 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 14 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 3 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 170 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 380 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 801 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI255 9/12/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 15B-27D Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4729402 596781 7167 

Garmin GPS accuracy: 14.1 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

12:18 7.37 1245 780 11.6 Sample Depth Actual (ft): 

12:21 7.39 1352 850 10.3 Bailing Method Used:* 

12:24 7.48 1352 854 10.4 Bailers Used:* 

12:27 7.53 1363 858 10.1 Other Bailer Notes:* 

12:30 7.53 

12:33 7.61 

Field Meter Used: Hanna HI 991300 

1382 10 867 

1376 11.1 866 

Heather Cole Delsa Allen 

pumped 

Whitney also present. Travis with Premier also 
present. At 12:18 the water was greenish, then at 
12:21 it was brown. Slight brown color and sheen 
to samples. Noise in well, gas meter did not detect 

explosive gases. This is a re-sample due to 
previous detections. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:33 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

256AMI255HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 256AMI255HC08 

Sample Collection Time: 12:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'.  According to the lab, the cooler 
this sample was shipped in had no custody seal upon 

arrive to them. 

Hydrocarbon Data Results Standards 1 Other Data Results 

3Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 228 

Calcium (mg/L) 84 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 20 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.2 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 13 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 3 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 166 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 382 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 817 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI255 5/21/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Mesa 15B-27D Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4729409 596785 7098 16.3 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

12:15 8.55 891 444 11.6 Sample Depth Actual (ft): 

12:18 7.83 1113 556 10.7 Bailing Method Used:* 

12:21 7.36 1106 553 10.3 Bailers Used:* 

12:24 7.51 1117 559 10.1 Other Bailer Notes:* 

12:27 7.44 

12:36 7.63 

Field Meter Used: Hanna HI 991300 

1123 10 561 

1122 10.4 560 

Delsa Allen Sharon Harrell 

As field samples were collected, water became very 
turbid & rust colored, then became clearer as time 
passed. See photos. Travis w/Premier Pumps also 

present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:30 PM 

Time Used on Bottle 
Labels:* 

12:25 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

141AMI255DA09 

GRO bottles filled from:* 

Sample valve on industrial pump, then a new 
plastic cup 

Rest of bottles filled from:* 

Sample valve on industrial pump, then a new 
plastic cup 

Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 141AMI255DA09 

Sample Collection Time: 12:25 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

3.2Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 231 

Calcium (mg/L) 86 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 26 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.2 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 14 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 3 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 176 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 369 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 828 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI258 9/5/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 11-25 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4720078 599663 7004 

Well Covering Notes:* Garmin GPS accuracy: 15.6 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 56.49 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 432.5 

Sample Depth Actual (ft): 432.511:15 8.98 845 532 11.6 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Hydrocarbon odor to end of water level tape upon 
reeling it back up. Used 1 new and 1 old bailer. 

Used new rope. Travel blank put in same cooler as 
samples. Filled GRO bottles using a new plastic 
cup. Well not locked - plastic container and rock 
being used for well cap. Rope came up stained 

brown and smelling like some sort of hydrocarbon. 
Samples had slight color and sheen plus odor. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:15 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

249AMI258HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 249AMI258HC08 

Sample Collection Time: 11:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab notes: "1 DRO bottle 
received broken; still have sufficient volume for 

analysis. Samples for dissolved metals were 
subsampled, filtered and preserved with 2 mL of HN03 

in lab upon receipt to pH <2." 

Hydrocarbon Data Results Standards 1 Other Data Results 

24Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 184 

Calcium (mg/L) 2 
0.906 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 92 

0.9Benzene (ug/L) 5 ug/L Fluoride (mg/L) 9.3 

16Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

110m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

44o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 155 

50Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 3 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 365 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI258 10/17/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 11-25 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4720079 599659 7003 

Well Covering Notes:* Garmin GPS accuracy: 16.8 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level was taken on a previous date 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 432.5 

Sample Depth Actual (ft): 432.514:20 9.29 891 563 10.7 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

(water is) slightly fizzy/frothy. Strong smell to 
water samples; yellow tint. Well was locked. This is 

a resample due to a previous detection. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:20 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

291AMI258HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 291AMI258HC08 

Sample Collection Time: 2:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. SAMPLES FOR DISOLVED 
METALS/HARDNESS WERE SUBSAMPLED, 

FILTERED AND PRESERVED WITH 2 mL HN03 IN 
LAB UPON RECEIPT TO Ph 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 180 

Calcium (mg/L) 3 
0.15Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 120 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 187 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 15 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 445 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI259 5/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Riverside 13-4 Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4726474 594577 7073 25.9 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump was not running upon arrival. 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:26 9.46 565 282 11.7 
Bailing Method Used:* 13:29 9.26 510 255 13.4 
Bailers Used:* 13:32 9.04 511 255 13.7 

13:35 8.92 513 256 13.9 Other Bailer Notes:* 

13:38 9.11 

13:42 9.04 

Field Meter Used: Hanna HI 991300 

512 14256 

514 13.9 256 

Delsa Allen Sharon Harrell 

Windy.  Travis with Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:40 PM 

Time Used on Bottle 
Labels:* 

1:35 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

140AMI259DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 140AMI259DA09 

Sample Collection Time: 1:35 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 267 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 127 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 22 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 344 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI261 5/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Riverside 4D-1D Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4726693 599348 6944 19 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump was not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:30 9.29 758 376 12 
Bailing Method Used:* 11:33 9.07 550 275 11.8 
Bailers Used:* 11:36 8.86 549 274 11.9 

11:39 8.85 549 274 12.1 Other Bailer Notes:* 

11:42 8.95 

11:48 9.02 

Field Meter Used: Hanna HI 991300 

544 12.2 272 

542 12271 

Delsa Allen Sharon Harrell 

The 11:30 field sample was clear but with lots of 
large black chunks. The 11:39 field sample was 
grey in color, no chunks. Travis with Premier 

Pumps was present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:46 AM 

Time Used on Bottle 
Labels:* 

11:40 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

140AMI261DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 140AMI261DA09 

Sample Collection Time: 11:40 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 291 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 3 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 144 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 16 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 361 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI262 8/19/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 4D-25D Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4720691 599275 7002 

Well Covering Notes:* Garmin GPS accuracy: 12.9 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

no water level taken - we had the wrong water 
level meter with us, but it was estimated to be 

around 15 ft. 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 357 

Sample Depth Actual (ft): 35714:00 9.51 974 613 16 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

Filled GRO bottles with new plastic cup. Water 
level was at about 15 feet. Used two new bailers. 

Two water wells on location near each other, took 
samples from water well farthest from gas well 

head - see photos. This well had white plastic cap, 
other well has lock. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:00 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

231AMI262DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 231AMI262DA08 

Sample Collection Time: 2:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 163 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 149 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 206 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 59 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 497 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI262 9/11/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Riverside 4D-25D Ultra 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4720698 599275 6981 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

accuracy: 18.2 ft 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

Solinst Water Level Meter (1000 feet) 17.81 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Heather Cole Delsa Allen 

no samples taken, returned just for water level 

No samples taken - they were previously taken. Just 
returned for water level. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI262 5/21/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Riverside 4D-25D Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4720694 599276 6982 15.5 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:21 9.49 782 390 10.4 
Bailing Method Used:* 10:24 8.88 773 385 11.5 
Bailers Used:* 10:27 8.77 777 388 11.5 

10:30 8.68 782 392 11.8 Other Bailer Notes:* 

10:33 8.65 

10:36 8.71 

Field Meter Used: Hanna HI 991300 

790 12395 

793 12.2 396 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:38 AM 

Time Used on Bottle 
Labels:* 

10:30 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

141AMI262DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 141AMI262DA09 

Sample Collection Time: 10:30 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 171 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 166 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 6.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 187 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 2 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 474 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI263 1/13/2009 Field Data 

Warbonnet 1-21 Ultra 

Well Name/Location OwnershipInfo. 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Gas Alarm Data* 

Alarm Unit Used: 

None 

Gas Alarm Readings: 

Gas Alarm Notes: 

plugged 

Northing Easting Elev(ft) Accuracy* 

Unit Used GPS Notes 

Garmin GPS used past coordinates to locate 
Map 76 well's past location 

Water Level Values Field Parameteres Bailing Data (when applicable) 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

None
 

Location Data
 

Pump Activity Upon Arrival?:*
 

Water Level Notes:
 

Well has been plugged
 

Other Bailer Notes:*
 

Field Meter Used: None 

Delsa Allen Meghann Durbrow 

Well has been plugged 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI264 9/15/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Warbonnet 1B-10D Ultra 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4715896 606790 7276 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

accuracy: 18.1 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

Solinst Water Level Meter (1000 feet) 332.31 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Delsa Allen Whitney Philpott 

samples previously taken 

Just water level taken. Samples previously taken 
when pump was in well. No photos taken due to 

dead batteries in camera. White plastic cap 
covering well - no lock. Small black particles built 

up on sponges while cleaning water level tape. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI265 8/27/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Warbonnet 5D-15D Ultra 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4713904 605877 7340 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

accuracy: 13.8 ft 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

no water level taken due to gas alarm Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Delsa Allen Whitney Philpott 

no samples taken due to gas alarm 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI265 1/14/2009 Field Data 

Warbonnet 5D-15D Ultra 

Well Name/Location OwnershipInfo. 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Gas Alarm Data* 

Alarm Unit Used: 

Gas Alert Micro 
Clip 

Gas Alarm Readings: 

0 for LEL, Geomatrix meter 
was detecting 0-7 LEL 

Gas Alarm Notes: 

Northing Easting Elev(ft) Accuracy* 

Unit Used GPS Notes 

None 

Water Level Values Field Parameteres Bailing Data (when applicable) 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

None
 

Location Data
 

Pump Activity Upon Arrival?:*
 

Water Level Notes:
 
Other Bailer Notes:*
 

Field Meter Used: None 

Delsa Allen Meghann Durbrow 

Meryl w/Geomatrix was also present. Meryl was 
detecting up to 20 LEL around compresser 

buildings and so the decision was made that it was 
unsafe to be on location, Steve w/Geomatrix will 

contact Belinda w/Ultra about the issue 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 189 of 228 



 
  

  

  

 

 

 

 

 

 

 
 

 

18.2 

AMI265 1/16/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 5D-15D
 Ultra
 

Is Well Covered?*
 

Well Locked*
 No
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro None 
Clip 

4713901 605877 7338 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 394.36 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Time 

13:05 

Field Parameteres 

pH Conductivity TDS 

8.79 725 362 

Temp. (C) 

8.4 

Field Meter Used: Hanna HI 991300 

Bailing Data (when applicable) 

Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 510 

Sample Depth Actual (ft): 510 

Bailers Used:* See bailer notes 

Other Bailer Notes:* 

1 New and 1 Used 

GRO bottles filled from:* 

A new plastic cup 

Actual Sample 
Collection Time: 

1:05 PM 

Time Used on Bottle 
Labels:* 

12:55 PM 
Delsa Allen Meghann Durbrow 

SCCD Personnel Present 

Sample Procedure 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Rust particals and stain on water level tape. Rope 
was stained black/brown - see photos. We put PVC 

cap back on well before leaving location. 

Overall Field / Sample Notes 

Sample Bottle Notes / Sample ID: 

016AMI265DA09 

Lab Analysis Data (when applicable) 

Sample ID: 016AMI265DA09 

Sample Collection Time: 12:55 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 263 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 14 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 180 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 117 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 496 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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15.3 

AMI265 7/8/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 5D-15D
 Ultra
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 none 4713901 605877 7370 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 394.06 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

15:30 9.01 733 367 14.7 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 510 

Sample Depth Actual (ft): 510 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Actual Sample 
Collection Time: 

3:30 PM 

Time Used on Bottle 
Labels:* 

3:30 PM 
Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Kathy Raper also present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

189AMI265DA09 

Lab Analysis Data (when applicable) 

Sample ID: 189AMI265DA09 

Sample Collection Time: 3:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

1Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 270 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 171 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 106 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 490 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI269 8/19/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Warbonnet 8-8 Ultra 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to well not being at 
location anymore 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft):
 

Sample Depth Actual (ft):
 

Bailing Method Used:*
 

Bailers Used:*
 

Other Bailer Notes:* 

Field Meter Used: None 

Delsa Allen Whitney Philpott 

no samples were taken due to water well not being 
at location anymore - took photos of where well 

used to be. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI270 8/14/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Two Buttes 16-15C Anschutz 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4732661 596947 7266 

Well Covering Notes:* Garmin GPS accuracy: 15.9 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 277.45 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 500 

Sample Depth Actual (ft): 50016:20 8.76 705 436 13.7 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Whitney Philpott 

bailed 

White cap taped to well (to seal top). Used 2 
bailers that were previously used, they both leaked 
a little, but not enough  to be a problem. There was 

a small amount of little black chunks in water. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

4:20 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

227AMI270DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 227AMI270DA08 

Sample Collection Time: 4:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 184 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 6 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 159 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 159 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 420 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI272 8/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 7-34 B Ultra 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4728607 597087 7183 

Garmin GPS accuracy: 19.1 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:03 9.52 1058 663 11.5 
Bailing Method Used:* 10:06 8.6 1037 655 10.6 
Bailers Used:* 10:09 8.5 1006 635 10 

10:12 8.6 1045 657 10.1 Other Bailer Notes:* 

10:15 8.68 

10:18 8.62 

Field Meter Used: Hanna HI 991300 

1056 10.2 667 

1035 10.1 652 

Heather Cole Delsa Allen 

pumped 

GRO bottles filled directly from sample port. 
Travis with Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:18 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

241AMI272HC08 - only 2 GRO bottles filled 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 241AMI272HC08 

Sample Collection Time: 10:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 196 

Calcium (mg/L) 10 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 12 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 203 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 246 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 560 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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15.5 

AMI272 7/8/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 7-34 B
 Ultra
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 none 4728599 597086 7228 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 212.02 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

13:05 7.48 795 398 13.9 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 478 

Sample Depth Actual (ft): 478 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Actual Sample 
Collection Time: 

1:05 PM 

Time Used on Bottle 
Labels:* 

1:10 PM 
Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Kathy Raper also present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

189AMI272DA09 

Lab Analysis Data (when applicable) 

Sample ID: 189AMI272DA09 

Sample Collection Time: 1:10 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 196 

Calcium (mg/L) 8 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 12 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.04 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 180 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 217 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 571 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI274 9/15/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Riverside 7-13 Shell 

Is Well Covered?* 

Well Locked* 

Well Covering Notes:* 

Northing Easting Elev(ft) Accuracy* 

4723673 600100 

Unit Used GPS Notes 

Garmin GPS 
Map 76 

accuracy: 17.7 ft 

Water Level Values Field Parameteres 

Water Level Meter Used Water Level Time pH Conductivity TDS Temp. (C) 

Solinst Water Level Meter (1000 feet) 42.5 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Meter Used: None 

Bailing Data (when applicable) 

Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 

Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Delsa Allen Whitney Philpott 

samples previously taken 

Just water level taken, samples previously taken 
when pump was in well. No photos taken due to 

dead batteries in camera. Lock on well 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Rest of bottles filled from:* Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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15.9 

AMI274 7/15/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 7-13
 Shell
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 
4723672 600101 7008 Both Gas Alert none 

Micro Units (#1 & Unit Used GPS Notes 
#2) 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 
Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 42.8 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

14:30 9.18 508 253 14.8 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 728 

Sample Depth Actual (ft): 728 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

Bailer 

Actual Sample 
Collection Time: 

2:30 PM 

Time Used on Bottle 
Labels:* 

2:30 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 

Delsa Allen Sharon Harrell 

Sulfuric acid was unavailable in the field- was later 
added in the office @3:45pm 

SCCD Personnel Present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

196AMI274DA09 

Lab Analysis Data (when applicable) 

Sample ID: 196AMI274DA09 

Sample Collection Time: 2:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 233 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 18 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 8.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 134 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 6 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 329 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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15.3 

AMI279 7/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 1-9
 Shell
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 None 4715902 605125 7152 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 206.34 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

12:46 9.42 654 327 16.4 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 650 

Sample Depth Actual (ft): 650 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Actual Sample 
Collection Time: 

12:46 PM 

Time Used on Bottle 
Labels:* 

12:35 PM 
Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Sample Procedure 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
Nearby pits were being stirred with track-hoe, 

starting to reclaim?  Black/rust particles in water. 
Water is aerated. Bailers were oily - see photos . 

We will have the lab run BTEX also. 

Overall Field / Sample Notes 

Sample Bottle Notes / Sample ID: 

201AMI279DA09 

Lab Analysis Data (when applicable) 

Sample ID: 201AMI279DA09 

Sample Collection Time: 12:35 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

2.1Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 140 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 125 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 8.1 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 153 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 1 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 351 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI280 5/19/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Boulder 14-32 Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4718053 602880 7049 18.2 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 none 

Gas Alarm Notes: 

Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump was not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 14:06 9.22 715 356 12.7 
Bailing Method Used:* 14:09 9.17 827 413 12.5 
Bailers Used:* 14:12 9.01 824 412 12 

14:15 9.19 818 409 12.3 Other Bailer Notes:* 

14:18 9.26 

14:25 9.32 

Field Meter Used: Hanna HI 991300 

819 11.9 408 

817 12.2 408 

Delsa Allen Sharon Harrell 

Duplicate samples taken. Water was slightly 
aerated. Travis at Premier Pumps was also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:20 PM 

Time Used on Bottle 
Labels:* 

2:15 PM 

Actual Sample 
Collection Time:* 

2:25 PM 

Time Used on Bottle 
Labels:* 

2:20 PM 

Sample Bottle Notes / Sample ID: 

139AMI280DA09  &  139AMI280DA09D 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 139AMI280DA09 

Sample Collection Time: 2:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 150 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 172 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 11.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 174 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 3 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 488 

Sample ID: 139AMI280DA09D 

Sample Collection Time: 2:20 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 150 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 170 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 11.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 180 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 3 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 492 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI283 10/17/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 11-34 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4728081 596201 7151 

Well Covering Notes:* Garmin GPS accuracy: 18.0 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 220.39 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 550 

Sample Depth Actual (ft): 55013:00 9.13 685 430 11.2 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

[Water was] Fizzy. Well cap not locked. Used rope 
to bail. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:00 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 291AMI283HC08 

Sample Collection Time: 1:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 246 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 3 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 2.6 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 152 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 82 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 362 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI284 8/29/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 11-35 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4727798 597614 7056 

Well Covering Notes:* Garmin GPS accuracy: 29 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 9:35 8.99 699 442 15.7 
Bailing Method Used:* 9:38 9 712 447 15.7 
Bailers Used:* 9:41 9.04 704 444 16.1 

9:44 9.06 709 447 15.6 Other Bailer Notes:* 

9:47 9.14 

Field Meter Used: Hanna HI 991300 

717 16.9 450 

Heather Cole 

Pumped - pump started at 9:25 

GRO bottles filled directly from well. Bbls: 26000 
and 26061. Shell location - showed JSA to 3 people 

and visited 3 different trailers before sampling. 
Jaun with Premier Pumps also present. Samples in 

Blue cooler - bottles labled at office. Duplicates 
taken. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

9:47 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

242AMI284HC08 and 242AMI284HC08D 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 242AMI284HC08 

Sample Collection Time: 9:47 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 274 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 5 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 4.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 160 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 40 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 356 

Sample ID: 242AMI284HC08D 

Sample Collection Time: 9:55 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 276 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 6 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 4.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 168 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 41 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 382 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI285 7/29/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Warbonnet 7-5 Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4717189 603231 7071 18.7 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:18 9.24 799 399 11.6 
Bailing Method Used:* 10:21 9.2 889 445 11.9 
Bailers Used:* 10:24 9.23 881 441 11.5 

10:27 9.22 886 443 11.5 Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 #2 (backup) 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present. Water was 
pumped into a water truck while samples were 

collected. We had to sample early because truck 
was getting full. Starting barrels : 63007/  Ending 

barrels : 63056 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:27 AM 

Time Used on Bottle 
Labels:* 

10:35 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

210AMI285DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 210AMI285DA09 

Sample Collection Time: 10:35 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 144 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 167 

0Benzene (ug/L) 5 ug/L Fluoride (mg/L) 10.4 

0Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

0m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

0o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 192 

0Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 5 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 632 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI291 5/19/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Warbonnet 4-9 Ultra 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4716056 603926 7104 18.6 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 9:47 9.04 753 375 10.6 
Bailing Method Used:* 9:50 8.86 1370 685 11.5 
Bailers Used:* 9:53 9.05 1063 530 11.3 

9:56 9.02 986 493 11.1 Other Bailer Notes:* 

9:59 9.05 

10:02 9.12 

Field Meter Used: Hanna HI 991300 

951 11475 

939 11.5 469 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:03 AM 

Time Used on Bottle 
Labels:* 

10:00 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

139AMI291DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 139AMI291DA09 

Sample Collection Time: 10:00 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 152 

Calcium (mg/L) 5 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 150 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 7.5 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 211 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 77 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 601 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI292 10/30/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Kelson #1 Mike & Debbie Vickrey 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4745310 591445 7237 

Garmin GPS accuracy: 15.1 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 4.81 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:51 6 351 222 13.6 
Bailing Method Used:* 10:54 6.6 365 232 9.5 
Bailers Used:* 10:57 6.86 366 234 8.7 

11:00 7.02 373 234 7.7 Other Bailer Notes:* 

11:03 7.09 

11:06 7.13 

Field Meter Used: Hanna HI 991300 

371 7.6 240 

375 8.7 236 

Heather Cole Delsa Allen 

pumped - began running water at 10:51 

Ran water through white SCCD hose from spigot 
to the right of front door. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:06 AM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 304AMI292HC08 

Sample Collection Time: 11:00 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 159 

Calcium (mg/L) 45 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 6 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 8 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 17 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 15 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 222 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI293 8/15/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Well #1 Jon Walker 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4745235 588617 7298 

Well Covering Notes:* Garmin GPS accuracy: 17.8 ft 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level reading was fluctuating as we were 
trying to get reading - was between 49 and 45 ft 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 16:16 7.36 1274 788 16 
Bailing Method Used:* 16:19 7.62 1297 805 9.8 
Bailers Used:* 16:22 7.66 1322 819 8.7 

16:25 7.64 1303 809 9.8 Other Bailer Notes:* 

16:28 7.58 

Field Meter Used: Hanna HI 991300 

1300 11.1 808 

Delsa Allen Whitney Philpott 

ran water from facet at well, began at 4:16 

Filled DRO bottles directly from faucet. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

4:28 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

228AMI293DA08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 228AMI293DA08 

Sample Collection Time: 4:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 271 

Calcium (mg/L) 35 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 46 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.6 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 4 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 223 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 242 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 722 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 205 of 228 



 

 

  

  

  

 

 

 

 

 

 

 

 
 

 

AMI295 10/24/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* White Water #4
 
(Indstrl Site-Lot 51)
 

Zane White/White Mtn.
 

Is Well Covered?*
 

Well Locked*
 Unit Used GPS Notes
 

4744767 588049 7377 

Garmin GPS accuracy: 15.8 ft 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 244.07 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable)
 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 14:45 9.27 485 310 10.6 
Bailing Method Used:* 14:48 9.35 461 295 10.1 
Bailers Used:* 14:51 9.44 461 296 10.3 

14:54 9.44 464 295 10.2 Other Bailer Notes:* 

14:57 9.32 

15:00 9.42 

Field Meter Used: Hanna HI 991300 

464 10.2 295 

453 9.9 288 

Heather Cole Delsa Allen 

pumped - began running water at 2:45 

Ran water from hydrant next to well and used the 
white SCCD hose. Permission for sampling given 

from office personnel. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:00 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

labeled in field: 1, later labled: 298AMI295HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 298AMI295HC08 

Sample Collection Time: 3:00 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 181 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 1 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 106 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 35 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 277 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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17.3 

AMI297 7/13/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Rainbow 13-29
 Shell
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 
4710007 612188 Both Gas Alert none 

Micro Units (#1 & Unit Used GPS Notes 
#2) 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 367.1 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

14:20 8.68 795 397 14.4 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 550 

Sample Depth Actual (ft): 480 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Actual Sample 
Collection Time: 

2:20 PM 

Time Used on Bottle 
Labels:* 

2:30 PM 
Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Sample Procedure 

Rest of bottles filled from:* 

Bailer Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 
SCCD has no well log for this well. Sample depth 
based off of near by wells. Actual sample depth 
was shorter than proposed due to rope length. 

Overall Field / Sample Notes 

Sample Bottle Notes / Sample ID: 

194AMI297DA09 

Lab Analysis Data (when applicable) 

Sample ID: 194AMI294DA09 

Sample Collection Time: 2:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 119 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 11 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 172 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 239 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 537 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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12.7 

AMI298 7/13/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Rainbow 8-31
 Shell
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 
4709382 611620 7383 Both Gas Alert none 

Micro Units (#1 & Unit Used GPS Notes 
#2) 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 409.67 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

15:55 9.45 418 210 16.8 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 600 

Sample Depth Actual (ft): 600 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

Bailer 

Actual Sample 
Collection Time: 

3:55 PM 

Time Used on Bottle 
Labels:* 

3:50 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 

Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

194AMI298DA09 

Lab Analysis Data (when applicable) 

Sample ID: 194AMI298DA09 

Sample Collection Time: 3:50 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 127 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 33 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 9.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 91 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 21 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 244 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI300 10/27/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* South Mesa 12-14 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4713865 598010 6992 

Well Covering Notes:* Garmin GPS accuracy: 15.2 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 68.7 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 550 

Sample Depth Actual (ft): 55014:40 9.79 793 512 11.8 
Bailing Method Used:* 

Bailers Used:* 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

bailed 

Used rope and new bailers. The sample depth is 
based on WB 13-19's water level and perf. zones. 
Water slightly dark. Some activity on this location. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:40 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

labled #1 in filed, later labled: 301AMI300HC08 
back at office 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 301AMI300HC08 

Sample Collection Time: 2:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 162 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 109 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 169 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 5 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 385 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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16.1 

AMI301 7/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Warbonnet 11-4
 Shell
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 None 4716936 604508 7117 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 167.1 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

14:55 9.73 883 441 15.4 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 685 

Sample Depth Actual (ft): 660 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

Bailer 

Actual Sample 
Collection Time: 

2:55 PM 

Time Used on Bottle 
Labels:* 

2:45 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 

Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

201AMI301DA09 

Lab Analysis Data (when applicable) 

Sample ID: 201AMI301DA09 

Sample Collection Time: 2:45 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

1.1Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 138 

Calcium (mg/L) 1 
0.175 Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 199 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 10.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 204 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 3 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 476 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI302 5/21/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Mesa 5-26 Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4730236 597572 7236 12.9 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 none 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Yes, up to a couple of days 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:01 8.95 524 262 16.2 
Bailing Method Used:* 13:04 8.97 515 256 16.1 
Bailers Used:* 13:07 8.9 513 256 16.1 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:15 PM 

Time Used on Bottle 
Labels:* 

1:13 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

141AMI302DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 141AMI302DA09 

Sample Collection Time: 1:13 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 251 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 7 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 4.6 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 134 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 20 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 337 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI304 5/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Jensen 11-11 R
 Shell
 

Is Well Covered?*
 

Well Locked*
 N/A-Industrial pump
 

Alarm Unit Used: Gas Alarm Readings:
 

Unit Used GPS Notes 

4724946 598105 45.9 

Northing Easting Elev(ft) Accuracy* 

Garmin GPS GPS taken outside of well house 
Map 76 

Well Covering Notes:* 

None 

Gas Alarm Notes: 

No opening into well 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump was not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:51 8.96 566 281 11.7 
Bailing Method Used:* 10:54 8.71 545 271 12.1 
Bailers Used:* 10:57 8.79 548 274 11.8 

11:00 8.71 551 275 12 Other Bailer Notes:* 

11:03 8.58 

11:05 8.62 

Field Meter Used: Hanna HI 991300 

549 11.9 274 

549 11.9 273 

Delsa Allen Sharon Harrell 

Well is located within a small steel building/well 
house. Well is artesian but with low flow. Travis 

with Premier Pumps also present. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:08 AM 

Time Used on Bottle 
Labels:* 

11:15 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

140AMI304DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 140AMI304DA09 

Sample Collection Time: 11:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 289 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 6 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 5.7 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 138 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 2 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 369 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI305 9/22/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 11-19BD Anschutz 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4731577 591595 7497 

Garmin GPS accuracy: 23 
Map 76 

Well Covering Notes:* 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

14:32 9.66 720 450 10.6 Sample Depth Actual (ft): 

14:35 9.23 693 434 11 Bailing Method Used:* 

14:38 9.21 691 435 11 Bailers Used:* 

14:41 9.23 689 436 11.2 Other Bailer Notes:* 

14:44 9.22 

14:47 9.24 

Field Meter Used: Hanna HI 991300 

698 11.3 439 

687 12.1 432 

Delsa Allen Heather Cole 

pumped - started at 2:32 

Richard with Warco Pumps also present. Water at 
2:32 and 2:35 had a yellow tint; water at 2:38 had 
a slight yellow tint; water at 2:41, 2:44 and 2:47 
was cloudy. Rig on location - new Anschutz well. 

Water well was drilled a few months ago. No 
location sign - Rig 266. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:47 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

lables back at the office: 266AMI305HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 266AMI305HC08 

Sample Collection Time: 2:50 PM 

Notes related to lab data 

0 = ND 'Nondetect'. Lab Corrective Action Comments: 
"Samples for dissolved metals/hardness were 

subsampled, filtered and preserved with 2 mL HNO3 
in lab upon receipt to pH<2" 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 206 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 18 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.9 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 144 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 101 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 370 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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17.3 

AMI306 9/23/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Mesa 3-19 Anschutz 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4732533 591712 7478 

Garmin GPS Well Covering Notes:* 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:44 8.9 674 427 17.5 
Bailing Method Used:* 12:47 8.92 696 439 17.3 
Bailers Used:* 12:50 8.94 694 435 17.3 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Heather Cole Delsa Allen 

pumped - pump was running upon arrival, not sure 
how long its been running 

Richard with Warco also present. Well was drilled 
early in spring of last year. It is currently being 

pumped to nearby rig. Location sign reads: Mesa 3-
19a Anschutz (P181282W) 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:50 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

267AMI306HC08 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 267AMI306HC08 

Sample Collection Time: 12:50 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 272 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 3 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 3.1 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 161 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 42 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 380 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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18.2 

AMI307 10/28/2008 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Stewart Point 16-6 Shell 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

4745273 589472 7308 

Garmin GPS Well Covering Notes:* 
Map 76 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

water level not taken due to pump in well 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 13:09 9.47 424 268 14.6 
Bailing Method Used:* 13:12 9.44 413 264 13.3 
Bailers Used:* 13:15 9.46 417 264 12.8 

13:18 9.45 420 267 12.6 Other Bailer Notes:* 

13:21 9.42 

13:24 9.43 

Field Meter Used: Hanna HI 991300 

422 12.8 268 

416 13.3 264 

Heather Cole Delsa Allen 

pumped 

[They are] drilling on this location. Water [being] 
pumped into tanks. Jose started pump for us. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:24 PM 

Time Used on Bottle 
Labels:* 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

not labled in field, then labled 302AMI305HC08 at 
office (should have been 302AMI307HC08) 

GRO bottles filled from:* 

Duplicate Time Data  (when applicable) Rest of bottles filled from:* 

Lab Analysis Data (when applicable) 

Sample ID: 302AMI307HC08 

Sample Collection Time: 1:25 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 200 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 0 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 101 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 5 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 253 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI308 5/20/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Mesa 4-28 Shell 

Is Well Covered?* 

Well Locked* N/A-Industrial pump Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4730585 594207 7442 16.7 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Pump not running upon arrival 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 16:19 9.2 506 252 11.3 
Bailing Method Used:* 16:22 9.09 522 260 12.6 
Bailers Used:* 16:25 9.03 528 264 13.5 

16:28 9 531 265 13.7 Other Bailer Notes:* 

16:31 8.92 

16:35 9.08 

Field Meter Used: Hanna HI 991300 

530 13.8 264 

524 14.2 261 

Delsa Allen Sharon Harrell 

Travis w/Premier Pumps also present 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

4:34 PM 

Time Used on Bottle 
Labels:* 

4:25 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

140AMI308DA09 

GRO bottles filled from:* 

Sample valve on industrial pump 

Rest of bottles filled from:* 

Sample valve on industrial pump 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 140AMI308DA09 

Sample Collection Time: 4:25 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 196 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 9 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 127 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 70 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 369 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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18.1 

AMI309 7/14/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Northing Easting Elev(ft) Accuracy* Riverside 11-2
 Shell
 

Is Well Covered?*
 

Well Locked*
 Yes
 

Alarm Unit Used: Gas Alarm Readings:
 

Gas Alert Micro#1 none 4726418 598074 6980 

Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* Gas Alarm Notes: Map 76 
Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 16.12 

Pump Activity Upon Arrival?:* 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) 

13:00 9.37 573 287 13.9 
Nylon Rope Bailing Method Used:* 

Sample Depth Proposed (ft): 350 

Sample Depth Actual (ft): 350 

Bailers Used:* 2 new double check valve 

Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

GRO bottles filled from:* 

A new plastic cup 

Rest of bottles filled from:* 

Bailer 

Actual Sample 
Collection Time: 

1:00 PM 

Time Used on Bottle 
Labels:* 

1:05 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Duplicate Time Data  (when applicable) 

Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Overall Field / Sample Notes 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

195AMI309DA09 

Lab Analysis Data (when applicable) 

Sample ID: 195AMI309DA09 

Sample Collection Time: 1:05 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 277 

Calcium (mg/L) 1 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 6 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 4.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 1 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 139 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 26 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 451 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI310 6/22/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Oliver Well #1 Bob & Sara Oliver 

Is Well Covered?* 

Well Locked* Yes Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4744908 587932 7351 17.9 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 none 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 14.71 

Pump Activity Upon Arrival?:* 

unknown 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

11:13 7.86 1133 566 19.7 Sample Depth Actual (ft): 

11:16 8 1125 562 21.5 Bailing Method Used:* 

11:19 8.1 1131 565 21 Bailers Used:* 

11:22 8.08 1130 565 21.1 Other Bailer Notes:* 

11:25 8.09 

11:28 8.08 

Field Meter Used: Hanna HI 991300 

1126 19.4 563 

1124 18.9 562 

Delsa Allen Sharon Harrell 

Water pressure decreased while taking field 
samples to just a trickle while taking main [lab] 

samples - see photo 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:30 AM 

Time Used on Bottle 
Labels:* 

11:15 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

173AMI310DA09 

GRO bottles filled from:* 

SCCD Hose 

Rest of bottles filled from:* 

SCCD Hose 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 173AMI310DA09 

Sample Collection Time: 11:15 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 252 

Calcium (mg/L) 11 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 19 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 2 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 265 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 330 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 827 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI312 6/24/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: White Water #20 Zane & Chris White 

Is Well Covered?* 

Well Locked* Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4717649 612477 7247 21 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 none 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 34.71 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 16:15 8.93 510 255 19.6 
Bailing Method Used:* 16:18 9.14 494 243 11 
Bailers Used:* 16:21 8.88 486 243 10 

16:24 8.77 489 245 9.5 Other Bailer Notes:* 

16:27 8.79 

16:30 8.87 

Field Meter Used: Hanna HI 991300 

490 9.6 244 

490 9.4 245 

Delsa Allen Sharon Harrell 

Water level tape was difficult to get down- had to 
keep pulling up and back down by a foot or so to 

get it past obstructions. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

4:31 PM 

Time Used on Bottle 
Labels:* 

4:30 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

175AMI312DA09 

GRO bottles filled from:* 

Outside Faucet 

Rest of bottles filled from:* 

Outside Faucet 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 175AMI312DA09 

Sample Collection Time: 4:30 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 102 

Calcium (mg/L) 2 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 8 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 1.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 107 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 130 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 316 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI313 6/24/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: White Water #21 Zane & Chris White 

Is Well Covered?* 

Well Locked* Yes Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4717644 612350 7241 18.5 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 35.01 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C)
 Sample Depth Proposed (ft):
 

Sample Depth Actual (ft):
 

Bailing Method Used:*
 

Bailers Used:*
 

Other Bailer Notes:* 

Field Meter Used: 

GRO bottles filled from:* Actual Sample Time Used on Bottle SCCD Personnel Present 

Duplicate Time Data  (when applicable) 

Actual Sample Time Used on Bottle 
Collection Time:* Labels:* 

Sample Procedure 

Sample Bottle Notes / Sample ID: 

Rest of bottles filled from:* Overall Field / Sample Notes 

Collection Time: Labels:* Delsa Allen Sharon Harrell 

Notes from Pg 39 of Field Book dated 6/22/09-
7/22/09: SCCD staff noticed that some plastic 
storage tanks were leaking onto ground not far 
from water well. Staff notified Lance with White 
Mtn. Drilling of the leaking tanks 6/24/09 (see 

photos). After attempting to turn water on with no 
success, we called Lance with White Water Drilling 

and were told that the power to well hasn't been 
hooked up yet. 

Lab Analysis Data (when applicable) 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI316 6/24/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Williams #1 (Flint) Williams Development 

Is Well Covered?* 

Well Locked* Yes Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4717953 612265 7206 17.9 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (1000 feet) 21.45 

Pump Activity Upon Arrival?:* 

unknown 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

14:55 8.64 525 262 15.8 Sample Depth Actual (ft): 

14:58 9 513 256 10 Bailing Method Used:* 

15:01 8.89 512 257 9.4 Bailers Used:* 

15:04 8.82 511 255 8.8 Other Bailer Notes:* 

15:07 8.79 

15:10 8.88 

Field Meter Used: Hanna HI 991300 

517 8.6 258 

517 8.5 258 

Delsa Allen Sharon Harrell 

Well is located under a metal cover in 
drive/parking area. Outside faucet is located in 
back of one of the office buildings. Trip blank 

175TripBlank316DA09 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

3:10 PM 

Time Used on Bottle 
Labels:* 

3:05 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

175AMI316DA09 

GRO bottles filled from:* 

Outside Faucet 

Rest of bottles filled from:* 

Outside Faucet 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 175AMI316DA09 

Sample Collection Time: 3:05 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 91 

Calcium (mg/L) 6 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 95 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 101 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 26 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 310 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI317 7/21/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Rendezvous Meadows 
#1 (Golf Course) 

Sublette County 

Is Well Covered?* 

Well Locked* Yes Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4745821 591301 7160 16.1 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

unknown 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:53 7.45 274 137 10.1 
Bailing Method Used:* 11:56 7.69 275 136 8.5 
Bailers Used:* 11:59 8.2 281 140 7.5 

12:02 8.05 281 139 7.2 Other Bailer Notes:* 

12:05 8.38 

12:08 8.55 

Field Meter Used: Hanna HI 991300 

283 7.2 141 

277 7.2 138 

Delsa Allen Sharon Harrell 

Well is used for club house. According to manager 
a new pump was put in this spring. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

12:09 PM 

Time Used on Bottle 
Labels:* 

12:15 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

202AMI317DA09 

GRO bottles filled from:* 

Outside Faucet 

Rest of bottles filled from:* 

Outside Faucet 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 202AMI317DA09 

Sample Collection Time: 12:15 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 134 

Calcium (mg/L) 7 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 2 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 56 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 17 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 253 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI318 7/21/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Unknown permit 
(Weed & Pest) 

Sublette County 

Is Well Covered?* 

Well Locked* Yes Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4740944 595457 7130 16.9 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Pump was not used 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 36.02 

Pump Activity Upon Arrival?:* 

unknown 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 12:52 9.12 261 129 12.4 
Bailing Method Used:* 12:55 9.16 267 132 10 
Bailers Used:* 12:58 8.99 263 131 9.5 

13:01 8.9 262 131 10 Other Bailer Notes:* 

13:04 8.96 

13:07 9.33 

Field Meter Used: Hanna HI 991300 

266 9.9 132 

265 9.2 133 

Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

1:08 PM 

Time Used on Bottle 
Labels:* 

1:10 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

202AMI319DA09 

GRO bottles filled from:* 

Outside Faucet 

Rest of bottles filled from:* 

Outside Faucet 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 202AMI318DA09 

Sample Collection Time: 1:10 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 113 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 4 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.3 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 58 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 20 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 206 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI319 7/21/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Sublette County 
Maintenance 

Shop#1(new shop 

Sublette County 

Is Well Covered?* 

Well Locked* Yes Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4740808 595439 7114 17.6 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

unknown 

Water Level Notes: 

Not able to access for water level 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 14:23 9.14 245 122 22.5 
Bailing Method Used:* 14:26 9.47 249 125 14.1 
Bailers Used:* 14:29 9.22 241 119 11.1 

14:32 9.18 240 120 10.2 Other Bailer Notes:* 

14:35 8.96 

Field Meter Used: Hanna HI 991300 

240 10120 

Delsa Allen Sharon Harrell 

This well has the smaller casing of the two and is 
used for general water use 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:37 PM 

Time Used on Bottle 
Labels:* 

2:40 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

202AMI319DA09 

GRO bottles filled from:* 

SCCD Hose 

Rest of bottles filled from:* 

SCCD Hose 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 202AMI319DA09 

Sample Collection Time: 2:40 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 108 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 4 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 55 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 13 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 178 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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AMI320 7/21/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Sublette County 
Maintenance Shop-
FIR (fire hydrant) 

Sublette County 

Is Well Covered?* 

Well Locked* Yes Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4740803 595433 7110 17.6 

Northing Easting Elev(ft) Accuracy* 

None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

None 

Pump Activity Upon Arrival?:* 

Yes - a water truck was being filled while we were 
there. 

Water Level Notes: 

Not able to access for water level 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 14:48 7.16 253 127 13.6 
Bailing Method Used:* 14:51 7.21 255 127 12.2 
Bailers Used:* 14:54 7.15 255 127 12.2 

14:59 7.07 254 127 13.4 Other Bailer Notes:* 

Field Meter Used: Hanna HI 991300 

Delsa Allen Sharon Harrell 

All bottles filled by hose attached to fire hydrant. 
This well has the larger casing of the two and is 

mainly used for the fire hydrant which the county 
uses to fill water trucks. 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

2:58 PM 

Time Used on Bottle 
Labels:* 

2:55 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

202AMI320DA09 

GRO bottles filled from:* 

Other 

Rest of bottles filled from:* 

Other 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 202AMI320DA09 

Sample Collection Time: 2:55 PM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 141 

Calcium (mg/L) 34 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 1 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.2 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 9 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 2 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 5 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 7 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 214 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 

Tuesday, October 20, 2009 Page 225 of 228 



  

  

 

 

 

 

 

 

 

 

 
 

 

AMI321 7/23/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Sublette County 
Ambulance Barn #1 

(Sand Draw) 

Sublette County 

Is Well Covered?* 

Well Locked* Yes Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4717550 612352 7225 18 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 36.3 

Pump Activity Upon Arrival?:* 

A little prior to water level reading 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 10:10 9.16 339 169 25 
Bailing Method Used:* 10:13 9.26 345 173 16.7 
Bailers Used:* 10:16 9.24 331 167 14.2 

10:19 9.25 340 170 13.9 Other Bailer Notes:* 

10:22 9.27 

10:25 8.88 

Field Meter Used: 

341 170 11.8 

338 169 10.7 

Hanna HI 991300 #2 (backup) 

Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

10:26 AM 

Time Used on Bottle 
Labels:* 

10:25 PM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

204AMI321DA09 

GRO bottles filled from:* 

Well Owner's Hose 

Rest of bottles filled from:* 

Well Owner's Hose 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 204AMI321DA09 

Sample Collection Time: 10:25 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 112 

Calcium (mg/L) 0 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 9 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.8 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 67 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 28 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 180 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 
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AMI322 7/23/2009 Field Data 

Well Name/Location OwnershipInfo. Gas Alarm Data* Location Data 

Alarm Unit Used: Gas Alarm Readings: Ensign/Opsco #1 Opsco Energy Industries 

Is Well Covered?* 

Well Locked* Yes Unit Used GPS Notes 

Garmin GPS Well Covering Notes:* 
Map 76 

4717446 612362 7253 15.6 

Northing Easting Elev(ft) Accuracy* 

Gas Alert Micro#1 None 

Gas Alarm Notes: 

Water Level Values 

Water Level Meter Used Water Level 

Solinst Water Level Meter (300 feet) 32.29 

Pump Activity Upon Arrival?:* 

No 

Water Level Notes: 

Field Parameteres Bailing Data (when applicable) 

Time pH Conductivity TDS Temp. (C) Sample Depth Proposed (ft): 

Sample Depth Actual (ft): 11:05 8.29 329 164 15.8 
Bailing Method Used:* 11:08 8.4 329 163 13.2 
Bailers Used:* 11:11 8.43 321 160 12.5 

11:14 8.44 326 163 11.7 Other Bailer Notes:* 

11:17 8.48 

11:20 8.47 

Field Meter Used: 

331 164 9.7 

323 162 10 

Hanna HI 991300 #2 (backup) 

Delsa Allen Sharon Harrell 

SCCD Personnel Present 

Sample Procedure 

Overall Field / Sample Notes 

Actual Sample 
Collection Time: 

11:20 AM 

Time Used on Bottle 
Labels:* 

11:20 AM 

Actual Sample 
Collection Time:* 

Time Used on Bottle 
Labels:* 

Sample Bottle Notes / Sample ID: 

204AMI322DA09 

GRO bottles filled from:* 

Outside Faucet 

Rest of bottles filled from:* 

Outside Faucet 
Duplicate Time Data  (when applicable) 

Lab Analysis Data (when applicable) 

Sample ID: 204AMI322DA09 

Sample Collection Time: 11:20 AM 

Notes related to lab data 

0 = ND 'Nondetect'. 

Hydrocarbon Data Results Standards 1 Other Data Results 

0Diesel Range 
Organics (mg/L) 

1.1 or 10 mg/L 
2 

Alkalinity (mg/L) 104 

Calcium (mg/L) 9 
0Gasoline Range 

Organics (mg/L) 
7.3 mg/L Chloride (mg/L) 15 

Benzene (ug/L) 5 ug/L Fluoride (mg/L) 0.4 

Ethylbenzene (ug/L) 700 ug/L Magnesium (mg/L) 0 

m+p-Xylenes (ug/L) 10,000 ug/L Potassium (mg/L) 0 

o-Xylene (ug/L) 10,000 ug/L Sodium (mg/L): 56 

Toluene (ug/L) 1,000 ug/L Sulfate (mg/L) 30 

Total Dissolved Solids 
If results are blank, parameter was not analyzed. @180 C (mg/L): 178 

* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 
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* New fields within the SCCD database as of 2009 - applicable data will show in "Sample Procedure" or "Overall Field/Sample Notes" otherwise 

1 WYDEQ cleanup levels used when hydrocarbons are present in a water well 

2 The cleanup level  for DRO can be 1.1 mg/L or 10 mg/L depending on the results of parameters currently not tested for by SCCD. 

SCCD / Pinedale Anticline Ground Water Data  / 08/01/08 - 07/31/09 / Table 2. Water Well Field and Lab Analysis Data - Miscellaneous Wells 
The Sublette County Conservation District shall not be held liable for improper or incorrect use of the data described and/or contained herein. These data are not legal documents and are not intended to be used as such. The 

information contained in the data is dynamic and changes over time. It is the responsibility of the data user to use the data appropriately and consistently within the limits of the data. The Sublette County Conservation 
District provides no warranty, expressed or implied, as to the accuracy, reliability, or completeness of the data. Although these data have been processed successfully on a computer system at the Sublette County 

Conservation District offices, no warranty expressed or implied is made regarding the utility of the data on another system or for general or scientific purposes, nor shall the act of distribution constitute any such warranty.  
This disclaimer applies both to individual use of the data and consolidated use with other data. 
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