NOTE: COLOR OF FIRE RINGS AND TABLES SHALL BE TAN
BLM LOGO TO BE ENGRAVED ON ENDS OF ALL PICNIC TABLES
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* Wheelchair Accessibility 86" 343"
availatde at both ends of
table to meet ADA. Guidelings

NOTES:

1 klinimum thicknass of all armas £o ba & inchas.

2. Minimum walght: to ba 2500 lba.

3 gﬁﬂ&md&ﬂ.—uiﬁm.g and table s ports
CASE i ons integral place. Mo assembly EEE”H.

é. Cdloring agants ara to ba purs minaral oxidas and

shall ba mixad intagrally with camant.

5. Congroto mix doplgn o include 55 packes Rrtland
camont por yand with maxmum rock size of S/47
reinforcad with 24 and #Srabargrid Cured concrata
shall attain minimum comprasaiva strangth of 7.000
P

&. All formed surfaces and adges shall ba Fully roundad
and smooth firishad. Finleh of all exposad surfaces

to have a concrats graffiti-resistant ssalsr hﬂv__.«h.
7. Ceramic chess Poarde can ke cast into table tops.

SPECS FOR 2 HANDICAPPED CONCRETE TABLES
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2. Minimum weight to be 1200 Ibs.

3. Coloring agents are to be pure mineral oxides and

shall be mixed integrally with cement.

4. Concrete mix design to include &.5 sacks Fortland

cement per yard, 5-6% air entrainment, maximum rock size of 3/4",
and reinforced with #4 and #5 rebar grid. Cured concrete

shall attain minimum compressive strength of 7,000

=%

5. All formed surfaces and edges shall be fully rounded

and smooth finished. Finish of all exposed surfaces

to have a concrete graffiti-resistant secaler applied.

SPECS FOR 10 FIRE RINGS
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NOTES:

1 Minimum thicinass of all araas to a4 Inchas.

Z Minimum walght: t0 ba Z750 ba

Sast b dre ntagal poco. No aesonbly eauired
i Coloring agants ara to ba pura minaral oxidsas msnd
whall b mixad Intagrally with comant.

5. Conorofe mix doslgn o ingludo 85 packe Fortland
comant par yard with maxmuom rock sloe of 5/4"
reinforce d with #4 and #5 rebar grid Cured concrets
ehall attain minmum compressive strength of 7.000
Sl

S, All formad surfaces and adgee shall ba fully roundad
and pmogth finiphad. Finleh of all axporad surfacos

1o have a congrote graffith resictant scaler a ﬂu__ﬁ.np
7. Coramic cheee Poarde can be caet into table tope.

SPECS FOR 12 CONCRETE TABLES
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